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RIVERLAKE

About Us

RIVERLAKE is a leading manufacturer and supplier of high-force hydraulic tools in China.
We provide our customers worldwide with exceptional hydraulic tool experience. Here at
RIVERLAKE, we manufacture and sell a wide range of hydraulic cylinders, pumps, bolting
tools, flange maintenance tools, pullers, and other hydraulic tools.

Reliability * Durability *Safety

We are very serious about the safety, reliability, and durability of our tools. we make sure
that by adopting the best structure design, using high-quality materials, and following high-
standard production and testing procedures. All our tools comply with ISO 10100:2001and
GB 15622:2005 standards and are designed with a 1.5 safety factor.

Our Warranty

RIVERLAKE products come with a comprehensive 1-year warranty. For all products sold
under proper use, we will provide free replacement parts if tool failure occurs. All products
and services offered are subject to our standard Terms & Conditions.

Our Service

Here at RIVERLAKE, besides the quality of our tools, we also care about the customer
service we provide. No matter it is the training of our sales staff, cooperation with our
distribution network, keeping a good quantity of stocks for standard models, fast and on-
time shipping or after-sale service, we are 100% serious about them.

https://riverlakeco.com
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RIVERLAKE HYDRAULIC CYLINDER RIVERLAKE HYDRAULIC CYLINDER

RC Series,Single Acting Hydraulic Cylinders

* Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from off-center loads

* Designed for use in all positions

* Baked enamel finish for increased corrosion resistance

« Collar threads, plunger threads, and base mounting holes for easy fixturing

» High strength alloy steel body is precision machined to reduce wear and features a baked enamel finish for durability and
corrosion protection

* Nickel plating is available on most models

* Heavy duty return springs

* Plunger wiper reduces contamination, extending cylinder life

» 3/8-18NPT coupler and dust cap included on all models

* An Industrial U-cup style seal prevents costly leaks

* Hardened and chromed piston reduces wear and corrosion

» High-strength composite bearing provides support for off-center loads without damaging the cylinder walls

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

CapaCity: 5-100 ton Model Capacity/ Stroke/ Cylinder 0il Capacity/ | Collapsed Extended Outside Cylinder Bore Plunger Base To Saddle Saddle Protri. Plunger | Plunger Base Mounting [Base Mounting | Base Mounting Collar Collar Thread | Weight/Kg

Stroke:16-362mm Number Ton mm Effective cm3 Height/mm(A) | Height/mm(B) | Dia/mm(D) Dia/mm(E) Dia/mm(F) Advance Dia/mm(J) | From Plgr. nternal Thread Holes Bolt Holes Thread(V)| Holes Thread Thread(W) Length/mm(X)

Max Operation Pressure: 700bar Area/cm2 Port/mm(H) /mm(K) Thread(0) Length/mm(P) | Circle/mm(U) Depth/mm(z)
RC-50 5 16 6.5 10 41 57 58 28.7 254 19 * * * * 28 5,6MM * * * 1
RC-51 5 25 6.5 16 110 135 38 28.7 25.4 19 25 6 3/4”-16UN 14 25 1/4”-20UN 14 11/2”-16UN 28 1
RC-53 5 76 6.5 50 165 241 38 28.7 254 19 25 6 3/4”-16UN 14 25 1/4”-20UN 14 11/2”-16UN 28 1.5
RC-55 5 127 6.5 83 215 342 38 28.7 254 19 25 6 3/4”-16UN 14 25 1/4”-20UN 14 11/2”-16UN 28 1.9
RC-57 5 177 6.5 115 273 450 38 28.7 25.4 19 25 6 3/4”-16UN 16 25 1/4”-20UN 14 11/2”-16UN 28 2.4
RC-59 5 232 6.5 151 323 555 38 28.7 254 19 25 6 3/4”-16UN 16 25 1/4”-20UN 14 11/2”-16UN 28 2.8
RC-101 10 26 14.5 38 89 115 57 42.9 38.1 19 * * #10-24UN 6 39 5/16"-18UN 12 2 1/47-14UN 26 1.8
RC-102 10 54 14.5 78 121 175 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/4"-14UN 26 2.3
RC-104 10 105 14.5 152 171 276 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/4”-14UN 26 3.3
RC-106 10 156 14.5 226 247 403 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/47-14UN 26 4.4
RC-108 10 203 14.5 294 298 501 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/4”-14UN 26 5.4
RC-1010 10 257 14.5 373 349 606 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/4"-14UN 26 6.4
RC-1012 10 304 14.5 441 400 704 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/47-14UN 26 6.8
RC-1014 10 356 14.5 516 450 806 57 42.9 38.1 19 35 6 17-8UN 19 39 5/16"-18UN 12 2 1/4”-14UN 26 8.2
RC-151 15 25 20.3 51 124 149 69 50.8 41.4 19 38 9 17-8UN 25 48 3/8"-16UN 12 2 3/4"-16UN 30 3.3
RC-152 15 51 20.3 104 149 200 69 50.8 41.4 19 38 9 1”-8UN 22 48 3/8"-16UN 12 2 3/47-16UN 30 4.1
RC-154 15 101 20.3 205 200 301 69 50.8 41.4 19 38 9 17-8UN 22 48 3/8”-16UN 12 2 3/4”-16UN 30 5
RC-156 15 152 20.3 308 271 423 69 50.8 41.4 25 38 9 17-8UN 25 48 3/8”-16UN 12 2 3/4"-16UN 30 6.8
RC-158 15 203 20.3 411 322 525 69 50.8 41.4 25 38 9 17-8UN 25 48 3/8”-16UN 12 2 3/47-16UN 30 8.2
RC-1510 15 254 20.3 516 373 627 69 50.8 41.4 25 38 9 17-8UN 25 48 3/8”-16UN 12 2 3/4”-16UN 30 9.5
RC-1512 15 305 20.3 619 423 728 69 50.8 41.4 25 38 9 17-8UN 25 48 3/8”-16UN 12 2 3/47-16UN 30 10.9
RC-1514 15 356 20.3 723 474 830 69 50.8 41.4 25 38 9 17-8UN 25 48 3/8”-16UN 12 2 3/4”-16UN 30 11.8
RC-251 25 26 33.2 86 139 165 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2"-13UN 19 3 5/16”-12UN 49 5.9
RC-252 25 50 33.2 166 165 215 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2”-13UN 19 35/16"-12UN 49 6.4
RC-254 25 102 33.2 339 215 317 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2"-13UN 19 3 5/16”-12UN 49 8.2
RC-256 25 158 33.2 525 273 431 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2"-13UN 19 35/16"-12UN 49 10
RC-258 25 210 33.2 697 323 533 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2”-13UN 19 35/16”-12UN 49 12.2
RC-2510 25 261 33.2 867 374 635 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2"-13UN 19 35/16"-12UN 49 141
RC-2512 25 311 33.2 1033 425 736 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2”-13UN 19 35/16"-12UN 49 16.3
RC-2514 25 362 33.2 1202 476 838 85 65 57.2 25 50 10 11/2"-16UN 25 58 1/2"-13UN 19 3 5/16”-12UN 49 17.7
RC-308 30 209 421 880 387 596 101 73.2 57.2 57 50 10 11/27-16UN 25 * * * 3 5/16"-12UN 49 18.1
RC-502 50 51 71.2 362 176 227 127 95.2 79.5 33 71 2 * * 95 1/2”-13UN 19 57-12UN 55 15
RC-504 50 101 71.2 719 227 328 127 95.2 79.5 33 71 2 * * 95 1/2”-13UN 19 5"-12UN 55 19.1
RC-506 50 159 71.2 1131 282 441 127 95.2 79.5 35 71 2 * * 95 1/2"-13UN 19 5"-12UN 55 23.1
RC-5013 50 337 71.2 2399 460 797 127 95.2 79.5 35 71 2 * * 95 1/2”-13UN 19 57-12UN 55 37.6
RC-756 75 156 102.6 1601 285 441 146 114.3 95.2 30 71 5 * * * * * 53/4”-12UN 44 29.5
RC-7513 75 33 102.6 3417 492 825 146 114.3 95.2 30 71 5 * * * * * 5 3/47-12UN 44 59
RC-1006 100 168 133.3 2239 357 525 177 130.3 104.9 41 71 2 * * 140 3/4”-10UN 25 6 7/8"-12UN 44 59
RC-10010 100 260 133.3 3466 449 709 177 130.3 104.9 41 71 2 * * 140 3/4”-10UN 25 6 7/8"-12UN 44 72.6
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RIVERLAKE

HYDRAULIC CYLINDER

RCH Series,Single Acting Hollow Plunger Cylinders

Capacity: 13-95ton Stroke:8-155mm Max Operation Pressure: 700bar Center Hole Diameter:19.6-79mm

* The hollow plunger design allows for both pull and pushes forces

- Single-acting, spring return

* Nickel-plated, floating center tube to increase product durability.

* Baked enamel finish for increased corrosion resistance

* Collar threads for easy fixturing

* Plunger wiper reduces contamination, extending cylinder life

* Hardened and chromed piston reduces wear and corrosion

* Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from off-center loads
* High strength composite bearing provides support for off-center loads without damaging the cylinder walls

* An Industrial U-cup style seal prevents costly leaks

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

RIVERLAKE

HYDRAULIC CYLINDER

Optional Heat Treated Hollow Saddles
Saddle Cylinder Saddle Saddle Dimensions (Mmm)
Type Model Number Model Nr. A B c A
RCH-202, 206 | HP-2015 53 1"-8 9 B ‘
RCH-302, 306 | HP-3015 63 1%"-7 9 CI]\ T
RCH-603, 606 | HP-5016 91 158"~ 5% 12 o
RCH-1003 HP-10016 126 2."- 8 13
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Model Capacity/ | Stroke/ | Cylinder | Oil Collapsed | Extended |Outside Dia/| Plunger Base Base Base Collar Collar [Center |Weight/Kg|
Number Ton mm Effective | Capacity/ | Height/ Height/  [mm(D) Dia/mm(F) [ Mounting Mounting Mounting Thread(W) | Thread |Hole Dia/
Area/cm2 | cm3 mm(A) mm(B) Holes Bolt Holes Holes Thread Length/ | mm(Y)
Circle/ Thread(V) Depth/mm(Z) mm(X)
mm(U)
RCH-120 13 8 18.5 14 55 63 70 35 50.8 5/16"-18 UNC 9 2 3/4"-16 UN 30 19.6 1.5
RCH-121 13 42 18.5 75 120 162 70 35 * * * 2 3/4"-16 UN 30 19.6 2.8
RCH-123 13 76 18.5 136 184 260 70 35 50.8 5/16"-18 UNC 9 23/4"-16 UN 30 19.6 4.4
RCH-202 20 49 32.8 150 162 211 99 55 82.6 3/8“-16 UNC 9.5 37/8"-12 UN 38 26.9 7.3
RCH-206 20 155 32.8 476 306 461 99 55 82.6 3/8“-16 UNC 9.5 37/8™-12 UN 38 26.9 13.4
RCH-302 30 64 47.7 298 178 242 115 65 92.2 3/8“-16 UNC 14 41/212 UN 42 33.3 10.5
RCH-306 30 155 47.7 722 330 485 115 65 92.2 3/8°-16 UNC 14 41/212 UN 42 33.3 19.3
RCH-603 60 76 87.5 629 246 322 159 92 130.3 [1/2“-13UNC 14 61/4-12 UNC| 48 53.8 27.4
RCH-606 60 153 87.5 1259 323 476 159 92 130.3 |[1/2*-13UNC 14 61/4-12UNC| 48 53.8 34.8
RCH-1003 95 76 135.3 | 1011 254 330 212 127 177.8 |5/8-11 UNC 20 83/8*12 UN 60 79 59.5
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RIVERLAKE HYDRAULIC CYLINDER RIVERLAKE HYDRAULIC CYLINDER

CLRG Series,DoubIe Actlng Hydrau“c Cy”nders . Interchangeable,hardened grc?ovgd saddlese_xre stapdard ponfiguration _ ‘ ‘
» Plunger wiper reduces contamination, extending cylinder life Base Mounting Hole 1) Dimensions(mm)
» The integral stopping ring provides piston blow-out protection
» Double-acting, hydraulic return )
- Baked enamel finish for increased corrosion resistance Modsll/ Bolt Thread [ Min.Thread
» Base mounting holes for easy fixturing Capacity Circle Size Depth
» Safety valve in retract side of cylinder helps to prevent damage in case of accidental ton u Vv z
over-pressurization
« Hardened and chromed piston reduces wear and corrosion CLRG-50 65 2xM12 22
» Hardened alloy steel guide ring eliminates over travel and provides support to reduce CLRG-100 95 2x M12 22
wear from off-center loads CLRG-150 130 2x M12 22
* High st_rength composite bearing provides support for off-center loads without CLRG-200 165 3xM12 22
damaglng.the cylinder walls TG 190 xXM12 22
» An Industrial U-cup style seal prevents costly leaks
CLRG-300 180 3x M16 30
CLRG-400 205 3x M16 30
CLRG-500 250 3x M24 36
80% Think Safety CLRG-600 275 3x M24 36
Manufacturer's rating of load and stroke are maximurn safe limits. CLRG-800 330 3xM24 36
Good . . Iv 80% of th i | CLRG-1000 375 3x M24 36
Capacity: 50-1000 ton Stroke:50-300mm Max Operation Pressure: 700bar 00d praclice encourages using only 6B of Inese ratings:
Model Capacity/ Stroke/ Push Max Pull Max Push Cylinder | Pull Cylinder | Push 0il Pull 0il Collapsed Extended Outside Cylinder Plunger Base To Top To Saddle Saddle Depth of Saddle Saddle Saddle Model | Weight/Kg
Number Ton mm Cylinder Cylinder Effective Effective Capacity/cm3 | Capacity/cm3 | Height/mm(A) Height/mm(B) [ Dia/mm(D) Bore Dia/mm(F) Advance Retract Dia/mm(J) | Protri. From lunger Dia/mm(J1) [Height/mm(K1)
Capacity/KN | Capacity/KN | Area/cm2 Area/cm2 Dia/mm(E) Port/mm(H) Port/mm(l) Page./mm(K) [ Hole/mm(L)
CLRG-502 50 50 539 269 77 38.5 385 192 162 212 130 99 70 52 33 50 1 19 50 24 CATG-50 17
CLRG-504 50 100 539 269 77 38.5 770 385 212 312 130 99 70 52 33 50 1 19 50 24 CATG-50 20
CLRG-506 50 150 539 269 77 38.5 1155 577 262 412 130 99 70 52 33 50 1 19 50 24 CATG-50 23
CLRG-508 50 200 539 269 77 38.5 1540 770 312 512 130 99 70 52 33 50 1 19 50 24 CATG-50 27
CLRG-5010 50 250 539 269 77 38.5 1924 962 362 612 130 99 70 52 33 50 1 19 50 24 CATG-50 31
CLRG-5012 50 300 539 269 77 38.5 2309 1155 412 712 130 99 70 52 33 50 1 19 50 24 CATG-50 34
CLRG-1002 100 50 929 433 132.7 61.9 664 309 179 229 165 130 95 54 48 75 1 19 73 29 CATG-100 29
CLRG-1004 100 100 929 433 132.7 61.9 1327 619 229 329 165 130 95 54 48 75 1 19 73 29 CATG-100 34
CLRG-1006 100 150 929 433 132.7 61.9 1991 928 279 429 165 130 95 54 48 75 1 19 73 29 CATG-100 40
CLRG-1008 100 200 929 433 132.7 61.9 2655 1237 329 529 165 130 95 54 48 75 1 19 73 29 CATG-100 46
CLRG-10010 100 250 929 433 132.7 61.9 3318 1546 379 629 165 130 95 54 48 75 1 19 73 29 CATG-100 52
CLRG-10012 100 300 929 433 132.7 61.9 3982 1856 429 729 165 130 95 54 48 75 1 19 73 29 CATG-100 58
CLRG-1502 150 50 1390 675 198.6 96.5 993 482 196 246 205 159 114 61 56 94 1 19 91 31 CATG-150 39
CLRG-1504 150 100 1390 675 198.6 96.5 1986 965 246 346 205 159 114 61 56 94 1 19 91 31 CATG-150 52
CLRG-1506 150 150 1390 675 198.6 96.5 2978 1447 296 446 205 159 114 61 56 94 1 19 91 31 CATG-150 65
CLRG-1508 150 200 1390 675 198.6 96.5 3971 1930 346 546 205 159 114 61 56 94 1 19 91 31 CATG-150 78
CLRG-15010 150 250 1390 675 198.6 96.5 4964 2412 396 646 205 159 114 61 56 94 1 19 91 31 CATG-150 92
CLRG-15012 150 300 1390 675 198.6 96.5 5957 2895 446 746 205 159 114 61 56 94 1 19 91 31 CATG-150 105
CLRG-2002 200 50 1861 889 265.9 127 1330 635 212 262 235 184 133 67 66 113 1 24 118 35 CATG-200 55
CLRG-2006 200 150 1861 889 265.9 127 3989 1905 312 462 235 184 133 67 66 113 1 24 118 35 CATG-200 91
CLRG-20012 200 300 1861 889 265.9 127 7977 3809 462 762 235 184 133 67 66 113 1 24 118 35 CATG-200 146
CLRG-2502 250 50 2565 1068 366.4 152.6 1832 763 235 285 275 216 165 73 78 145 1 24 144 46 CATG-250 89
CLRG-2506 250 150 2565 1068 366.4 152.6 5497 2289 335 485 275 216 165 73 78 145 1 24 144 46 CATG-250 136
CLRG-25012 250 300 2565 1068 366.4 152.6 10993 4578 485 785 275 216 165 73 78 145 1 24 144 46 CATG-250 207
CLRG-3002 300 50 3193 1060 456.2 151.4 2281 757 322 372 310 241 197 101 75 177 1 19 160 62 CATG-300 184
CLRG-3006 300 150 3193 1060 456.2 151.4 6843 2270 422 572 310 241 197 101 75 177 1 19 160 62 CATG-300 232
CLRG-30012 300 300 3193 1060 456.2 151.4 13685 4541 572 872 310 241 197 101 75 177 1 19 160 62 CATG-300 303
CLRG-4002 400 50 3919 1354 559.9 193.5 2800 967 374 424 350 267 216 114 105 196 3 27 193 51 CATG-400 270
CLRG-4006 400 150 3919 1354 559.9 193.5 8399 2902 474 624 350 267 216 114 105 196 3 27 193 51 CATG-400 330
CLRG-40012 400 300 3919 1354 559.9 193.5 16797 5804 624 924 350 267 216 114 105 196 3 27 193 51 CATG-400 421
CLRG-5002 500 50 5114 1733 730.6 247.6 3653 1238 419 469 400 305 248 114 135 228 3 27 228 63 CATG-500 401
CLRG-5006 500 150 5114 1733 730.6 247.6 10959 3713 519 669 400 305 248 114 135 228 3 27 228 63 CATG-500 480
CLRG-50012 500 300 5114 1733 730.6 247.6 21918 7427 669 969 400 305 248 114 135 228 3 27 228 63 CATG-500 599
CLRG-6002 600 50 5987 2068 855.3 295.4 4276 1477 429 479 430 330 267 114 135 247 3 27 241 76 CATG-600 474
CLRG-6006 600 150 5987 2068 855.3 295.4 12829 4431 529 679 430 330 267 114 135 247 3 27 241 76 CATG-600 565
CLRG-60012 600 300 5987 2068 855.3 295.4 25659 8862 679 979 430 330 267 114 135 247 3 27 241 76 CATG-600 701
CLRG-8002 800 50 8234 2709 1176.3 387 5881 1935 484 534 505 387 317 149 135 297 3 27 287 75 CATG-800 741
CLRG-8006 800 150 8234 2709 1176.3 387 17644 5806 584 734 505 387 317 149 135 297 3 27 287 75 CATG-800 868
CLRG-80012 800 300 8234 2709 1176.3 387 35288 11611 734 1034 505 387 317 149 135 297 3 27 287 75 CATG-800 1058
CLRG-10002 1000 50 10260 3792 3792 541.7 7329 2709 564 614 560 432 343 174 170 323 3 27 311 93 CATG-1000 1062
CLRG-10006 1000 150 10260 3792 3792 541.7 21986 8126 664 814 560 432 343 174 170 323 3 27 311 93 CATG-1000 1213
CLRG-100012| 1000 300 10260 3792 3792 541.7 43972 16252 814 1114 560 432 343 174 170 323 3 27 311 93 CATG-1000 1439
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RIVERLAKE HYDRAULIC CYLINDER RIVERLAKE HYDRAULIC CYLINDER

RRH Series,Double Acting Hollow Hydraulic Cylinders

Optional Heat Treated Hollow Saddles

Cylinder Saddl Saddle
SaddleType Model addie Dimensions (mm)
Model Nr.
Number
A B C

RRH-307,3010 [HP-3015 | 53 | 18 | o
RRH-603, 606,6010] HP-5016 | 63 | 1%4"7 | 9
RRH-1001,1003 91 | me5% | 12

HP-1001
RRH-1006,10010 0016 o6 | 28 | 13

Smooth hollow saddles are standard on all RRH-models.

Capacity: 30-145ton Stroke:38-258mm Max Operation Pressure: 700bar Center Hole Diameter:33.3-79.2mm

* The hollow plunger design allows for both pull and pushes forces

» Double-acting for fast retraction

» Nickel-plated, floating center tube to increase product durability.

» Baked enamel finish for increased corrosion resistance

* Collar threads for easy fixturing

* Relief valves prevent damage in case of over-pressurization

» Plunger wiper reduces contamination, extending cylinder life

* Hardened and chromed piston reduces wear and corrosion

* Hardened alloy steel guide ring eliminates over travel and provides support to reduce
wear from off-center loads

» High strength composite bearing provides support for off-center loads without

damaging the cylinder walls 80%

» An Industrial U-cup style seal prevents costly leaks 0 Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Capacity/ Stroke/ | Push Max | Pull Max Push Pull Push 0il Pull 0il Collapsed Extended Outside Cylinder Plunger Base To Top To Saddle Dia/ Saddle Protri. Thread(0) Plunger Collar Thread(W) Collar Base Base Mounting Base Center Weight/Kg
Number Ton mm Cylinder Cylinder Cylinder Cylinder |Capacity/cm3| Capacity/ [Heig (A){Height/mm(B)| Dia/mm(D) | Bore Dia/ | Dia/mm(F) Advance Retract mm(J) From Plgr. Thread Thread Mounting Hole Thread(V) | Mounting Hole
Capacity/KN | Capacity/KN [ Effective Effective cm3 mm(E) Port/mm(H) | Port/mm(l) /mm(K) Length/ Length/ Hole Bolt Hole Thread | Dia/mm(Y)
Area/cm2 | Area/cm2 mm(P) mm(X) Cicle(U) Depth/mm(Z)

RRH-307 30.0 178.0 326.0 213.0 47.7 32.4 849.0 577.0 330.0 508.0 114.0 88.9 65.0 25.0 60.0 63.0 9.0 113/16” -16 22.0 4.1/2"-12 UN 41.9 92.2 3/8"-16 15.7 33.3 21.0
RRH-3010 30.0 258.0 326.0 213.0 47.7 32.4 1231.0 836.0 431.0 689.0 114.0 88.9 65.0 25.0 60.0 63.0 9.0 113/16” -16 22.0 4.1/2"-12 UN 41.9 92.2 3/8"-16 15.7 33.3 27.0
RRH-603 60.0 89.0 576.0 380.0 87.4 56.2 778.0 481.0 246.0 336.0 159.0 123.9 92.0 31.0 66.0 91.0 12.0 23/47-16 19.0 6.1/4"-12 UNC 48.0 130.0 1/27-13 14.0 53.8 28.0
RRH-606 60.0 166.0 576.0 380.0 87.4 56.2 1451.0 891.0 323.0 489.0 159.0 123.9 92.0 31.0 66.0 91.0 12.0 2 3/47-16 19.0 6.1/4"- 12 UNC 48.0 130.0 1/27-13 14.0 53.8 35.0
RRH-6010 60.0 257.0 576.0 380.0 87.4 56.2 2246.0 1388.0 438.0 695.0 159.0 123.9 92.0 31.0 66.0 91.0 12.0 23/4”-16 25.0 6.1/4" -12 UNC 48.0 130.0 1/27-13 14.0 53.8 45.0
RRH-1001 95.0 38.0 931.0 612.0 135.2 87.1 514.0 331.0 165.0 203.0 212.0 165.1 127.0 38.0 44.0 126.0 12.0 47-16 25.0 - - 177.8 5/8”-11 19.0 79.2 33.0
RRH-1003 95.0 76.0 931.0 612.0 135.2 87.1 1027.0 662.0 254.0 330.0 212.0 165.1 127.0 38.0 85.0 126.0 12.0 47-16 25.0 8.3/8"-12 UN 59.9 177.8 5/8”-11 19.0 79.2 61.0
RRH-1006 95.0 153.0 931.0 612.0 135.2 87.1 2069.0 1333.0 342.0 495.0 212.0 165.1 127.0 38.0 85.0 126.0 12.0 47-16 25.0 8.3/8"-12 UN 59.9 177.8 5/8”-11 19.0 79.2 79.0
RRH-10010 95.0 257.0 931.0 612.0 135.2 87.1 3475.0 2239.0 460.0 717.0 212.0 165.1 127.0 38.0 85.0 126.0 12.0 4”-16 25.0 8.3/8"-12 UN 59.9 177.8 5/8"-11 19.0 79.2 107.0
RRH-1508 145.0 203.0 1429.0| 718.0 196.8 102.0 3995.0 2074.0 349.0 552.0 247.0 190.5 152.5 38.0 60.0 127.0 4.0 41/47-12 25.0 * * * * * 79.2 111.0
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RIVERLAKE HYDRAULIC CYLINDER RIVERLAKE HYDRAULIC CYLINDER

C LSG Series,Sing |e ACtI ng H |g h Ton nage Hyd rau ||C Cy' | nders . Interchangeable, hardened greoved saddles are stapdard eonfiguration
* Plunger wiper reduces contamination, extending cylinder life Base Mounting Hole 1) Dimensions(mm)
* The integral stopping ring provides piston blow-out protection
* Double-acting, hydraulic return )
« Baked enamel finish for increased corrosion resistance Modslif Bolt Thread Min.Thread
- Base mounting holes for easy fixturing Capacity Circle Size Depth
- Safety valve in retract side of cylinder helps to prevent damage in case of ton U v z
accidental over-pressurization
» Hardened and chromed piston reduces wear and corrosion CLRG-50 65 2x M12 22
* Hardened alloy steel guide ring eliminates over travel and provides support to CLRG-100 95 2x M12 22
reduce wear from off-center loads CLRG-150 130 2% M12 22
» High strength composite bearing provides support for off-center loads without CLRG-200 165 3xM12 22
damaging .the cylinder walls S5 190 XM 12 22
* An Industrial U-cup style seal prevents costly leaks
CLRG-300 180 3x M16 30
CLRG-400 205 3x M16 30
CLRG-500 250 3x M24 36
80% Think Safety CLRG-600 275 3x M24 36
Manufacturer's rating of load and stroke are maximurn safe limits. CLRG-800 330 Sx M24 36
Good . . Iv 80% of th i | CLRG-1000 375 3x M24 36
Capacity: 50-1000 ton Stroke:50-300mm Max Operation Pressure: 700bar 00d praclice encourages using only 6B of Inese ratings:
Model Capacity/ Stroke/ Push Max Pull Max Push Cylinder | Pull Cylinder | Push Oil Pull 0il Collapsed Extended Outside Cylinder Plunger Base To Top To Saddle Saddle Depth of Saddle Saddle Saddle Model Weight/Kg
Number Ton mm Cylinder Cylinder Effective Effective Capacity/cm3 | Capacity/cm3 | Height/mm(A) Height/mm(B) | Dia/mm(D) Bore Dia/mm(F) Advance Retract Dia/mm(J) Protri. From lunger Dia/mm(J1) | Height/mm(K1)
Capacity/KN | Capacity/KN | Area/cm2 Area/cm2 Dia/mm(E) Port/mm(H) Port/mm(1) Page./mm(K) [ Hole/mm(L)
CLRG-502 50 50 539 269 77 38.5 385 192 162 212 130 99 70 52 33 50 1 19 50 24 CATG-50 17
CLRG-504 50 100 539 269 77 38.5 770 385 212 312 130 99 70 52 33 50 1 19 50 24 CATG-50 20
CLRG-506 50 150 539 269 77 38.5 1155 577 262 412 130 99 70 52 33 50 1 19 50 24 CATG-50 23
CLRG-508 50 200 539 269 77 38.5 1540 770 312 512 130 99 70 52 33 50 1 19 50 24 CATG-50 27
CLRG-5010 50 250 539 269 77 38.5 1924 962 362 612 130 99 70 52 33 50 1 19 50 24 CATG-50 31
CLRG-5012 50 300 539 269 77 38.5 2309 1155 412 712 130 99 70 52 33 50 1 19 50 24 CATG-50 34
CLRG-1002 100 50 929 433 132.7 61.9 664 309 179 229 165 130 95 54 48 75 1 19 73 29 CATG-100 29
CLRG-1004 100 100 929 433 132.7 61.9 1327 619 229 329 165 130 95 54 48 75 1 19 73 29 CATG-100 34
CLRG-1006 100 150 929 433 132.7 61.9 1991 928 279 429 165 130 95 54 48 75 1 19 73 29 CATG-100 40
CLRG-1008 100 200 929 433 132.7 61.9 2655 1237 329 529 165 130 95 54 48 75 1 19 73 29 CATG-100 46
CLRG-10010 100 250 929 433 132.7 61.9 3318 1546 379 629 165 130 95 54 48 75 1 19 73 29 CATG-100 52
CLRG-10012 100 300 929 433 132.7 61.9 3982 1856 429 729 165 130 95 54 48 75 1 19 73 29 CATG-100 58
CLRG-1502 150 50 1390 675 198.6 96.5 993 482 196 246 205 159 114 61 56 94 1 19 91 31 CATG-150 39
CLRG-1504 150 100 1390 675 198.6 96.5 1986 965 246 346 205 159 114 61 56 94 1 19 91 31 CATG-150 52
CLRG-1506 150 150 1390 675 198.6 96.5 2978 1447 296 446 205 159 114 61 56 94 1 19 91 31 CATG-150 65
CLRG-1508 150 200 1390 675 198.6 96.5 3971 1930 346 546 205 159 114 61 56 94 1 19 91 31 CATG-150 78
CLRG-15010 150 250 1390 675 198.6 96.5 4964 2412 396 646 205 159 114 61 56 94 1 19 91 31 CATG-150 92
CLRG-15012 150 300 1390 675 198.6 96.5 5957 2895 446 746 205 159 114 61 56 94 1 19 91 31 CATG-150 105
CLRG-2002 200 50 1861 889 265.9 127 1330 635 212 262 235 184 133 67 66 113 1 24 118 35 CATG-200 55
CLRG-2006 200 150 1861 889 265.9 127 3989 1905 312 462 235 184 133 67 66 113 1 24 118 35 CATG-200 91
CLRG-20012 200 300 1861 889 265.9 127 7977 3809 462 762 235 184 133 67 66 113 1 24 118 35 CATG-200 146
CLRG-2502 250 50 2565 1068 366.4 152.6 1832 763 235 285 275 216 165 73 78 145 1 24 144 46 CATG-250 89
CLRG-2506 250 150 2565 1068 366.4 152.6 5497 2289 335 485 275 216 165 73 78 145 1 24 144 46 CATG-250 136
CLRG-25012 250 300 2565 1068 366.4 152.6 10993 4578 485 785 275 216 165 73 78 145 1 24 144 46 CATG-250 207
CLRG-3002 300 50 3193 1060 456.2 151.4 2281 757 322 372 310 241 197 101 75 177 1 19 160 62 CATG-300 184
CLRG-3006 300 150 3193 1060 456.2 151.4 6843 2270 422 572 310 241 197 101 75 177 1 19 160 62 CATG-300 232
CLRG-30012 300 300 3193 1060 456.2 151.4 13685 4541 572 872 310 241 197 101 75 177 1 19 160 62 CATG-300 303
CLRG-4002 400 50 3919 1354 559.9 193.5 2800 967 374 424 350 267 216 114 105 196 3 27 193 51 CATG-400 270
CLRG-4006 400 150 3919 1354 559.9 193.5 8399 2902 474 624 350 267 216 114 105 196 3 27 193 51 CATG-400 330
CLRG-40012 400 300 3919 1354 559.9 193.5 16797 5804 624 924 350 267 216 114 105 196 3 27 193 51 CATG-400 421
CLRG-5002 500 50 5114 1733 730.6 247.6 3653 1238 419 469 400 305 248 114 135 228 3 27 228 63 CATG-500 401
CLRG-5006 500 150 5114 1733 730.6 247.6 10959 3713 519 669 400 305 248 114 135 228 3 27 228 63 CATG-500 480
CLRG-50012 500 300 5114 1733 730.6 247.6 21918 7427 669 969 400 305 248 114 135 228 3 27 228 63 CATG-500 599
CLRG-6002 600 50 5987 2068 855.3 295.4 4276 1477 429 479 430 330 267 114 135 247 3 27 241 76 CATG-600 474
CLRG-6006 600 150 5987 2068 855.3 295.4 12829 4431 529 679 430 330 267 114 135 247 3 27 241 76 CATG-600 565
CLRG-60012 600 300 5987 2068 855.3 295.4 25659 8862 679 979 430 330 267 114 135 247 3 27 241 76 CATG-600 701
CLRG-8002 800 50 8234 2709 1176.3 387 5881 1935 484 534 505 387 317 149 135 297 3 27 287 75 CATG-800 741
CLRG-8006 800 150 8234 2709 1176.3 387 17644 5806 584 734 505 387 317 149 135 297 3 27 287 75 CATG-800 868
CLRG-80012 800 300 8234 2709 1176.3 387 35288 11611 734 1034 505 387 317 149 135 297 3 27 287 75 CATG-800 1058
CLRG-10002 1000 50 10260 3792 3792 541.7 7329 2709 564 614 560 432 343 174 170 323 3 27 311 93 CATG-1000 1062
CLRG-10006 1000 150 10260 3792 3792 541.7 21986 8126 664 814 560 432 343 174 170 323 3 27 311 93 CATG-1000 1213
CLRG-100012| 1000 300 10260 3792 3792 541.7 43972 16252 814 1114 560 432 343 174 170 323 3 27 311 93 CATG-1000 1439
009/paGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 010/paGE
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RR Series,Long Stroke Double Acting Hydraulic Cylinders » Collar threads and plunger threads for easy fixturing
» Baked enamel finish for increased corrosion resistance
» Removable hardened saddles protect the plunger during lifting and pressing
» Abuilt-in safety valve prevents accidental over-pressurization Optional Snap-in Saddles
» Plunger wiper reduces contamination, extending cylinder life Optional snap-in saddles for
- The integral stopping ring provides piston blow-out protection RR- Series double-acting cylinders:
» Double-acting, hydraulic return
* Hardened and chromed piston reduces wear and corrosion Saddie | CylinderModel [Saddle Model
» Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from Type Number Number
off-center loads _ . _ . ) Flat | RR-1010, 1012 | A-102F
. ngh strength composite bearing provides support for off-center loads without damaging the RR-1010, 1012 | CAT-10
cylinder wa_lls RR-308, 3014 | CAT-50
» An Industrial U-cup style seal prevents costly leaks Tt
RR-506, 5013
RR-5020, 756 | CAT-100
RR-7513
Think Safety Standard Saddles:
Manufacturer's rating of load and stroke are maximurn safe limits. Grooved iF:;;;’;OO:f 2;222
Capacity: 10-520 ton Stroke:57-1219mm Max Operation Pressure: 700bar Good practice encourages using only 80% of these ratings!
Sotel | oty | gvow | Ae | Gt | Pmh | PG Eies | G | Ofinker | Pl M | Rowast | ommm | Pow | memel | poviom | Mowming | Wewing | owming | Twesdn |Tweat | o
Effective Effective Capacity/ Capacity/ mm(E) Port/mm(H) Port/mm(l) Plgr./mm(K) Thread(0) Page./mm(K) lees Bolt Holes Holes Length/mm(X)
Circle/mm(U Thread(V) Thread
Area/cm2 Area/cm2 cm3 cm3 Depth/mm(Z)
RR-1010 10 254 14.5 4.8 368 122 409 663 73 42.9 34.9 36 57 35 6 17-8 25 * * * 21/4”-14 26 12
RR-1012 10 305 14.5 4.8 442 147 457 762 73 42.9 34.9 36 57 35 6 17-8 25 * * * 21/47-14 26 14
RR-308 30 209 42.1 19.1 879 400 395 604 101 73.2 54 .1 39 81 50 10 11/2"-16 25 * * * 35/16"-12 49 18
RR-3014 30 368 421 19.1 1549 703 549 917 101 73.2 541 39 81 50 10 11/27-16 25 * * * 35/167-12 49 29
RR-506 50 156 71.2 21.5 1111 335 331 487 127 95.2 79.5 28 76 71 2 17-12 25 * * * 57-12 44 30
RR-5013 50 334 71.2 21.5 2378 718 509 843 127 95.2 79.5 28 76 71 2 17-12 25 * * * 5"-12 44 52
RR-5020 50 511 71.2 21.5 3638 1099 733 1244 127 95.2 79.5 57 76 71 2 17-12 25 76 * 25 57-12 44 68
RR-756 75 156 102.6 31.4 1601 490 347 503 146 114.3 95.2 30 76 71 6 17-12 38 * 1/27-13 * 53/47-12 38 41
RR-7513 75 333 102.6 31.4 3417 1046 525 858 146 114.3 95.2 30 81 71 6 17-12 38 * * * 53/47-12 38 68
RR-1006 95 168 133.3 62.2 2238 1045 357 525 177 130.3 95.2 38 71 76 3 13/47-12 35 139 3/47-10 25 67/8"-12 50 61
RR-10013 95 333 133.3 62.2 4439 2071 524 857 177 130.3 95.2 38 71 76 3 13/4”-12 35 139 3/4”-10 25 67/8"-12 50 93
RR-10018 95 460 133.3 62.2 6132 2861 687 1147 177 130.3 95.2 41 92 76 3 13/47-12 35 139 3/47-10 25 67/8"-12 50 117
RR-1502 140 57 198.1 95.4 1129 544 196 253 203 158.8 114.3 22 66 95 19 * * * * * * * 49
RR-1506 140 156 198.1 95.4 3090 1488 385 541 203 158.8 114.3 49 84 114 19 3 3/87-16 35 158 3/4”-16 28 8”-12 55 93
RR-15013 140 333 198.1 95.4 6597 3177 582 915 203 158.8 114.3 49 84 114 19 3 3/87-16 35 158 3/47-16 28 87-12 55 124
RR-15032 140 815 198.1 95.4 16145 7775 1116 1931 203 158.8 114.3 76 88 114 19 3 3/87-16 35 * * * 87-12 55 238
RR-2006 200 152 285 145.3 4332 2209 430 582 247 190.5 133.4 57 96 133 22 * * 127 17-8 25 * * 147
RR-20013 200 330 285 145.3 9405 4795 608 938 247 190.5 133.4 57 96 133 22 21/27-12 63 127 17-8 25 9 3/47-12 54 199
RR-20018 200 457 285 145.3 13025 6640 765 1222 247 190.5 133.4 85 101 133 22 21/27-12 63 127 17-8 25 9 3/47-12 54 204
RR-20024 200 610 285 145.3 17385 8863 917 1527 247 190.5 133.4 85 101 133 22 21/27-12 63 127 17-8 25 9 3/47-12 54 279
RR-20036 200 914 285 145.3 26049 13280 1222 2136 247 190.5 133.4 85 101 133 22 21/27-12 63 127 17-8 25 9 3/47-12 54 383
RR-20048 200 1219 285 145.3 34741 17712 1527 2746 247 190.5 133.4 85 101 133 22 21/27-12 63 127 17-8 25 9 3/47-12 54 483
RR-3006 325 153 457.3 243.2 6997 3721 485 638 311 241.3 165.1 88 114 165 28 21/27-12 82 158 11/4”-7 44 12 1/47-12 58 200
RR-30012 325 305 457.3 243.2 13947 7418 638 943 311 241.3 165.1 88 114 165 28 21/27-12 82 158 11/4”-7 44 12 1/47-12 58 312
RR-30018 325 457 457.3 243.2 20889 11114 790 1247 311 241.3 165.1 88 114 165 28 21/27-12 82 158 11/4”-7 44 121/4”-12 58 385
RR-30024 325 609 457.3 243.2 27850 14811 943 1552 311 241.3 165.1 88 114 165 28 21/27-12 82 158 11/4”-7 44 12 1/47-12 58 469
RR-30036 325 915 457.3 243.2 41843 22253 1247 2162 311 241.3 165.1 88 114 165 28 21/27-12 82 158 11/4”-7 44 12 1/47-12 58 628
RR-30048 325 1219 457.3 243.2 55745 29646 1552 2771 311 241.3 165.1 88 114 165 28 21/27-12 82 158 11/4"-7 44 121/4”-12 58 780
RR-4006 440 152 613.1 328.1 9319 4987 538 690 358 279.4 190.5 108 133 190 28 37-12 95 203 11/2"-6 50 14 1/8”-8 65 303
RR-40012 440 305 613.1 328.1 18700 10007 690 995 358 279.4 190.5 108 133 190 28 37-12 95 203 11/2”-6 50 14 1/8”-8 65 399
RR-40018 440 457 613.1 328.1 28018 14995 843 1300 358 279.4 190.5 108 133 190 28 37-12 95 203 11/2”-6 50 14 1/8”-8 65 453
RR-40024 440 610 613.1 328.1 37400 20014 995 1605 358 279.4 190.5 108 133 190 28 37-12 95 203 11/2”-6 50 14 1/87-8 65 597
RR-40036 440 914 613.1 328.1 56037 29988 1300 2214 358 279.4 190.5 108 133 190 28 3712 95 203 11/2"-6 50 14 1/8”-8 65 792
RR-40048 440 1219 613.1 328.1 74737 39996 1605 2824 358 279.4 190.5 108 133 190 28 37-12 95 203 11/2"-6 50 14 1/8”-8 65 980
RR-5006 520 153 729.7 405.4 1164 6203 577 730 397 304.8 203.2 120 152 203 28 31/47-12 108 203 13/4”-5 57 15 5/8”-8 79 432
RR-50012 520 305 729.7 405.4 22256 12365 730 1035 397 304.8 203.2 120 152 203 28 3 1/47-12 108 203 13/4”-5 57 15 5/8”-8 79 589
RR-50018 520 457 729.7 405.4 33347 18526 882 1339 397 304.8 203.2 120 152 203 28 31/47-12 108 203 13/4”-5 57 155/8”-8 79 680
RR-50024 520 609 729.7 405.4 44440 24689 1035 1644 397 304.8 203.2 120 152 203 28 31/47-12 108 203 13/4”-5 57 15 5/8”-8 79 816
RR-50036 520 915 729.7 405.4 66768 36973 1339 2254 397 304.8 203.2 120 152 203 28 31/47-12 108 203 13/4"-5 57 15 5/8”-8 79 1002
RR-50048 520 1219 729.7 405.4 88951 49418 1644 2863 397 304.8 203.2 120 152 203 28 31/47-12 108 203 13/4”-5 57 155/87-8 79 1224

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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CLL Series,Single Acting Lock Nut Hydraulic Cylinders

» Lock nut provides mechanical load holding for a safe work environment

» 10% side-load resistance of maximum capacity

» Overflow port as stroke limiter to prevent plunger blow-out

- Single-acting, load-return

» Plunger wiper reduces contamination, extending cylinder life

- Baked enamel finish for increased corrosion resistance

« Hardened and chromed piston reduces wear and corrosion

» Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from off-center loads

» High strength composite bearing provides support for off-center loads without damaging the cylinder walls

» An Industrial U-cup style seal prevents costly leaks

Think Safety
Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!
Capacity: 50-1000 ton Stroke:50-300mm Max Operation Pressure: 700bar
. : : ; i Weight/K
hea | g mein | o g | B | B | By = N e
Area/cm2 - mm(A) mm(E) Port/mm(H) Dia/mm(J) :;TKI)’Igr./ Hole/mm(L) mm($S) mm(K1) Number
CLL-502 50 50 70.8 354 164 214 125 71 TR 95x4 30 71 2 13 36 71 24 CAT-100 15
CLL-504 50 100 70.8 708 214 314 125 71 TR 95x4 30 71 2 13 36 71 24 CAT-100 20
CLL-506 50 150 70.8 1062 264 414 125 71 TR 95x4 30 71 2 13 36 71 24 CAT-100 25
CLL-508 50 200 70.8 1416 314 514 125 71 TR 95x4 30 71 2 13 36 71 24 CAT-100 30
CLL-5010 50 250 70.8 1770 364 614 125 71 TR 95x4 30 71 2 13 36 71 24 CAT-100 35
CLL-5012 50 300 70.8 2124 414 714 125 71 TR 95x4 30 71 2 13 36 71 24 CAT-100 40
CLL-1002 100 50 132.7 663.5 187 237 165 71 TR 130%6 30 71 2 13 44 71 24 CAT-100 30
CLL-1004 100 100 132.7 1327 237 337 165 71 TR 130%6 30 71 2 13 44 71 24 CAT-100 39
CLL-1006 100 150 132.7 1990.5 287 437 165 71 TR 130%6 30 71 2 13 44 71 24 CAT-100 48
CLL-1008 100 200 132.7 2654 337 537 165 71 TR 130%6 30 71 2 13 44 71 24 CAT-100 56
CLL-10010 100 250 132.7 3317.5 387 637 165 71 TR 130%6 30 71 2 13 44 71 24 CAT-100 64
CLL-10012 100 300 132.7 3981 437 737 165 71 TR 130%6 30 71 2 13 44 71 24 CAT-100 73
CLL-1502 150 50 201 1005 209 259 205 130 TR160x6 39 130 2 25 44 130 20 CAT-200 53
CLL-1504 150 100 201 2010 259 359 205 130 TR160x6 39 130 2 25 44 130 20 CAT-200 66
CLL-1506 150 150 201 3015 309 459 205 130 TR160x6 39 130 2 25 44 130 20 CAT-200 78
CLL-1508 150 200 201 4020 359 559 205 130 TR160x6 39 130 2 25 44 130 20 CAT-200 92
CLL-15010 150 250 201 5025 409 659 205 130 TR160x6 39 130 2 25 44 130 20 CAT-200 104
CLL-15012 150 300 201 6030 459 759 205 130 TR160x6 39 130 2 25 44 130 20 CAT-200 117
CLL-2002 200 50 268.8 1417 243 293 235 130 TR185x6 50 130 2 25 50 130 20 CAT-200 83
CLL-2006 200 150 268.8 4251 343 493 235 130 TR185x6 50 130 2 25 50 130 20 CAT-200 118
CLL-20012 200 300 268.8 7085 443 693 235 130 TR185x6 50 130 2 25 50 130 20 CAT-200 153
CLL-2502 250 50 362.9 1814.5 249 299 275 150 TR 215%6 50 150 2 25 56 150 21 CAT-250 116
CLL-2506 250 150 362.9 5443.5 349 499 275 150 TR 215%6 50 150 2 25 56 150 21 CAT-250 163
CLL-25012 250 300 362.9 9072.5 449 699 275 150 TR 215%6 50 150 2 25 56 150 21 CAT-250 210
CLL-3002 300 50 452.2 2261 295 345 310 139 TR 240%6 59 139 5 25 60 195 75 CAT-300 173
CLL-3006 300 150 452.2 6783 395 545 310 139 TR 240%6 59 139 5 25 60 195 75 CAT-300 233
CLL-30012 300 300 452.2 11305 495 745 310 139 TR 240%6 59 139 5 25 60 195 75 CAT-300 293
CLL-4002 400 50 572 2905 335 385 350 159 TR 265%6 70 159 5 25 70 225 85 CAT-400 251
CLL-4006 400 150 572 8715 435 585 350 159 TR 265%6 70 159 5 25 70 225 85 CAT-400 327
CLL-40012 400 300 572 14525 535 785 350 159 TR 265%6 70 159 5 25 70 225 85 CAT-400 403
CLL-5002 500 50 730.2 3651 375 425 400 179 TR 305%6 80 179 5 25 80 250 91 CAT-500 367
CLL-5006 500 150 730.2 10953 475 625 400 179 TR 305%6 80 179 5 25 80 250 91 CAT-500 467
CLL-50012 500 300 730.2 18255 575 825 400 179 TR 305%6 80 179 5 25 80 250 91 CAT-500 568
CLL-6002 600 50 854.9 4274.5 395 445 430 194 TR 330%6 85 194 5 25 85 275 96 CAT-600 447
CLL-6006 600 150 854.9 12823.5 495 645 430 194 TR 330%6 85 194 5 25 85 275 96 CAT-600 563
CLL-60012 600 300 854.9 21372.5 595 845 430 194 TR 330%6 85 194 5 25 85 275 96 CAT-600 680
CLL-8002 800 50 1163.6 5818 455 505 505 224 TR 385%6 100 224 5 25 100 320 123 CAT-800 711
CLL-8006 800 150 1163.6 17454 555 705 505 224 TR 385%6 100 224 5 25 100 320 123 CAT-800 871
CLL-80012 800 300 1163.6 29090 655 905 505 224 TR 385%6 100 224 5 25 100 320 123 CAT-800 1031
CLL-10002 1000 50 1451.5 7257.5 495 545 560 249 TR 430%6 110 249 5 25 110 360 136 CAT-1000 951
CLL-10006 1000 150 1451.5 21772.5 595 745 560 249 TR 430%6 110 249 5 25 110 360 136 CAT-1000 1143
CLL-100012 1000 300 1451.5 36287.5 695 945 560 249 TR 430%6 110 249 5 25 110 360 136 CAT-1000 1335
013/paGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 014/pacE
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CLP Series,Single Acting Lock Nut Pancake Hydraulic Cylinders

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Capacity: 60-520 ton Stroke:45-50mm Max Operation Pressure: 700bar

» Lock nut provides mechanical load holding for a safe work environment

» Anintegrated tilt saddle allows for up to 5 degrees of misalignment

» Extreme low height for use in confined areas

* 10% side-load resistance of maximum capacity

» Overflow port as stroke limiter to prevent plunger blow-out

- Single-acting, load-return

» Plunger wiper reduces contamination, extending cylinder life

» Baked enamel finish for increased corrosion resistance

* Hardened and chromed piston reduces wear and corrosion

» ardened alloy steel guide ring eliminates over travel and provides support to reduce wear from off-center loads
» High strength composite bearing provides support for off-center loads without damaging the cylinder walls
» An Industrial U-cup style seal prevents costly leaks

015/pacE

Model Capacity/ Stroke/mm Cylinder 0il Collapsed Extended Outside Cylinder Plunger Base To Standard Saddle Protri. Saddle Max. Lock Nut Weight/Kg
Number Ton Effective Capacity/ Height/ Height/mm(B) Dia/mm(D) Bore Dia/ Dia/mm(F) Advance Saddle From Plgr./ Tilt Angle(R) Height/
Area/cm2 cm3 mm(A) mm(E) Port/mm(H) Dia/mm(J) mm(K) mm(S)

CLP-602 60 50 86.6 433 125.00 175.00 140 96 TR104X4 19 96 6 5°C 28 14.5
CLP-1002 100 50 143.1 715 137.00 187.00 175 126 TR134.5X6 21 126 8 5°C 31 23.5
CLP-1602 160 45 226.9 1021 148.00 193.00 220 159 TR170X6 27 160 9 5°C 40 41.5
CLP-2002 200 45 283.4 1275 155.00 200.00 245 180 TR 190X6 30 180 10 5°C 43 57
CLP-2502 250 45 362.9 1633 159.00 204.00 275 200 TR215X6 32 200 1" 5°C 44 74
CLP-4002 400 45 551.3 2481 178.00 223.00 350 250 TR265X6 39 250 11 4°C 55 134
CLP-5002 520 45 730.3 3286 192.00 237.00 400 290 TR305X6 48 290 10 3°C 62 189

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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HCRL Series,Double Acting Lock Nut Hydraulic Cylinders

» Hydraulically controlled fast retraction

» Lock nut provides mechanical load holding for a safe work environment

» Designed to withstand up to 10% side-load of maximum capacity

= Anintegrated tilt saddle allows up to 5 degrees of misalignment

» Hardened surface resists side-loading and cyclic wear

» Weather protected, inside and out

» Replaceable bearings enclose the plunger external and internally for support

- Certified lifting eyes, base mounting holes, and collar thread as standard

 Stop-ring to prevent plunger blow-out

» Low friction lock nut, spin easy, save time and effort

» The HCRL-Series Cylinders are available up to 1000-ton capacity and 600mm stroke upon request. Contact RIVERLAKE for more
information.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Capacity: 50-1000 ton Stroke:50-300mm Max Operation Pressure: 700bar these ratings!
Model Capacity/ Stroke/mm Cylinder Push Pill 0il Collapsed Extended Qutside Cylinder Plunger Base To Base To Saddle Saddle Lock Nut Base Base Base Mounting Thread Thread Weight/Kg
Number Ton Effective 0il Capacity/ Height/mm(A) | Height/mm(B) Dia/mm(D) Bore Dia/ Dia/mm(F) Advance Retract Dia/mm(J) Protr. / Height/mm(S) | Mounting Mounting Holes Min Size(W) Length/mm(X)
Area/cm2 Capacity/ cm3 mm(E) Port/mm(H1) Port/mm(H2) mm(K) Holes Bolt Holes Thread
cm3 Circle/mm(U) Thread(V) Depth/mm(Z)
HCRL506 50 150 68.4 1025 86 310 460 130 100 TR90X4 41 27 77 15 26 105 M12X1.75 22 M130X2 42 30
HCRL508 50 200 68.4 1367 115 377 577 130 100 TR90X4 41 27 77 15 26 105 M12X1.75 22 M130X2 42 36
HCRL5010 50 250 68.4 1709 143 427 677 130 100 TR90X4 41 27 77 15 26 105 M12X1.75 22 M130X2 42 40
HCRL5012 50 300 68.4 2051 172 477 777 130 100 TR90X4 41 27 77 15 26 105 M12X1.75 22 M130X2 42 45
HCRL1006 100 150 141.4 2121 236 346 496 185 140 TR120X60 50 36 77 15 36 150 M12X1.75 22 M185X2 57 64
HCRL1008 100 200 141.4 2827 314 421 621 185 140 TR120X60 50 36 77 15 36 150 M12X1.75 22 M185X2 57 77
HCRL10010 100 250 141.4 3534 393 471 721 185 140 TR120X60 50 36 77 15 36 150 M12X1.75 22 M185X2 57 85
HCRL10012 100 300 141.4 4241 471 521 821 185 140 TR120X60 50 36 77 15 36 150 M12X1.75 22 M185X2 57 94
HCRL1506 150 150 214.4 3216 236 359 509 222 170 TR150X6 46 32 126 13 45 185 M12X1.75 22 M222X3 70 97
HCRL1508 150 200 214.4 4288 314 434 634 222 170 TR150X6 46 32 126 13 45 185 M12X1.75 22 M222X3 70 116
HCRL15010 150 250 214 .4 5360 393 484 734 222 170 TR150X6 46 32 126 13 45 185 M12X1.75 22 M222X3 70 129
HCRL15012 150 300 214.4 6432 471 534 834 222 170 TR150X6 46 32 126 13 45 185 M12X1.75 22 M222X3 70 142
HCRL2006 200 150 285.9 4288 530 399 549 260 200 TR170X6 71 49 126 13 50 215 M12X1.75 22 M260X3 79 145
HCRL2008 200 200 285.9 5718 707 469 669 260 200 TR170X6 71 49 126 13 50 215 M12X1.75 22 M260X3 79 168
HCRL20010 200 250 285.9 7147 884 519 769 260 200 TR170X6 71 49 126 13 50 215 M12X1.75 22 M260X3 79 184
HCRL20012 200 300 285.9 8577 1060 569 869 260 200 TR170X6 71 49 126 13 50 215 M12X1.75 22 M260X3 79 200
HCRL2506 250 150 351.9 5278 530 416 566 290 220 TR190X6 71 49 160 15 55 245 M12X1.75 22 M290X3 85 190
HCRL2508 250 200 351.9 7037 707 491 691 290 220 TR190X6 71 49 160 15 55 245 M12X1.75 22 M290X3 85 224
HCRL25010 250 250 351.9 8796 884 541 791 290 220 TR190X6 71 49 160 15 55 245 M12X1.75 22 M290X3 85 244
HCRL25012 250 300 351.9 10556 1060 591 891 290 220 TR190X6 71 49 160 15 55 245 M12X1.75 22 M290X3 85 265
HCRL3006 300 150 424 .1 6362 530 421 571 315 240 TR210X6 71 49 160 15 55 260 M16X2 25 M315X3 94 230
HCRL3008 300 200 424 1 8482 707 496 696 315 240 TR210X6 71 49 160 15 55 260 M16X2 25 M315X3 94 269
HCRL30010 300 250 424 .1 10603 884 546 796 315 240 TR210X6 71 49 160 15 55 260 M16X2 25 M315X3 94 294
HCRL30012 300 300 4241 12723 1060 596 896 315 240 TR210X6 71 49 160 15 55 260 M16X2 25 M315X3 94 319
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RCS Series,Single Acting Low Height Hydraulic Cylinders RSMB Series,Single Acting Telescopic Hydraulic Cylinders
Capacity: 10-90 ton Stroke:38-62mm Max Operation Pressure: 700bar Capacity: 10-50 ton Stroke:25-64mm Max Operation Pressure: 700bar
* Lightweight, low profile design for use in confined spaces « Single-Acting, load return
- Baked enamel finish for increased corrosion resistance » The longer stroke length of telescopic cylinders will save you time and simplify projects by
» Plunger wiper reduces contamination, extending cylinder life moving a load a greater distance and eliminating the use of temporary cribbing.
» Grooved plunger end with threaded holes for mounting tilt saddles « Foruse in confined spaces: machinery positioning, tool fastening
» Plated steel plungers * Mounting bolt holes for easy fixturing
» Single-acting spring return * Up to 3% side-load of maximum capacity
» Hardened and chromed piston reduces wear and corrosion » High-Alloy steel for maximum strength
» An Industrial U-cup style seal prevents costly leaks « 1st Stage: maximum load capacity at a lower stroke.
» The integral handle on RCS-1002 for easy carrying » 2nd Stage: extended stroke with lower capacity than the 1st stage.
* Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from » Final Stage: maximum stroke extension with the lowest capacity.
off center loads » Baked enamel finish for increased corrosion resistance

* Hardened and chromed piston reduces wear and corrosion

» An Industrial U-cup style seal prevents costly leaks

« Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear
from off-center loads

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Capacity/ | Stroke/ | Cylinder | 0il Collapsed | Extended |Outside Dia/| Cylinder |Plunger Dia/| Base To Plunger Base Base Base Weight/Kg
Number Ton mm Effective | Capacity/ | Height/ Height/ |mm(D) Bore mm(F) Advance Protrusion | Mounting Mounting | Mounting
Area/cm2 | cm3 mm(A) mm(B) Dia/mm(E) Port/mm(H) | From Holes Bolt Holes Holes Thread Model Capacity/ Stroke/ 0il Collapsed Extended 0D X Flat Weight/Kg
Base/mm(K)| Circle/mm(U)| Thread(V) (Depth/mm(z) Number Ton mm Capacity/ Height/mm(A)) | Height/mm(B) Side/mm)
cm3
RCS-101 10 38 14.4 55 88 126 69 42.9 38 17 5 26 M4 8 4.1
RCS-201 20 45 28.3 129 98 143 92 60.5 51 17 3 39 M5 8 4.7 RSMB-100 10 25 22 42 67 82X55 1.5
RCS-302 30 62 41.8 261 117 180 102 73.2 66 19 3 39 M5 8 6.8 RSMB-200 20 26 41 51 77 101X76 2.4
RCS-502 45 60 63.6 373 122 182 124 88.9 70 23 2 39 M5 8 10.1 RSMB-300 30 53 58 58 111 117X95 4.5
RCS-1002 90 57 132.8 722 141 198 165 127 92 31 1 55 M8 1 19.2 RSMB-500 50 64 113 66 130 140X114 7

019/paGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 020/paGE
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RSM Series,Single Acting Low Profile Hydraulic Cylinders

» Compact, flat design for use where most other cylinders won't fit
« Single-acting, spring return

» Mounting holes for easy fixturing

* RSM-750,1000 and 1500 have handles for easy carrying

- Baked enamel finish for increased corrosion resistance

» Hard chrome plated high quality steel plungers

» Grooved plunger ends require no saddle

» Plunger wiper reduces contamination, extending cylinder life

» Hardened and chromed piston reduces wear and corrosion

» An Industrial U-cup style seal prevents costly leaks

» Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from off-center loads

Capacity: 5-150 ton Stroke:6-16mm Max Operation Pressure: 700bar

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

021/paGE

o | e | owste | G rger | BT\ e =0 | B || B |
Number Ton mm Effective Capacity/ Height/ Height/ Dia/mm(D Bore Dia/mm(F) P H F Hol g- M Hol 9 Hol 9 Bore Dia/ B
Area/ocm? - mm(A) mm(B) Dia/mm(E) ort/mm(H) rom ole/mm(M) oles oles ore Dia/mm ore
Base/mm(K) Bolt Dia/mm(V) Depth/mm
Circle/mm(U1)

RSM-50 5 6 71 4.3 33 39 59x42 28.7 25 16 1 22 28.5 5.5 9.1 4.3 1
RSM-100 10 10 14.5 16 42 55 83x56 42.9 38 19 1 34 36.6 71 10.7 7.9 1.4
RSM-200 20 1 28.6 31 51 63 101x76 60.5 51 19 1 39 49.3 10 15.1 9.9 3.1
RSM-300 30 13 42 55 58.5 71 117x95 73.2 66 19 2 44 52.3 10 15.9 1.2 4.5
RSM-500 45 16 62.1 99 67 83 140x114 88.9 70 19 2 53 66.5 1" 19 12.7 6.8
RSM-750 75 16 102.7 164 79 95 165x139 114.3 83 19 2 66 78.2 13.5 20.6 14.2 1.4
RSM-1000 90 16 126.8 203 86 102 178x153 127 92 19 2 74 76.2 13.5 20.6 14.2 14.5
RSM-1500 150 16 198.1 317 100 116 215x190 158.8 115 23 2 82 117.3 13.5 20.6 14.2 26.3

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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Hydraulic Pull Cylinders

» High Strength Alloy Steel Structure

» Plunger Blow-Out Protection To Prevent Rod Over-extension

» Hard-chrome Plated Plunger Piston For Longer Service Life

- Baked Enamel Finish For Increased Corrosion Resistance

» Replaceable Links On BRP Models

» Plunger Wiper Reduces Contamination, Extending Cylinder Life
= Single Acting, Spring Return

Capacity: 2.5-50 ton Stroke:127-155mm Max Operation Pressure: 700bar

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Capacity/ Stroke/ Cylinder 0il Collapsed Extended Outside Cylinder Plunger Top To Inlet | Dil ion(J) Dii ion L Dimension M Dimension N Dimension P Dimension Q Dimension T Base Collar Collar Base Weight/Kg
Number Ton mm Effective Capacity/ | Height/ Height/ Dia/mm(D) | Bore Dia/mm(F) | Port/mm(H) Mounting Thread(V) Thread Mounting
Area/cm2 | cm3 mm(A) mm(B) Dia/mm(E) Holes Length/ Holes
Thread (V) mm(X) Thread
Length/mm(Z)
BRC-25 2.5 127 3.5 45 264 391 48 28.4 19 45 3/4”-14 * * * 28 11/167-24 * 3/4”-14NPT 11/2"-16UN 24 17 1.8
BRC-46 5 140 7.3 101 301 441 57 42.9 30.2 42 11/4”-111/2" * * * 32 13/167-16 * 11/47-11 1/2NPT| 2 1/4”-14UN 26 24 4.5
BRC-106 10 151 15 228 289 440 85 54.1 31.8 39 * * * * 25 M30X2 * M30X2 M85X2 25 24 9.5
BRP-106C 10 151 15 227 587 738 85 54.1 * * 119 62 30 35 * * 32 * * * * 15.9
BRP-106L 10 151 15 227 541 692 85 54.1 * * 67 115 22 30 * * 32 * * * * 13.2
BRP-306 30 155 46.6 722 1085 1240 136 88.9 * * 114 145 35 39 * * 50 * * * * 48.1
BRP-606 50 152 721 1096 719 871 140 110 * * 130 149 39 50 * * 70 * * * * 53.5

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RD Series,Production Hydraulic Cylinders

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Capacity: 4-25 ton Stroke:29-260mm Max Operation Pressure: 700bar

- Designed for long life, the best choice for production applications

» Unigue mounting configurations simplify fixturing

» Baked enamel finish for increased corrosion resistance

» Double-acting operation develops force in both directions, providing maximum versatility

» Plunger wiper reduces contamination, extending cylinder life

» Hardened and chromed piston reduces wear and corrosion

» Hardened alloy steel guide ring eliminates over travel and provides support to reduce wear from off-center loads
» High strength composite bearing provides support for off-center loads without damaging the cylinder walls

« An Industrial U-cup style seal prevents costly leaks

. . . . " Plunger Top To Bottom To | Plunger Clevvis I(:Ievvis Clevvis Neck Plunger Plunger Collar Collar Int. Base Int. Base Weight/Kg
wr | Tor™ | o Coindr | i | cvinter |yt | cop | Cop | ol [room] o | D) | oo e o e o o e e e el e el Il e B Il o
Capacity/Ton gapacity/ :ﬂeclive Effective cm3 cm3 mm(A) mm(C) mm(E) 1 Dimension mm(P) mm(Q) mm(X)
on rea/cm2 | Area/cm2 M
RD41 4 29 4 2 5.1 2.2 14 6 186 214 162 50 25.4 19 47 47 24 258 286 41 29 22 1/27-12 13/8"-12 1" 11/8"-20 9 2
RD43 4 80 4 2 5.1 2.2 40 18 237 316 213 50 25.4 19 47 47 24 308 387 41 29 22 1/27-12 13/8"-12 1 11/8"-20 9 2.6
RD46 4 156 4 2 5.1 2.2 79 34 313 468 289 50 25.4 19 47 47 24 385 540 41 29 22 1/27-12 13/8"-12 1" 11/8"-20 9 3.6
RD91 9 29 9 5 11.4 6.3 32 18 223 251 198 65 38.1 25.4 57 57 25 295 323 38 38 22 3/4”-16 2712 14 111/16"-18 14 3
RD93 9 80 9 5 11.4 6.3 90 50 274 353 249 65 38.1 25.4 57 57 25 346 425 38 38 22 3/47-16 2712 14 111/167-18 14 4.2
RD96 9 155 9 5 1.4 6.3 177 98 350 505 325 65 38.1 25.4 57 57 25 422 577 38 38 22 3/47-16 2712 14 111/167-18 14 5.6
RD910 9 257 9 5 11.4 6.3 293 162 452 709 427 65 38.1 25.4 57 57 25 524 781 38 38 22 3/47-16 2"-12 14 111/167-18 14 7.3
RD166 16 159 16 8 20.3 10.6 323 169 389 548 359 80 50.8 35 73 73 30 492 651 52 54 28 11/8"-12| 2 5/8"-16 22 2 3/167-16 24 10.2
RD1610 16 260 16 8 20.3 10.6 528 276 491 751 461 80 50.8 35 73 73 30 593 853 52 54 28 11/8"-12| 2 5/8”-16 22 2 3/16"-16 24 14.5
RD256 25 159 25 1" 31.7 13.7 504 218 424 583 397 92 63.5 47.8 89 89 27 524 683 53 70 25 11/8"-12 | 31/47-16 29 2 3/4”-16 26 16
RD2510 25 260 25 1" 31.7 13.7 824 356 526 786 499 92 63.5 47.8 89 89 27 626 886 53 70 25 11/8"-12 | 31/4”-16 29 2 3/4”-16 26 20.3
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SJ Series,Mono Strand Post Tension Stressing Hydraulic Jacks RJI Series,Hydraulic Wheeled Jack
Capacity: 20-30 ton Stroke:216-254mm Max Operation Pressure: 700bar Capacity: 50-100 ton Stroke:330-508mm Max Operation Pressure: 700bar
» Monostrand Stressing Jacks are the most durable strand jacks in the industry. * The strong and heavy-duty structure makes the Hydraulic Jacking
« Ideally suited for work on slab-on-grade where dirt, heat, and high volume use take System have a long service life.

their toll. T » The large base pad supports a hydraulic cylinder.
» Available in single or double-acting models. 0 - » Omni-directional wheels are convenient for transportation and
» Standard single-acting units have a 10” stroke. Other stroke lengths are available on A placement.
special order. J, » The hydraulic control check valve provides pressure self-locking in
» Dead-end seaters for production work and fieldwork are available on special order. ‘— case of an emergency.
» Simple operation, hyd. Hose connects directly to the jack. < » * The cylinder and pump are easy to disassemble and can be easily used
 Full line of the nose piece and wedge seater lengths. on other occasions or for maintenance.
» Dead-end seaters for production and fieldwork are available on a special order basis.
« Service repairis simple. Long-lasting, easy-to-replace components. Operator repair §)
is simple. [&) ﬂ T
* 3" (76,2mm) seater nose assembly easily removed for optional 6" (152.4mm) nose [[ =) | I
assembly. B
- Standard double-acting units have an 8 1/2” stroke; others available on special order. \—il l

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Capacity  Stroke/ (Oil Strand Seater Description Weight(Kg) | Dimension| Dimension|Dimension
(Ton) mm Capacity(L)| Dia(mm) Type A(mm) B(mm) C(mm)
Model Capacity/ Stroke/ Collapsed Extended Pump Type Speed Under Speed Under Weight/Kg
Number Ton mm Height/mm Height/mm Load Without
SJ2010 20 254 0.7 11.1-12.7 | Spring | Post-tension jack with spring seater 12.7mm strand 25 533.4 | 228.6 | 152.4 (mm/second) Load
SJ2010P | 20 | 254 | 0.7 | 11.1-12.7 | Power | Posttension jack with power seater 12.7mm strand 25 | 558.8 | 259.2 | 177.8 (mm/second)
SJ2010DA| 20 216 0.9 11.1-12.7 | Power | Double-acting post-tension jack with power seater 12.7mm strand 21 457.2 | 177.8 | 152.4 RJI-5013 50 330 535 865 Electric Power Pack 0.05 0.51 270
SJ3010 30 254 1 11.1-15.2 | Spring | Post-tension jack with spring seater 15.2mm strand 38 558.8 | 259.2 | 177.8 RJI-5020 50 508 759 1267 Electric Power Pack 0.05 0.51 283
SJ3010P 30 254 1 11.1-15.2 | Power | Post-tension jack with power seater 15.2mm strand 38 558.8 | 259.2 | 177.8 RJI-10013 100 330 549 879 Electric Power Pack 0.08 0.95 295
SJ3010DA| 30 216 1.1 11.1-15.2 | Power | Double-acting post-tension jack with power seater 15.2mm strand 26 457.2 | 203.2 | 152.4 RJI-10018 100 457 713 1170 Electric Power Pack 0.08 0.95 327
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RAC Series,Single Acting Aluminum Hydraulic Cylinders

» Plunger wiper reduces contamination, extending cylinder life

» Hardened and chromed piston reduces wear and corrosion

» Hardened alloy steel guide ring eliminates over travel and provides support to
reduce wear from off-center loads

» An Industrial U-cup style seal prevents costly leaks

» Composite bearings prevent metal-to-metal contact, increasing cylinder life
and resistance to side-loads of up to 10%

» Hard coat finish on all surfaces resists damage and extends cylinder life

» For protection against load-induced damage, a saddle is standard on all
models and a steel baseplate is optional on 10- and 15-ton models.

» The integral stop ring prevents plunger over-travel and is capable of
withstanding the full cylinder capacity

» High-strength return spring for rapid cylinder retraction

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Capacity: 20-150 ton Stroke:50-250mm Max Operation Pressure: 700bar these ratings!
Model Capacity/ Stroke/mm Cylinder 0il Capacity/ Collapsed Height/ Extended Height/ Outside Dia/mm(D Cylinder Bore Dia/ Plunger Dia/mm(F) Base To Saddle Dia/ Saddle Protri. Base Mounting Base Mounting Base Mounting Weight/Kg
Number Ton Effective cm3 mm(A) mm(B) mm(E) Advance Port/ mm(J) From Plgr./ Holes Bolt Circle/ Holes Thread(V) Holes Thread
Area/cm2 mm(H) mm(K) mm(U) Depth/mm(Z)
RAC-202 20 50 31.2 156 174 224 85 63 50 27 40 3 70 M6 12 3.6
RAC-204 20 100 31.2 312 224 324 85 63 50 27 40 3 70 M6 12 4.1
RAC-206 20 150 31.2 468 274 424 85 63 50 27 40 3 70 M6 12 4.6
RAC-208 20 200 31.2 624 324 524 85 63 50 27 40 3 70 M6 12 5.1
RAC-2010 20 250 31.2 780 374 624 85 63 50 27 40 3 70 M6 12 5.6
RAC-302 30 50 44.2 221 181 231 100 75 60 32 40 3 80 M6 12 4.5
RAC-304 30 100 44.2 442 231 331 100 75 60 32 40 3 80 M6 12 5.2
RAC-306 30 150 44.2 663 281 431 100 75 60 32 40 3 80 M6 12 5.9
RAC-308 30 200 44.2 884 331 531 100 75 60 32 40 3 80 M6 12 6.6
RAC-3010 30 250 44.2 1105 381 631 100 75 60 32 40 3 80 M6 12 7.3
RAC-502 50 50 70.9 354 186 236 130 95 80 30 50 3 110 M6 12 8.5
RAC-504 50 100 70.9 709 236 336 130 95 80 30 50 3 110 M6 12 9.8
RAC-506 50 150 70.9 1063 286 436 130 95 80 30 50 3 110 M6 12 11.1
RAC-508 50 200 70.9 1417 336 536 130 95 80 30 50 3 110 M6 12 12.4
RAC-5010 50 250 70.9 1771 386 636 130 95 80 30 50 3 110 M6 12 13.7
RAC-1002 100 50 143.1 715 221 271 180 135 110 46 94 3 150 M10 12 17.3
RAC-1004 100 100 143.1 1431 271 371 180 135 110 46 94 3 150 M10 12 19.6
RAC-1006 100 150 143.1 2147 321 471 180 135 110 46 94 3 150 M10 12 21.9
RAC-1008 100 200 143.1 2863 371 571 180 135 110 46 94 3 150 M10 12 24.2
RAC-10010 100 250 143.1 3578 421 671 180 135 110 46 94 3 150 M10 12 26.5
RAC-1502 150 50 227 1135 243 293 230 170 140 51 113 3 200 M10 12 25.3
RAC-1504 150 100 227 2270 293 393 230 170 140 51 113 3 200 M10 12 29.3
RAC-1506 150 150 227 3405 343 493 230 170 140 51 113 3 200 M10 12 33.3
RAC-1508 150 200 227 4540 393 593 230 170 140 51 113 3 200 M10 12 37.3
RAC-15010 150 250 227 5675 443 693 230 170 140 51 113 3 200 M10 12 41.3

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RAR Series,Double Acting Aluminum Hydraulic Cylinders

» Double-acting for rapid retraction, regardless of hose lengths and system
losses

» Composite bearings increase cylinder life and side load resistance

» Hard coat finish on all surfaces resists damage and extends cylinder life

* Handles included on all models

- Steel base plate and saddle for protection against load-induced damage

» The integral stop ring prevents plunger over-travel and is capable of
withstanding the full cylinder capacity

» Abuilt-in safety valve prevents accidental over-pressurization

» Plunger wiper reduces contamination, extending cylinder life

» Hardened and chromed piston reduces wear and corrosion

» An Industrial U-cup style seal prevents costly leaks

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Capacity: 20-150 ton Stroke:50-250mm Max Operation Pressure: 700bar these ratings!

031/PacE

Model Capacity/ Stroke/mm Cylinder Retract Cylinder Push 0il Pull 0il Collapsed Extended Outside Cylinder Bore Plunger Base To Saddle Dia/mm(l) | Saddle Protri. Dimension K Base Mounting Base Mounting Base Mounting Weight/Kg
Number Ton Effective Effective Capacity/cm3 Capacity/cm3 Height/mm(A) Height/mm(B) Dia/mm(D) Dia/mm(E) Dia/mm(F) Advance From Plgr./mm(J) Holes Bolt Holes Thread(V) Holes Thread
Area/cm2 Area/cm2 Port/mm(H) Circle/mm(U) Depth/mm(Z)

RAR-202 20 50 31.2 18.6 156 93 189 239 113 63 40 30 50 30 3 93 M6 12 7.4
RAR-204 20 100 31.2 18.6 312 186 239 339 113 63 40 30 50 30 3 93 M6 12 8
RAR-206 20 150 31.2 18.6 468 279 289 439 113 63 40 30 50 30 3 93 M6 12 8.6
RAR-208 20 200 31.2 18.6 624 372 339 539 113 63 40 30 50 30 3 93 M6 12 9.2
RAR-2010 20 250 31.2 18.6 780 465 389 639 113 63 40 30 50 30 3 93 M6 12 9.8
RAR-302 30 50 44.2 245 221 123 201 251 125 75 50 30 55 40 3 105 M6 12 8.6
RAR-304 30 100 44.2 245 442 245 251 351 125 75 50 30 55 40 3 105 M6 12 9.5
RAR-306 30 150 44.2 24.5 663 368 301 451 125 75 50 30 55 40 3 105 M6 12 10.4
RAR-308 30 200 44.2 24.5 884 490 351 551 125 75 50 30 55 40 3 105 M6 12 1.3
RAR-3010 30 250 44.2 245 1105 613 401 651 125 75 50 30 55 40 3 105 M6 12 12.2
RAR-502 50 50 70.9 26.7 354 134 201 251 145 95 75 30 56 50 3 110 M6 12 1.1
RAR-504 50 100 70.9 26.7 709 267 251 351 145 95 75 30 56 50 3 110 M6 12 12.7
RAR-506 50 150 70.9 26.7 1063 401 301 451 145 95 75 30 56 50 3 110 M6 12 14.3
RAR-508 50 200 70.9 26.7 1417 534 351 551 145 95 75 30 56 50 3 110 M6 12 15.9
RAR-5010 50 250 70.9 26.7 1771 668 401 651 145 95 75 30 56 50 3 110 M6 12 17.5
RAR-1002 100 50 143.1 79.5 715 398 251 301 185 135 90 43 80 75 3 165 M6 12 16.4
RAR-1004 100 100 143.1 79.5 1431 795 301 401 185 135 90 43 80 75 3 165 M6 12 19.3
RAR-1006 100 150 143.1 79.5 2147 1193 351 501 185 135 90 43 80 75 3 165 M6 12 22.2
RAR-1008 100 200 143.1 79.5 2863 1590 401 601 185 135 90 43 80 75 3 165 M6 12 251
RAR-10010 100 250 143.1 79.5 3578 1988 451 701 185 135 90 43 80 75 3 165 M6 12 28
RAR-1502 150 50 227 132 1135 660 248 298 230 170 110 38 75 113 3 200 M6 12 24.2
RAR-1504 150 100 227 132 2270 1320 298 398 230 170 110 38 75 113 3 200 M6 12 28.9
RAR-1506 150 150 227 132 3405 1980 348 498 230 170 110 38 75 113 3 200 M6 12 33.2
RAR-1508 150 200 227 132 4540 2640 398 598 230 170 110 38 75 113 3 200 M6 12 37.9
RAR-15010 150 250 227 132 5675 3300 448 698 230 170 110 38 75 113 3 200 M6 12 42.6
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RACL Series,Single Acting Aluminum Lock Nut Hydraulic Cylinders

» The aluminum lock nut provides mechanical load holding for extended
periods

» Hardened steel stop ring increases cylinder life and resistance to side-loads
of upto 5%

» Hard coat finish on all surfaces resists damage and extends cylinder life

» Composite bearings increase cylinder life and side load resistance

» Handles included on all models

» Steel base plate and saddle for protection against load-induced damage

» The integral stop ring prevents plunger over-travel and is capable of
withstanding the full cylinder capacity

» High-strength return spring for rapid cylinder retraction

+ 3/8NPT-18 coupler and dust cap included on all models

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Capacity: 20-150 ton Stroke:50-250mm Max Operation Pressure: 700bar these ratings!

033/raGE

Model Capacity/ Stroke/mm Cylinder 0il Collapsed Extended Outside Cylinder Cylinder Plunger Base To Saddle Saddle Protri. Dimension S Weight/Kg
Number Ton Effective Capacity/ Height/ Height/ Dia/mm(D) Bore Dia/ Bore Dia/ Dia/mm(F) Advance Dia/mm(J) From Plgr./
Area/cm2 cm3 mm(A) mm(B) mm(E) mm(E) Port/mm(H) mm(K)

RACL-202 20 50 31.2 156 224 274 85 63 63 TR 55X 4 27 40 3 50 4
RACL-204 20 100 31.2 312 274 374 85 63 63 TR 55X 4 27 40 3 50 4.6
RACL-206 20 150 31.2 468 324 474 85 63 63 TR55X4 27 40 3 50 5.2
RACL-208 20 200 31.2 624 374 574 85 63 63 TR 55X 4 27 40 3 50 5.8
RACL-2010 20 250 31.2 780 424 674 85 63 63 TR 55X 4 27 40 3 50 6.4
RACL-302 30 50 442 221 231 281 100 75 75 TR 60X 4 33 40 3 50 5.4
RACL-304 30 100 44.2 442 281 381 100 75 75 TR60X4 33 40 3 50 6.1
RACL-306 30 150 44.2 663 331 481 100 75 75 TR 60 X 4 33 40 3 50 6.8
RACL-308 30 200 44.2 883 381 581 100 75 75 TR 60X 4 33 40 3 50 7.5
RACL-3010 30 250 442 1105 431 681 100 75 75 TR 60X 4 33 40 3 50 8.2
RACL-502 50 50 70.9 354 236 286 130 95 95 TR80X4 30 50 3 50 9.3
RACL-504 50 100 70.9 709 286 386 130 95 95 TR 80X 4 30 50 3 50 10.6
RACL-506 50 150 70.9 1063 336 486 130 95 95 TR 80X 4 30 50 3 50 11.9
RACL-508 50 200 70.9 1417 386 586 130 95 95 TR 80 X 4 30 50 3 50 13.2
RACL-5010 50 250 70.9 1771 436 686 130 95 95 TR 80 X 4 30 50 3 50 14.5
RACL-1002 100 50 143.1 716 296 346 180 135 135 TR110X 6 46 94 3 75 21.9
RACL-1004 100 100 143.1 1431 346 446 180 135 135 TR 110X 6 46 94 3 75 24.2
RACL-1006 100 150 143.1 2147 396 546 180 135 135 TR 110X 6 46 94 3 75 26.5
RACL-1008 100 200 143.1 2863 446 646 180 135 135 TR 110X 6 46 94 3 75 28.8
RACL-10010 100 250 143.1 3578 496 746 180 135 135 TR110X 6 46 94 3 75 31.1
RACL-1502 150 50 227 1135 323 373 230 170 170 TR 140X 6 51 113 3 80 32.2
RACL-1504 150 100 227 2270 373 473 230 170 170 TR 140X 6 51 113 3 80 36.2
RACL-1506 150 150 227 3405 423 573 230 170 170 TR 140X 6 51 113 3 80 40.2
RACL-1508 150 200 227 4540 473 673 230 170 170 TR 140X 6 51 113 3 80 44.2
RACL-15010 150 250 227 5675 523 773 230 170 170 TR 140X 6 51 113 3 80 48.2

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE

HYDRAULIC CYLINDER

RIVERLAKE

HYDRAULIC CYLINDER

RACH Series,Single Acting Hollow Plunger Aluminum Hydraulic Cylinders

» The hollow plunger design allows for both pull and pushes forces

» Composite bearings increase cylinder life and side load resistance

» Hard coat finish on all surfaces resists damage and extends cylinder life

* Handles included on all models

» Floating center tube increases seal life

» Steel baseplate and saddle for protection against load-induced damage

» The integral stop ring prevents plunger over-travel and is capable of
withstanding the full cylinder capacity

» High-strength return spring for rapid cylinder retraction

» Plunger wiper reduces contamination, extending cylinder life

* Hardened alloy steel guide ring eliminates over travel and provides support
to reduce wear from off-center loads

» An Industrial U-cup style seal prevents costly leaks

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Capacity: 20-150 ton Stroke:50-250mm Max Operation Pressure: 700bar Center Hole Diameter: 27-79mm these ratings!

= 2| B | EBn | 28 G | Aaawe | o | o | Gwen | A | e | e |
Area/em2 ) mm(A) mm(B) mm(E) Port/mm(H) ::;TK'),IQL/ Circle/mm(U) Thread(V) Depth/mm(Z)
RACH-202 20 50 32.7 164 188 238 100 75 55 29 55 10 27 70 M6 12 5.2
RACH-204 20 100 32,7 327 251 351 100 75 55 29 55 10 27 70 M6 12 6.1
RACH-206 20 150 32.7 491 315 465 100 75 55 29 55 10 27 70 M6 12 71
RACH-208 20 200 32.7 654 378 578 100 75 55 29 55 10 27 70 M6 12 8
RACH-2010 20 250 32.7 818 442 692 100 75 55 29 55 10 27 70 M6 12 9
RACH-302 30 50 51.1 256 208 258 130 95 70 29 70 10 34 110 M6 12 8
RACH-304 30 100 51.1 511 267 367 130 95 70 29 70 10 34 110 M6 12 9.5
RACH-306 30 150 51.1 766 333 483 130 95 70 29 70 10 34 110 M6 12 1.2
RACH-308 30 200 51.1 1022 395 595 130 95 70 29 70 10 34 110 M6 12 12.9
RACH-3010 30 250 51.1 1277 458 708 130 95 70 29 70 10 34 110 M6 12 14.5
RACH-602 60 50 84.7 423 251 301 180 130 100 61 100 12 54 160 M6 12 16.2
RACH-604 60 100 84.7 847 315 415 180 130 100 61 100 12 54 160 M6 12 19.5
RACH-606 60 150 84.7 1270 380 530 180 130 100 61 100 12 54 160 M6 12 25.6
RACH-608 60 200 84.7 1694 445 645 180 130 100 61 100 12 54 160 M6 12 26
RACH-6010 60 250 84.7 2117 510 760 180 130 100 61 100 12 54 160 M6 12 29.6
RACH-1002 100 50 164.6 823 258 308 250 185 145 61 145 14 79 220 M10 12 33.8
RACH-1004 100 100 164.6 1646 325 425 250 185 145 61 145 14 79 220 M10 12 39.8
RACH-1006 100 150 164.6 2487 391 541 250 185 145 61 145 14 79 220 M10 12 46.2
RACH-1008 100 200 164.6 3291 459 659 250 185 145 61 145 14 79 220 M10 12 52.2
RACH-10010 100 250 164.6 4114 527 777 250 185 145 61 145 14 79 220 M10 12 58.8
RACH-1502 150 50 225.8 1129 280 330 275 205 150 61 145 14 79 245 M10 12 48.9
RACH-1504 150 100 225.8 2258 360 460 275 205 150 61 145 14 79 245 M10 12 55.7
RACH-1506 150 150 225.8 3387 430 580 275 205 150 61 145 14 79 245 M10 12 63
RACH-1508 150 200 225.8 4517 500 700 275 205 150 61 145 14 79 245 M10 12 70.1
RACH-15010 150 250 225.8 5646 570 820 275 205 150 61 145 14 79 245 M10 12 77.2

035/paGE
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RIVERLAKE

Manual Hydraulic Pumps

Oil Capacity: 327-901cm3 Flow At Rated Pressure: 0.9-2.47 cm3/stroke

» Lightweight and compact design

HYDRAULIC PUMPS AND POWER UNITS

» Durable glass-filled nylon reservoir and nylon encapsulated aluminum

pump base for maximum corrosion resistance

» Two-speed operation on most models reduces handle strokes by as
much as 78% over single-speed pumps for P-391

» Lower handle effort to minimize operator fatigue

» Handle lock and lightweight construction for easy carrying

» Large oil capacities to power a wide range of cylinders or tools

» Non-conductive fiberglass handle for operator safety
* Internal pressure relief valve for overload protection

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Max Operation Pressure: 700bar

RIVERLAKE

HYDRAULIC PUMPS AND POWER UNITS

Manual Hydraulic Pumps

Oil Capacity: 330-7500cm3 Flow At Rated Pressure: 0.8-5.8 cm3/stroke Max Operation Pressure: 700bar

» Lightweight and compact design, easy to carry

» High-strength alloy steel construction for increased durability

» Two-speed operation on all models reduces handle strokes by as much as 78% over single-speed pumps
» Lower handle effort to minimize operator fatigue

- Large oil capacities to power a wide range of cylinders or tools

 Internal pressure relief valve for overload protection

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

0il 0il
Usable 0il First Stage Second Stage Max handles glspgacekmem glspslacekmenl Piston .
Model . er Stroke er Stroke Weight/Kg
Capacity/ Pressure/bar Pressure/bar Force/Kg 1t Stage 2nd Stage Stroke
cm3 (cm3) (cm3)
P-141 327 * 700 32.7 * 0.9 12.7 2.4
P-391 901 14 700 42 11.26 2.47 25.4 6

037/paGE
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Model Pump Type Usable 0il First Stage Second Stage Max handles 0il 0il Weight/Kg
Number Capacity/cm3 Pressure/bar Pressure/bar Force/Kg Displacement Displacement

Per Stroke 1st Per Stroke 2nd

Stage (cm3) Stage (cm3)
P-142 Single Acting 330 14 700 35 7.8 0.8 2.2
P-202 Single Acting 900 25 700 49 33 3.3 6.8
P-204 Double Acting 900 25 700 49 33 3.3 8.8
P-802 Single Acting 2300 25 700 49 33 3.3 10.1
P-842 Double Acting 2300 25 700 49 33 3.3 11.6
P-460 Single Acting 4500 25 700 51 26 2.9 225
P-461 Double Acting 4500 25 700 51 26 2.9 225
P-463 Single Acting 7500 25 700 51 125 5.8 30
P-465 Double Acting 7500 25 700 51 125 5.8 30

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE HYDRAULIC PUMPS AND POWER UNITS RIVERLAKE HYDRAULIC PUMPS AND POWER UNITS

Manual Hydraulic Pumps Electric Hydraulic Pump

Oil Capacity: 655-7423cm3 Flow At Rated Pressure: 2.46-4.75 cm3/stroke Max Operation Pressure: 700bar Oil Capacity: 4L Power:0.75KW Flow Rate: 0.32-3L/min Max Operation Pressure: 700bar
» Lightweight and compact design » The oil-filled pressure gauge can display the real-time working

» Lower handle effort to minimize operator fatigue pressure of the pump, and avoid damage from overloading

» The two-speed operation can reduce the work intensity of the operator » Two-speed hydraulic pump

» Equipped with external pressure relief valve,can be used to operate single acting hydraulic cylinder » Fuse: to protect the motor and machine safety while power

» The internal safety valve is equipped to protect the pump from overloading overloading

» The oil capacity is big enough to match a wide range of hydraulic tools * Memory: an internal memory device is equipped to indicate the times

of use, provide reference data for maintenance
» It must change the hydraulic oil at least one time in a year, and please
use R-32 super special cycle oil

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Pump Type Usable 0il First Stage Second Stage Max handles 0il 0il Piston Stroke Weight/Kg
Capacity/cm3 Pressure/ba Pressure/bar Force/Kg Displacement Displacement
Per Stroke 1st Per Stroke 2nd
Stage (cm3) Stage (cm3)
pP-392 Single Acting 655 25 700 50 15 2.62 206 5.9 Model Pump Type 0il Reserve/L Power/KW Voltage/V Low Flow High Flow Dimensions/ Weight/Kg
P-80 Single Acting 2200 25 700 47 16.22 2.46 25.4 10.9 Rate(L/min) Rate(L/min) mm
P-84 Double Acting 2200 25 700 47 16.22 2.46 25.4 13.2
P-462 | Single Acting 7423 14 700 49 126.2 4.75 38.1 27 CTE-25AG Single Acting 4 0.75 220 3 0.32 235X310X398 16
P-464 | Double Acting 7423 14 700 49 126.2 4.75 38.1 27.7 CTE-25AS Double Acting 4 0.75 220 3 0.32 235X310X398 17

039/paGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 040/paGE




RIVERLAKE

HYDRAULIC PUMPS AND POWER UNITS

Electric Hydraulic Pump

Oil Capacity: 10-40L Power:1.1-2.2KW Flow Rate: 0.8-1.5L/min Max Operation Pressure: 700bar

» Brushless motor, low maintenance cost, and longer lifetime |
» Two-speed pump for higher efficiency —T 1

]

el o % 0

* 75dB low noise I I 1
* Inside safety valve, outside adjustable relief valve i)Y go' ]

- Standard oil tank capacity available in 10/20/40L for all models

» Electric control box, relay, motor remote controller are standard configurations A

* Wheels, protective frame, colling fan are optional configurations(Please specify your ‘ |
requirement) I 1

- Single acting or double acting manual control valve or solenoid control valve configuration ‘
available for all models (Please specify your requirement) !

» Multiple manual or solenoid control valves can be installed in the same power pack to work
with multiple single-acting/double-acting cylinders(Please specify your requirement)

8 5 L ve

Control Valve Selection

Mv22 Single Acting Manual Valve

MV43 4Way 3Position Double Acting Manual Valve

EV32 2Way 2Position Single Acting Solenoid Valve

EVL32 Single Acting Solenoid Valve With Hydraulic Lock For Holding Pressure
HEV32 HAWE Solenoid WGZ Valve, No Leakage

EV43 4Way 3Position solenoid valve Double Acting

EVL43 4Way 3Position solenoid valve Double Acting With Hydraulic Lock

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model |Motor Voltage(V)|High-Pressure |Low-Pressure| Rated Working | Oil Model | 0fl [ Height | Height | Widthe | Length | Length ;ixling :ixling By
Power(KW) 0il Flow (L/min)| 0il Flow Pressure (Mpa) | Capacity(L) Capacity ole ole H“f"s.
(L/min) ol Size
L A B c D E F G
PEA11| 1.1 |220/AC| 0.8 7 70 10/20/40| g4 10 | 403 | 476 | 392 | 435 | 522 | 366 | 260 | 105
ae.sl 20 | 425 | 498 | 512 | 435 [ 522 | 366 [ 380 | 125
PEA-12| 1.5 |220/AC 1 9 70 10/20/40 40 | 512 | 585 | 592 | 435 | 522 | 366 | 460 | 125

10 431 504 392 435 522 366 260 10.5
PEA-13| 1.5 |[380/AC 1 9 70 10/20/40|BHE-6| 20 453 526 512 435 522 366 380 12.5
40 540 613 592 435 522 366 460 12.5
20 453 526 512 435 522 366 380 12.5
40 540 613 592 435 522 366 460 12.5

PEA-14 2.2 |380/AC 1.5 13 70 20/40 |BHE-7

RIVERLAKE

HYDRAULIC PUMPS AND POWER UNITS

Synchronous Lifting System

Oil Capacity: 100-300L Power:1.1-4.4KW Flow Rate: 0.8-3L/min Points:4,8,16....up to 100 Precision: 1mm
Max Operation Pressure: 700bar

* 1mm precision during heavy lifting and lowering operation with hydraulic cylinders
* Touch screen PLC control

* Protection cover design

» Synchronized lifting and retracting

» Air cooling fan for long time operation

* lockable wheel for easy transportation

» Panel design connecting interface

+ SIEMENS PLC system

* Available for internet long-distance remote control

* 50-1000mm draw-wire displacement sensors are standard configurations
* Equiped with hydraulic lock to guarantee the system working safety

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Lifting Points Rated Working Rated 0il 0il Capacity/L Power/KW Voltage/V Weight/Kg
Pressure/Mpa Flow Rate
(L/min)
PEAH11P4 4 70 0.8 100 1.1 220 300
PEAH11P8 8 70 0.8 200 1.1 220 450
PEAH12P4 4 70 1 100 1.5 220 300
PEAH12P8 8 70 1 200 1.5 220 450
PEAH13P4 4 70 1 100 1.5 380 320
PEAH13P8 8 70 1 200 1.5 380 470
PEAH14P4 4 70 1.5 100 2.2 380 340
PEAH14P8 8 70 1.5 200 2.2 380 500
PEAH14P16 16 70 3 300 4.4 380 650

041/F’AGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 042/PAGE
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RIVERLAKE HYDRAULIC PUMPS AND POWER UNITS RIVERLAKE HYDRAULIC PUMPS AND POWER UNITS

Gasoline Powered Hydraulic Pump and Unit Gasoline Powered Hydraulic Pump and Unit

PGM(LM)

JEA2-9 PGM(L) PGM
Oil Capacity: 33L Motor: Subaru 6HP Flow Rate: 1.1-10L/min Max Operation Pressure: 700bar Oil Capacity: 35L Flow Rate: 1.3-9L/min Max Operation Pressure: 700bar
Oil Capacity: 10.7L Flow Rate: 0.3-2.5L/min Max Operation Pressure: 700bar

Oil Capacity: 33L Power Model: DOV7500 Flow Rate: 1.3-9.25L/min Max Operation Pressure: 700bar

» This pump adopts the engine imported from Japan with strong power and guaranteed performance + PGM gasoline-driven hydraulic pump station, using a Honda engine, has two configurations of single-acting and double-acting,
- External pressure adjustable, easy to control all kinds of bolt strength suitable for use in electric power, railway, mining, and many other engineering scenarios without a power supply in the wild.
» Easy and convenient for outdoor operation

* It can be used with a various hydraulic torque wrench
- Standard 6-meter long controlled handle cable, easy to observe the working condition when operating

» The power adopts Japanese imported Subaru engine, a high-quality guarantee

» Adopted American imported motor, guarantee high quality
» Designed with single and double-acting to suit all kinds of hydraulic operations » The lightweight design makes the complete machine easy to take with
» Designed with single and double-acting to suit all kinds of hydraulic operations

« Itis easy and visual to operate because the external pressure is adjustable

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

these ratings!

Model 0il Tank(L) Usable 0il High-Pressure Low-Pressure Max Working Motor Weight/Kg . . .
Capacity(L) 0il Flow 0il Flow Pressure (bar) Model Pump Type 0il Tank(L) Usable 0il High-Pressure Low-Pressure Max Working Dimension(mm) Weight/Kg
(L/min) (L/min) Capacity(L) 0il Flow (L/min) 0il Flow Pressure (bar
(L/min)
JEA2-9 33 28 1.1 10 700 Subaru 6HP 45 - -
PGM Single/Double Acting 35 30 1.3 9 700 620x420x430 40
Model Pump Type 0il Tank(L) Usable Oil High-Pressure Low-Pressure Max Working Power Model Dimension(mm) | Weight(Kg) Model Pump Type 0il Tank(L) High-Pressure Low-Pressure Max Working Power Model Dimension(mm) Weight(Kg)
Capacity(L) 0il Flow 0il Flow Pressure 0il Flow 0il Flow Pressure (bar)
(L/min) (L/min) (bar) (L/min) (L/min)
PGM(L) | Single/Double Acting 33 28 1.3 9.25 700 DOV7500 655X375X610 58 PGM(LM) Single/Double Acting 10.7 0.3 2.5 700 EHO35 140X240X320 18.5

043/F’AGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 044/PAGE



RIVERLAKE BOLTING TOOLS

B 0 LT I N G T O 0 L S Low Profile Hydraulic Torque Wrench

* The low-profile cassettes are made in compact and ultra-slim structures to fit into tight spaces.
» Rigid steel design ensures the durability, reliability, and safety of the tools.
» Maximum flexibility with full range Interchangeable hexagon cassettes and reducing inserts, no tools necessary.
« Acompact nose radius allows the tool to perform easily in tighter spaces.
» Constant torque output provides accuracy up to +3%
* Multi-direction high flow swivel manifold
(360°X-axis * 180°Y-axis ).
- Fast operation cycle, fine-tooth ratchet, corrosion resistance, low weight, high strength design.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Torque Wrench Drive Unit

Drive Unit Torque Torque Range Hexagon Drive Unit L(mm)
Model Range(Nm) (Ft.lbs) Range(mm) Weight(Kg)
16 | 131 |

RHW10D [235-2349 173-1733 19-50 0 116 131
RHW20D [505-5054 | 373-3728 34-75 1

122
T T

RHW40D [ 1556-15565 | 1148-11481 65-115 4 191.5
RHW50D |2196-21960| 1620-16198 | 75135 [ 6 [ 382 | 270 | 265 [ 215 |

RFW60D | 3846-38463 | 283726370 | 80-155 3175

045/pacE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE BOLTING TOOLS RIVERLAKE BOLTING TOOLS

Low Profile Hydraulic Torque Wrench
* High-strength chromium-molybdenum steel alloy.
Each type of low profile drive unit matches the certain range - Special sizes are available upon request.
of hexagon cassettes and reducers to cover the maximum
range of nut sizes, which are tolerated by the torque value of - The following work for standard and standard transition, if you
the same drive unit. When selecting the proper cassette for want to order non-standard Products, please indicate the bolt
the application, pay attention to the distance between the diameter, nut on the edge, and bolt level such as concrete
bolt and the wall side. also, pay attention to the distance requirements.
between the hexagonal edge in the cassette and the outer
edge of the link. The R valve in the following table can guide
you to choose the right cassettes HEXAGON REDUCER
Drive Hexagon Hexagon Reducer A/B(mm) Reducer A/B(mm) Reducer Model A/B(mm) Reducer Lock
Unit Model Cassettes Model Size/mm Model Model Model
RHW10D RHWG10-50 50 2SH5041 50/41 2SH5036 50/36 2SH5032 50/32 H-50
RHW10D RHWG10-46 46 2SH4636 46/36 2SH4632 46/32 2SH4630 46/30 H-46
RHW10D RHWG10-41 41 2SH4132 41/32 2SH4130 41/30 2SH4127 41/27 H-41
RHW10D RHWG10-36 36 2SH3630 36/30 2SH3627 36/27 H-36
Maximum Torque:38463Nm RHW10D | RHWG10-32 32 2SH3227 32/27 H-32
Hexagon Range:29.6-117.6mm RHW20D | RHWG20-75 75 4HS7565 75/65 4HS7560 75/60 4HS7555 75/55 H-75
Nose Radius:19-155mm RHW20D | RHWG20-70 70 4HS7060 70/60 4HS7055 70/55 4HS7050 70/50 H-70
Max Operation Pressure: 700bar RHW20D | RHWG20-65 65 4HS6555 65/55 4HS6550 65/50 4HS6546 65/46 H-65
RHW20D RHWG20-60 60 4HS6050 60/50 4HS6046 60/46 4HS6041 60/41 H-60
RHW20D RHWG20-55 55 4HS5546 55/46 4HS5541 55/41 4HS5536 55/36 H-55
RHW20D RHWG20-50 50 4HS5041 50/41 4HS5036 50/36 4HS5032 50/32 H-50
RHW20D RHWG20-46 46 4HS4636 46/36 4HS4632 46/32 4HS4630 46/30 H-46
RHW20D RHWG20-41 41 4HS4132 41/32 4HS4130 41/30 4HS4127 41/27 H-41
RHW20D RHWG20-36 36 4HS3630 36/30 4HS3627 36/27 H-36
Low Profile Torque Wrench Cassettes RHW20D RHWG20-32 32 4HS3227 32/27 85/65 H-32
Tow Profile — . Tow Profile — . RHW30D RHWG30-90 90 8SH9080 90/80 8SH9075 90/75 8SH8565 H-90
Torque Wrench . S/mm R/mm Weight/Kg Torque Wrench o S/mm R/mm Weight/Kg RHW30D RHWG30-85 85 8SH8575 85/75 8SH7570 70/55 80/60 H-85
Cassettes Model Cassettes Model RHW30D | RHWG30-80 80 8SH8070 80/70 8SH8065 80/65 8SH8060 75155 H-80
RHWG10-50 { RHW10D 50 40.8 1.5 RHWG40-95 | RHWA40D 95 a2 1 RHW30D RHWG30-75 75 8SH7565 75/65 8SH7560 75/60 8SH7555 70/50 H-75
RHWG10-46 | RHW10D 46 381 1.5 RHWG40-90 | RHW40D 90 72.6 i RHW30D RHWG30-70 70 8SH7060 70/60 8SH7055 70/55 8SH7050 65/46 H-70
i:wglg:gé E:wlgg :; 2?2; 1::6 i:xgjgzgg E:wjgg 22 gz:g 18:3 RHW30D RHWG30-65 65 8SH6555 65/55 8SH6550 65/50 8SH6546 H-65
RHWG10-34 | RHW10D 34 31.6 1.3 RHWG40-75 | RHW40D 75 63.6 10.7 RHWSOD RHWG30-60 60 8SH6050 60750 8SH6046 6046 H-60
RAWG10-32 | REW10D 2 306 14 RAWG20-70 | RAW20D 70 58.6 05 RHW30D RHWG30-55 55 8SH5546 55/46 8SH5541 55/41 115/95 H-55
RAWG1030 | RAW10D 30 306 12 RAWG20-65 | RAW40D 55 586 10.6 RHW40D RHWG40-115 115 14SH115105 115/105 14SH115100 | 115/100 | 14SH11595 110/90 H-115
RAWG1027 | RAW10D >7 29.6 12 RHWG50-135] RHW50D 135 1006 18 RHW40D RHWG40-110 110 14SH110100 110/100 14SH11095 110/95 14SH11090 105/85 H-110
RHWG1024 | RAW10D 22 296 14 RHWG50-130| RHW50D 130 1006 18.2 RHW40D RHWG40-105 105 14SH10595 105/95 14SH10590 105/90 14SH10585 100/80 H-105
RHWG10-22 RHW10D 22 29.6 1.4 RHWG50-125| RHW50D 125 95.6 17.8 RHW40D RHWG40-100 100 14SH10090 100/90 14SH10085 100/85 14SH10080 95/75 H-100
RHWG10-19 RHW10D 19 296 1.4 RHWG50-120f RHW50D 120 95.6 17.9 RHW40D RHWG40-95 95 14SH9585 95/85 14SH9580 95/80 14SH9575 90/70 H-95
RHWG20-75 RHW20D 75 57.1 4.5 RHWG50-115| RHW50D 115 88.6 17.6 RHW40D RHWG40-90 90 14SH9080 90/80 14SH9075 90/75 14SH9070 85/65 H-90
RHWG20-70 | RHW20D 70 54.6 4.5 RHWG50-110| RHW50D 110 85.6 17.4 RHW40D RHWG40-85 85 14SH8575 85/75 14SH8570 85/70 14SH8565 H-85
RHWG20-65 | RHW20D 65 52.3 4.4 RHWG50-105| RHW50D 105 85.6 17.5 RHW40D RHWG40-80 80 14SH8070 80/70 14SH8065 80/65 H-80
RHWG20-60 | RHW20D 60 50.6 4.4 RHWG50-100[ RHW50D 100 78.6 17.1 RHW40D RHWG40-75 75 14SH7565 75165 135/115 H-75
RHWG20-55 | RHW20D 55 47.6 4.2 RHWG50-95 | RHW50D 95 76.6 16.9 RHW50D RHWG50-135 135 18SH135125 135/125 18SH135120 | 135/120 |18SH135115| 130/110 H-135
RHWG20-50 | RHW20D 50 45.6 4.2 RHWG50-90 | RHWS50D 90 73.6 16.8 RHW50D RHWG50-130 130 18SH130120 130/120 18SH130115 | 130/115 | 18SH130110 120/100 H-130
RHWG20-46 | RHW20D 46 43.6 4 RHWG50-85 | RHWS50D 85 70.6 16.8 RHW50D RHWG50-120 120 18SH120110 120/110 18SH120105 [ 120/105 |[18SH120100| 115/95 H-120
RHWG20-41 | RHW20D 41 43.6 4.1 RHWGS50-80 | RHWS0D 80 67.6 16.5 RHW50D | RHWG50-115 115 18SH115105 115/105 18SH115110 | 115/110 | 18SH11595 110/90 H-115
RHWG20-36 | RHW20D 36 37.6 3.8 RHW25°'75 RHWS0D 75 64.6 16.5 RHW50D | RHWG50-110 110 18SH110100 110/100 18SH11095 | 110/95 | 18SH11090 105/85 H-110
RHWG20-34 | RHW20D 34 37.6 3.9 RHWG60-155] RHW60D 155 17.6 29.5 RHW50D | RHWG50-105 105 18SH10595 105/95 18SH10590 | 105/90 | 18SH10585 100/80 H-105
RHWG30-90 | RHW30D 90 68.6 6.5 RHWG60-150] RHW60D 150 115.6 29.1 RHW50D | RHWG50-100 100 18SH10090 100790 18SH10085 | 100/85 | 18SH10080 | 9575 H-100
RHWG30-85 | RHW30D 85 676 65 RHWG60-145] RHW60D 145 1.6 289 RHW50D RHWG50-95 95 18SH9585 95/85 18SH9580 95/80 18SH9575 H-95
RHWG30-80 | RHW30D 80 64.6 6.3 RHWG60-140 RHW60D 140 107.6 28.9 RAWE0D RAWGE090 % T8SH9080 90/80 T8SH9075 90175 90
RHWG30-75 | RHW30D 75 61.6 6.3 RHWG60-135] RHW60D 135 105.6 28.8 RAWS0D RAWGE085 o5 T8SHEE75 85175 1557120 T
RHWG30-70 | RHW30D 70 59.6 6.1 RHWG60-130] RHW60D 130 102.6 28.5
RAWG30:65 | RAW30D o5 560 59 RAWGE0-125| RHWG0D 125 1005 285 RHW60D RHWG60-155 155 30SH155130 155/130 30SH155130 | 155/130 |30SH155120| 145/115 H-155
CHWG30.60 | RHVW30D 50 530 58 RAWGG0-120] RAWG0D 120 95 8.3 RHW60D RHWG60-145 145 30SH145120 145/120 30SH145120 | 145/120 |30SH145115| 130/110 H-145
RHWG30-55 | REW30D 55 516 56 RHWGB0-115| RAWG0D 5 92 283 RHW60D RHWG60-130 130 30SH130115 130/115 30SH130115 | 130/115 [30SH130110 | 120/100 H-130
RHWG30-50 | RHW30D 50 276 53 RHWG60-110] RAW60D 110 % 283 RHW60D RHWG60-120 120 30SH120115 120/115 30SH120105| 120/105 |30SH120100| 115/95 H-120
RHWG30-46 | RAW30D 76 276 55 RAWG60-105| RAW60D 105 87 279 RHW60D RHWG60-115 115 30SH120105 120/105 30SH115100 | 115/100 [ 30SH11595 110/90 H-115
RAWG30-41 | RHW30D e 276 55 RAWGG0-100] RHW60D 100 83 7.9 RHW60D RHWG60-110 110 30SH115100 115/100 30SH11095 110/95 30SH11090 105/85 H-110
RHWG40-115| RHW40D 115 86.6 11.9 RHWG60-95 RHW60D 95 80 275 RHW60D RHWG60-105 105 30SH11095 110/95 30SH10590 105/90 30SH10585 100/80 H-105
RHWG40-110 | RHW40D 110 86.6 16 RHWG60-90 | RHW60D 90 78 275 RHW60D RHWG60-100 100 30SH10590 105/90 30SH10085 100/85 30SH10080 H-100
RHWG40-105| RHW40D 105 80.6 11.4 RHWG60-85 | RHW60D 85 75 27.1 RHW60D RHWG60-95 95 30SH10085 100/85 30SH9580 95/80 H-95
RHWG40-100[ RHW40D 100 80.6 11.3 RHWG60-80 | RHW60D 80 70 27.1 RHW60D RHWG60-90 90 30SH9580 9580 H-90
047/paGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 048/paGE
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RIVERLAKE

BOLTING TOOLS

Square Drive Hydraulic Torque Wrench

Maximum Torque:47245Nm Square Drive Range:3/4"-2 1/2" Nose Radius:25-76mm
Max Operation Pressure: 700bar

« The one-piece fuselage, using ultra-high-strength aerospace materials (aluminum-
titanium alloy) as raw materials, comprehensively enhances the strength and toughness
of the fuselage.

« Adopting a precision ratchet and power mechanical design, high-precision driven shaft
hydraulic wrench, the accuracy is as high as +3%.

« The fast drive shaft hydraulic wrench realizes fully automatic control for the first time,
continuous unlocking, and the speed is twice that of similar products.

* The couplers can be rotated 360°X180°, without limitation of space.

» Easy-to-operate drive shaft hydraulic wrench, fully automatic control, single-person
operation. The 360° fine-tuning reaction arm adopts a trigger-style buckle lock. The
precise non-return pawl device overcomes the wrench reversal, improves the pre-
tightening accuracy, and can be released quickly.

« Itis suitable for bolts that are difficult to find dismantling bolt force support points. One
wrench can remove and lock bolts of various specifications, and one pump can drive
multiple wrenches at the same time to remove the lock at the same time.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Torque Wrench Torque Torque Square Hexagon Nut |Weight(Kg) | Dimension | Dimension | Dimension | Dimension | Dimension | Dimension | Dimension | Dimension
Model Number Range(Nm) Range(Ft.Ibs | Drive Across L1 L2 H1 H2 H3 H4 R1 R2
Size(inch) | Flats(mm)

RLW1 180-1803 133-1330 3/4” 24-55 2.5 130 184 51 72 97 145 25 97
RLW2 428-4280 316-3157 17 34-75 4.8 168 243 67 95 126 174 33 130
RLW3 724-7244 534-5343 11/2” 41-85 8.7 200 287 78 122 152 199 39 155
RLW4 1036-10364 |764-7644 11/2” 46-95 11.4 213 308 90 133 169 216 46 170
RLW5 1479-14787 [1091-10907| 11/2” 55-105 15.4 244 352 100 142 189 236 50 193
RLW6 2504-25041 |1847-18470| 21/2” 65-130 26.8 284 413 120 183 223 270 59 224
RLW7 3358-33578 |2477-24767| 21/2” 75-145 37 314 457 135 200 250 296 66 250
RLW8 4725-47245 |3485-34848| 21/2 85-165 53.6 358 517 153 215 287 332 76 270

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

RIVERLAKE

BOLTING TOOLS

Impact Sockets for Square Drive Hydraulic Torque Wrench

» Advanced molybdenum steel materials were
adopted for manufacturing. Standard heat
treatment process, life-long warranty.

* Manufactured to German
specifications(DINstandand 3121&3129).

Impact Socket Torque Wrench Model Square Bolt Type Hexagon(mm) Dimension Di i Di i Di
Model Drive Size Dimension AF L1(mm) L2(mm) D1(mm) D1(mm)
SLO1001 SLWA1 3/4” M16 24 54 32 40 40
SLO1002 SLWA1 3/4” M18 27 54 32 42 42
SLO1003 SLWA1 3/4” M20 30 54 33 46 44
SLO1004 SLWA1 3/4” M22 34 54 32 48 44
SLO1005 SLW1 3/4” M24 36 57 32 53 44
SLO1006 SLWA1 3/4” M27 41 58 33 60 44
SLO1007 SLWA1 3/4” M30 46 63 38 66 44
SLO1008 SLWA1 3/4” M33 50 65 40 71 44
SLO1009 SLWA1 3/4” M36 55 70 45 77 54
SLO2001 SLW2 1’ M20 30 59 32 54 54
SLO2002 SLW2 1” M22 34 59 32 58 58
SLO2003 SLW2 1” M24 36 62 32 59 59
SLO2004 SLW2 1” M27 41 65 38 67 54
SLO2005 SLW2 1” M30 46 65 38 74 54
SLO2006 SLW2 1’ M33 50 70 43 79 60
SLO2007 SLW2 1” M36 55 80 52 84 60
SLO2008 SLW2 1” M39 60 85 57 89 60
SLO2009 SLW2 1” M42 65 85 58 98 70
SLO2010 SLW2 1” M45 70 90 62 104 70
SLO2011 SLW?2 17 M48 75 95 65 108 70
SLO3002 SLW3,SLW4,SLW5 11/2” M27 41 85 44 74 74
SLO3003 SLW3,SLW4,SLW5 11/2” M30 46 85 44 74 74
SLO3004 SLW3,SLW4,SLW5 11/2” M33 50 90 45 79 79
SLO3005 SLW3,SLW4,SLW5 11/2” M36 55 90 45 84 84
SLO3006 SLW3,SLW4,SLW5 11/2” M39 60 100 45 94 94
SLO3007 SLW3,SLW4,SLW5 11/2” M42 65 100 45 98 80
SLO3008 SLW3,SLW4,SLW5 11/2” M45 70 105 50 104 80
SLO3009 SLW3,SLW4,SLW5 11/2” M48 75 110 50 118 85
SLO3010 SLW3,SLW4,SLW5 11/2” M52 80 115 55 118 90
SLO3011 SLW3,SLW4,SLW5 11/2” M56 85 125 60 128 90
SLO3012 SLW3,SLW4,SLW5 11/2” M60 90 125 60 139 90
SLO3013 SLW3,SLW4,SLW5 11/2” M64 95 130 65 139 90
SLO3014 SLW3,SLW4,SLW5 11/2” M68 105 135 70 144 90
SLO3015 SLW3,SLW4,SLW5 11/2” M72 100 135 70 149 90
SLO3016 SLW3,SLW4,SLW5 11/2” M76 110 135 70 158 90
SLO3017 SLW3,SLW4,SLW5 11/2” M80 115 135 70 159 90
SLO3018 SLW3,SLW4,SLW5 11/2” M85 120 135 70 168 95
SLO3019 SLW3,SLW4,SLW5 11/2” M90 130 155 93 189 95
SLO4003 SLW6,SLW7,SLW8 21/2” M42 65 100 52 119 119
SLO4004 SLW6,SLW7,SLW8 21/2” M45 70 120 67 128 128
SLO4005 SLW6,SLW7,SLW8 21/2” M438 75 120 67 128 128
SLO4006 SLW6,SLW7,SLW8 21/2” M52 80 130 71 128 128
SLO4007 SLW6,SLW7,SLW8 21/2” M56 85 130 71 129 129
SLO4008 SLW6,SLW7,SLW8 21/2” M60 90 140 73 139 139
SLO4009 SLW6,SLW7,SLW8 21/2” M64 95 140 73 139 139
SLO4010 SLW6,SLW7,SLW8 21/2” M68 100 140 81 148 130
SLO4011 SLW6,SLW7,SLW8 21/2” M72 105 150 89 149 130
SLO4012 SLW6,SLW7,SLW8 21/2” M76 110 150 90 158 130
SLO4013 SLW6,SLW7,SLW8 21/2” M80 115 150 98 168 130
SLO4014 SLW6,SLW7,SLW8 21/2” M85 120 150 98 178 130
SLO4015 SLW6,SLW7,SLW8 21/2” M90 130 170 98 188 130
SLO4016 SLW6,SLW7,SLW8 21/2” M95 135 170 114 198 130
SLO4017 SLW6,SLW7,SLW8 21/2” M100 145 170 122 210 152
SLO4018 SLW6,SLW7,SLW8 21/2” M105 150 190 140 216 152
SLO4019 SLW6,SLW7,SLW8 21/2” M110 155 190 140 229 152
SLO4020 SLW6,SLW7,SLW8 21/2” M115 165 190 140 241 152

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE

BOLTING TOOLS

Low Profile Hydraulic Torque Wrench

Square Drive: 3/4"~2-1/2" Max Torque Range:72000Nm
Max Working Pressure:700bar

« Using High-tech aerospace mateiral , integrally molded body. Strengthen the body for using durability

» Designing using 3D CAD modeling software, provide torque precision within +3%

* Quick release square drive allows you to switch from tightening and loosening without any other special tools
» Swiveling inlet port Rotates 360 degrees

» 360° fine-tune type reaction arm

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Low Profile Hydraulic Torque Wrench Drive Unit

RIVERLAKE

BOLTING TOOLS

Low Profile Hydraulic Torque Wrench Cassette

Torque Range Bolt/Nut Range Power Unit WT| Cassette WT. L H1 H2 w1 w2
Drive Unit Model
N.m s kg kg mm mm mm mm mm
228-2278 19-55 0.9 1.5 196 126 102 32 51
Row2 228-2278 60 0.9 1.5 196 129 105 32 51
586-5862 34-65 1.7 3.4 258 163 136 42 66
ROW4 586-5862 70-80 1.7 3.4 263 173 146 42 66
1094-109 41-95 3 6.3 300 192 168 53 83
Rows 1094-109 100-105 3 6.3 311 201 177 53 83
ROW14 1826-182 50-117 4.6 11.4 360 225 204 64 99
4231-423 110-155 10.4 20.5 430 303 272 85 131
ROW30
4231-423 160-175 10.4 20.5 441 315 285 85 131
Cassette Model Both Size/mm S/mm R/mm A/mm Cassette Model Both Size/mm S/mm R/mm A/mm
ROW2-19 12 19 27 16 ROWS8-100 68 100 78 20
ROW2-22 14 22 27 14 ROWS8-105 72 105 78 17
ROW2-27 18 27 27 11 ROW14-50 33 50 66 37
ROW2-30 20 30 29 12 ROW14-55 36 55 66 34
ROW2-32 * 32 29 1 ROW14-60 39 60 66 31
ROW2-34 22 34 31 1 ROW14-65 42 65 66 28
ROW2-36 24 36 31 10 ROW14-70 45 70 66 25
ROW2-41 27 41 34 10 ROW14-75 48 75 66 22

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

Cassette Model Both Size/mm $/mm R/mm A/mm Cassette Model Both Size/mm $/mm R/mm A/mm
ROW2-46 30 46 37 11 ROW14-80 52 80 66 19
ROW2-50 33 50 40 11 ROW14-85 56 85 72 22
ROW?2-55 36 55 43 11 ROW14-90 60 90 72 20
ROW2-60 39 60 46 1 ROW14-95 64 95 77 22
ROW4-34 22 34 36 16 ROW14-100 68 100 77 19
ROW4-36 24 36 36 15 ROW14-105 72 105 83 22
ROW4-41 27 41 39 15 ROW14-110 76 110 83 19
ROW4-46 30 46 42 15 ROW14-115 80 115 87 20
ROW4-50 33 50 44 15 ROW14-117 * 117 87 19
ROWA4-55 36 55 46 15 ROW30-95 64 95 89 34
ROW4-60 39 60 50 14 ROW30-100 68 100 89 31
ROW4-65 42 65 53 15 ROW30-105 72 105 89 38
ROW4-70 45 70 56 15 ROW30-110 76 110 89 25
ROW4-75 48 75 59 15 ROW30-115 80 115 95 28
ROW4-80 52 80 61 15 ROW30-117 B 117 95 27
ROWS-41 27 41 50 26 ROW30-120 85 120 95 25
ROWS8-46 30 46 50 23 ROW30-125 B 125 104 32
ROWS8-50 33 50 50 21 ROW30-130 90 130 104 29
ROWS-55 36 55 50 18 ROW30-135 95 135 104 26
ROWS8-60 39 60 55 20 ROW30-140 * 140 110 29
ROWS8-65 42 65 55 17 ROW30-145 100 145 110 26
ROWS-70 45 70 60 20 ROW30-150 105 150 116 29
ROWS-75 48 75 60 17 ROW30-155 110 155 116 26
ROWS8-80 52 80 66 19 ROW30-160 * 160 128 36
ROWS8-85 56 85 66 16 ROW30-165 115 165 128 33
ROWS8-90 60 90 71 19 ROW30-170 120 170 128 30
ROWS8-95 64 95 71 16 ROW30-175 B 175 128 27

Cassette Reducer

Below is part of our cassette reducer models and we can produce cassette reducer

according to customer's job requirement.

Cassette Model Both Size/mm $/mm R/mm A/mm Cassette Model Both Size/mm S/mm R/mm A/mm
ROW2-32 [ ROW2-32-27 * * R32 ROWS8-80 ROW8-80-70 ROW8-80-65 ROW8-80-60 R80
ROW2-36 | ROW2-36-30 | ROW2-36-27 | * R36 ROWS8-85 ROW8-85-75 ROW8-85-70 ROW8-85-65 R85
ROW2-41 | ROW2-41-32 | ROW2-41-30 | ROW2-41-27 R41 ROWS8-90 ROW8-90-80 ROW8-90-75 ROW8-90-70 R90
ROW2-46 [ ROW2-46-36 | ROW2-46-32 | ROW2-46-30 R46 ROWS8-95 ROW8-95-85 ROW8-95-80 ROW8-95-75 R95
ROW2-50 | ROW2-50-41 | ROW2-50-36 | ROW2-50-32 R50 ROW14-75 ROW14-75-65 * * R75
ROW2-55 | ROW2-55-46 | ROW2-55-41 | ROW2-55-36 R55 ROW14-80 ROW14-80-70 ROW14-80-65 * R80
ROW2-60 | ROW2-60-55 | ROW2-60-46 | ROW2-60-41 R60 ROW14-85 ROW14-85-75 ROW14-85-70 ROW14-85-65 R85
ROW2-65 [ ROW2-65-55 | ROW2-65-50 | ROW2-65-46 R65 ROW14-90 ROW14-90-80 ROW14-90-75 ROW14-90-70 R90
ROW4-32 [ ROW4-32-27 * * R32 ROW14-95 | ROW14-95-85 ROW14-95-80 ROW14-95-75 R95
ROW4-36 | ROW4-36-30 | ROW4-36-27 | * R36 ROW14-100 | ROW14-100-90 ROW14-100-85 | ROW14-100-80 R100
ROW4-41 | ROW4-41-32 | ROW4-41-30 | ROW4-41-27 R41 ROW14-105| ROW14-105-95 ROW14-105-90 | ROW14-105-85 R105
ROW4-46 | ROW4-46-36 | ROW4-46-32 | ROW4-46-30 R46 ROW14-110 | ROW14-110-100 | ROW14-110-95 | ROW14-110-90 R110
ROW4-50 | ROW4-50-41 | ROW4-50-36 | ROW4-50-32 R50 ROW14-115 | ROW14-115-105 | ROW14-115-100 | ROW14-115-95 R115
ROW4-55 | ROW4-55-46 | ROW4-55-41 | ROW4-55-36 R55 ROW30-90 ROW30-90-80 * * R90
ROW4-60 | ROW4-60-50 | ROW4-60-46 | ROW4-60-41 R60 ROW30-95 ROW30-95-85 ROW30-95-80 * R95
ROW4-65 [ ROW4-65-55 | ROW4-65-50 | ROW4-65-46 R65 ROW30-100 | ROW30-100-90 ROW30-100-85 | ROW30-100-80 R100
ROW4-70 | ROW4-70-60 | ROW4-70-55 | ROW4-70-50 R70 ROW30-105| ROW30-105-95 | ROW30-105-90 | ROW30-105-85 R105
ROW4-75 | ROW4-75-65 | ROW4-75-60 | ROW4-75-55 R75 ROW30-110 | ROW30-110-100 | ROW30-110-95 | ROW30-110-90 R110
ROW4-80 | ROW4-80-70 | ROW4-80-65 | ROW4-80-60 R80 ROW30-115 | ROW30-115-105 | ROW30-115-100 | ROW30-115-95 | R115
ROWS8-55 | ROW8-55-46 | ROW8-55-41 | * R55 ROW30-120 | ROW30-120-110 | ROW30-120-105 | ROW30-120-100 | R120
ROWS8-60 [ ROW8-60-50 | ROW8-60-46 | * R60 ROW30-130 | ROW30-130-120 | ROW30-130-115 | ROW30-130-110 | R130
ROW8-65 | ROW8-65-55 | ROW8-65-50 | ROWS8-65-46 R65 ROW30-145 | ROW30-145-130 | ROW30-145-120 | ROW30-145-115 | R145
ROWS8-70 | ROW8-70-60 | ROW8-70-55 | ROW8-70-50 R70 ROW30-155 | ROW30-155-145 | ROW30-155-130 | ROW30-155-120 | R155
ROWS8-75 [ ROW8-75-65 | ROW8-75-60 | ROW8-75-55 R75

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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Square Drive Hydraulic Torque Wrench Square Drive Hydraulic Torque Wrench

Wrench Model Socket Model Cross Side Bolt Size Wrench Model Socket Model Cross Side Bolt Size

Square Drive: 3/4"~2-1/2" Max Torque Range:72000Nm Max Working Pressure:700bar RTAS75022 3/4"X22 M41 RTAS15080 | 1 1/2"X80 M52

RTAS75024 3/4"X24 M16 RTAS15085 11/2"X85 M56

RTAS75027 3/4"X27 M18 RTAS15090 11/2"X90 M60

* Using High-tech aerospace mateiral , integrally molded body. Strengthen the body for RTAS75030 | 3/4"X30 M20 RTAS15095 | 11/2"X95 M64

using durabilit

9 y RTA1 RTAS75032 3/4"X32 M22 RTA5,RTAS.RTA10 RTAS150100| 1 1/2"X100 M68

« Designing using 3D CAD modeling software, provide torque precision within +3% RTAS75036 | 3/4"X36 M24 RTAS150105| 11/2"X105 M72

RTAS75041 3/4"X41 M27 RTAS150110 | 1 1/2"X110 M76

* Quick relegse square drive allows you to switch from tightening and loosening without any RTAS75046 3/4"X46 M30 RTAS150115 | 1 1/2"X115 M80

other special tools

RTAS75050 3/4"X50 M33 RTAS150120| 1 1/2"X120 M85

« Swiveling inlet port Rotates 360 degrees RTAS75055 3/4"X55 M36 RTAS150130| 1 1/2"X130 M90

RTAS10027 1"X27 M18 RTAS150135| 1 1/2"X135 M95

* 360° fine-tune type reaction arm RTAS10030 | 1"X30 M20 RTAS150145| 11/2'X145 | M100
RTAS10032 1"X32 M22 RTAS150150| 1 1/2"X150 M105

RTAS10036 1"X36 M24 RTAS25055 2 1/2"X55 M36

RTAS10041 1"X41 M27 RTAS25060 2 1/2"X60 M39

A RTAS10046 1"X46 M30 RTAS25065 2 1/2"X65 M42

80% Think Safety RTAS10050 1"X50 M33 RTAS25070 | 2 1/2"X70 M45

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of RTA3 RTAS10055 1"X55 M36 RTA3 RTAS25075 | 21/2"X75 M48

these ratings! RTAS10060 1"X60 M39 RTAS25080 2 1/2"X80 M52

RTAS10065 1"X65 M42 RTAS25085 2 1/2"X85 M56

RTAS10070 1"X70 M45 RTAS25090 2 1/2"X90 M60

RTAS10075 1"X75 M48 RTAS25095 2 1/2"X95 M64

RTAS10080 1"X80 M52 RTAS250100| 2 1/2"X100 M68

RTAS10085 1"X85 M56 RTAS250105| 2 1/2"X105 M72

Torque Range Bolt Size Weight L1 L2 H1 H2 H3 H4 R1 R2 RTAS10090 17X90 M60 RTAS250110 | 21/2"X110 M76

Wrench Model Square Drive RTAS10095 1"X95 M64 RTAS250115| 2 1/2"X115 M80

N.m il kg MLl (uara (L i (Larwy (0 i (mwy RTAS15032 11/2"X32 M22 RTAS250120| 2 1/2"X120 M85

RTA1 3/4" 183-1837 16-36 2 130 182 50 72 99 144 26 99 RTAS15036 11/2"X36 M24 RTAS250130| 2 1/2"X130 M90

RTA3 1" 451-4512 22-48 4 166 241 68 95 130 176 34 134 RTAS15041 11/2"X41 M27 RTAS250135| 2 1/2"X135 M95

RTAS 1-1/2" 752-7528 27-56 7 198 281 80 123 155 198 39 152 RTAS15046 11/2"X46 M30 RTAS250140| 2 1/2"X140 *
RTA8 1-1/2" 1078-10780 | 30-64 9.1 213 308 90 130 171 216 47 171 RTA5,RTA8,RTA10 | RTAS15050 11/2"X50 M33 RTA5,RTA8,RTA10 RTAS250145| 2 1/2"X145 M100
RTA10 1-1/2" 1551-15516 | 36-72 13.1 231 336 100 141 187 230 51 174 RTAS15055 1 1/2"X55 M36 RTAS250150| 2 1/2"X150 M105
RTA20 2-1/2" 2666-26664 |42-90 25 295 443 120 182 228 268 59 250 RTAS15060 11/2"X60 M39 RTAS250155| 2 1/2"X155 M110
RTA25 2-1/2" 3572-34725 |4866-48666 31 314 464 137 200 255 295 67 251 RTAS15065 11/2"X65 M42 RTAS250165| 2 1/2"X165 M115
RTA35 2-1/2" 4866-48666 |64-120 45 355 489 153 217 290 330 79 271 RTAS15070 11/2"X70 M45 RTAS250175| 2 1/2"X175 M120
RTA50 2-1/2" 7200-72000 |72-125 87 400 516 160 223 291 341 81 259 RTAS15075 11/2"X75 M48 RTAS250180| 2 1/2"X180 M125
053/pPAGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. 054/pPrGE
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RHI400, Anti-Explosion Hydraulic Torque Wrench Pumps

Dimension L /mm 490
Dimension W/ mm 350
Dimension H/mm 495

Oil Capacity: 14L Power:1.1KW Flow Rate At Rated Pressure: 0.85L/min Max Operation Pressure: 700bar

» Featuring a high-efficiency pump design with 50% higher speed and efficiency than comparable pumps

» Hand-directional valve provides additional safety for the operator

» The three-phase motor of EXDIICT4 provides operation safety, large output torque, low noise, and production efficiency.
* Built-in Electronic control system with EXDIICT4 anti-explosion magnetic trigger.

» Large aluminum oil tank featuring with excellent cooling system, providing for longer continuous working hours.

» The advanced pressure control valve fits through a long-time continuous operation and provides stable pressure.

» Unique design with the capability of starting at any time with pressure.

* The optimized cooling system keeps pumping cool under extreme use.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model High Pressure Middle Low High Middle Low Motor oil Input Weight(Kg)
0il Flow Pressure Pressure Pressure(Mpa) | Pressure(Mpa)| Pressure(Mpa) | Power(KW) Capacity(L) Power
(L/min) 0il Flow 0il Flow
(L/min) (L/min)
RHI400 0.85 1.7 8 70 30 7 1.1 14 3PH 220-575V 50/60HZ 50

055/pAcGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

RIVERLAKE

BOLTING TOOLS

RHP8000, Large Flow Hydraulic Torque Wrench Pumps

Dimension L /mm 500
Dimension W/ mm 330
Dimension H/mm 550

Oil Capacity: 10L Power:2.2KW Flow Rate At Rated Pressure: 1.7L/min Max Operation Pressure: 700bar

» High-efficiency pump features 50% higher speed and efficiency than comparable pumps

» The pump head is built for long life, low maintenance, Compact, Lightweight, high speed, large flow, and high efficiency.
» Simultaneous operation of multiple torques wrenches particularly suits large hydraulic wrenches.

« An advance external heat sink increases pump reliability of continuous operation.

» The advanced pressure control valve fits through a long-time continuous operation and provides stable pressure.

» Triphase brushless motor provides for high efficiency, low maintenance, and long life.

» Unique design capable of starting at any time under pressure.

* An optimized cooling system keeps the pump cool under extreme use.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model High Pressure Middle Low High Middle Low Motor 0il Input Weight(Kg)
0il Flow Pressure Pressure Pressure(Mpa) | Pressure(Mpa) | Pressure(Mpa) | Power(KW) Capacity(L) Power
(L/min) 0il Flow 0il Flow
(L/min) (L/min)
RHP8000 1.7 3.4 14 70 28 7 2.2 10 3PH 220-575V 50/60HZ 43
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RLP5000, Electric Hydraulic Torque Wrench Pumps

Dimension L/mm: 450
Dimension W/mm: 330
Dimension H/mm: 450

Dimension L /mm 450
Dimension W/ mm 330
Dimension H/mm 450

Oil Capacity: 5L Power:1.1KW Flow Rate At Rated Pressure: 0.85L/min Max Operation Pressure: 700bar

» The high-efficiency pump features 50% higher speed and efficiency than a two-stage pump.

» External startup switch of the motor for greater ease of remote operation.

» Optimized PCB design to achieve powerful functions: automatic cut-off in one minute after no-operation, automatic
decompression after stop, and overload protection.

» An advance external heat sink increases pump reliability of continuous operation.

» The advanced pressure control valve fits through a long-time continuous operation and provides stable pressure.

» Triphase brushless motor provides for high efficiency, low maintenance, and long life.

» The pump head is built for long life and low maintenance, Compact, and Lightweight, high speed, large flow, high efficiency

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model High Pressure Middle Low High Middle Low Motor 0il Input Weight(Kg)
0il Flow Pressure Pressure Pressure(Mpa) | Pressure(Mpa) [ Pressure(Mpa) | Power(KW) Capacity(L) Power
(L/min) 0il Flow 0il Flow
(L/min) (L/min)
RLP5000 0.85 1.7 7.5 70 28 7 1.1 5 1PH 110-240V 50/60HZ 28

057 /pacE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RSP-70, Air Driven Hydraulic Torque Wrench Pumps

Dimension L /mm 490
Dimension W/ mm 229
Dimension H/mm 550

Oil Capacity: 5L Power:3KW Flow Rate At Rated Pressure: 0.85L/min Max Operation Pressure: 700bar

* Input Air pressure range 4-8 bar.

» Three-speed operation reduces cycle time for higher productivity and efficiency.

» Default options with the manifold for simultaneous operation of 2 Torque wrenches.

* The super power-to-weight ratio, 22kg, is easy to carry. The output pressure range is within 40-700 bar.

» An excellent Built-in cooling system increases the reliability of the longtime running of the pump in the harsh industrial
environment

» Durable aluminum oil tank for excellent heat dissipation, rustproof, and easy handling.

* No electric control system for explosion-proof

» Default options with the manifold for simultaneous operation of 2 Torque wrench customized options with the quick joint mounting
plate for simultaneous operation of up to 4 torque wrenches.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model High Middle Low High-Pressure | Middle-Pressure | Low-Pressure Motor 0il Air Pressure(bar) Weight(Kg)
Pressure/Mpa Pressure/ Pressure/ 0il Flow 0il Flow 0il Flow Power(KW) Capacity(L)
Mpa Mpa (L/min) (L/min) (L/min)
RSP-70 70 30 7 0.85 1.8 8 3 5 4~8 22
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EAJ Series, Subsea Hydraulic Bolt Tensioners
Bolt Range:M20-M90 %" — 3",”
Load Capacity: 151,3 — 2320,9KN .
Stroke: 20-30mm Think Safety
Max Operation Pressure: 1500bar Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!
Load Cell Thread Size Qucik Cylinder Maximum Load Stroke/mm Dimension Dimension Dimension Dimension Dimension Dimension Dimension Dimension Total
Model Number Fastening Effective Capacity/KN A/mm B/mm C/mm D/mm E/mm F/mm G/mm H/mm Weight/Kg
Nut Model Area/mm2
Number
EAJILC 3/4-10UN | EAJ1QFNO750U10 1008.7 151.3 20 114 91 19 66 217 35 53 19 15
EAJILC 7/8"-9UN EAJ1QFN0875U09 1008.7 151.3 20 114 91 19 66 217 35 53 119 1.5
EAJILC M20X2.5 EAJ1QFNM02025 1008.7 151.3 20 114 91 19 66 217 35 53 119 1.5
EAJILC M22X2.5 EAJ1QFNM02225 1008.7 151.3 20 114 91 19 66 217 35 53 119 1.5
EAJ2LC 1"-8UN EAJ2QFN1000U08 1658.4 248.7 30 147 120 25 82 289 50 62 152 3
EAJ2LC M24X2.5 EAJ2QFNM02425 1658.4 248.7 30 147 120 25 82 289 50 62 152 3
EAJ2LC M27X3 EAJ2QFNM02730 1658.4 248.7 30 147 120 25 82 289 50 62 152 3
EAJ2LC 11/8"-8UN | EAJ2QFN1125U08 1658.4 248.7 30 147 120 25 82 289 50 62 152 3
EAJ2LC M30X3.5 EAJ2QFNM03035 1658.4 248.7 30 147 120 25 82 289 50 62 152 3
EAJ3LC 11/4”-8UN | EAJ3QFN1250U08 2524.3 378.6 30 158 131 28 98 307 58 78 163 4.5
EAJ3LC M33X3.5 EAJ3QFNM03335 2524.3 378.6 30 158 131 28 98 307 58 78 163 45
EAJ3LC 13/8”-8UN | EAJ3QFN1375U08 2524.3 378.6 30 158 131 28 98 307 58 78 163 4.5
EAJ3LC M36X3.5 EAJ3QFNM03635 2524.3 378.6 30 158 131 28 98 307 58 78 163 45
EAJALC 11/2”-8UN | EAJAQFN1500U08 3686.7 553 30 171 136 33 14 319 63 91 176 6
EAJ4LC M39X4 EAJ4QFNM03940 3686.7 553 30 171 136 33 114 319 63 91 176 6
EAJ4LC 15/8"-8UN | EAJ4AQFN1625U08 3686.7 553 30 171 136 33 114 319 63 91 176 6
EAJ4LC M42X4.5 EAJ4QFNMO04245 3686.7 553 30 171 136 33 14 319 63 91 176 6
EAJ5LC 13/4”-8UN | EAJ5QFN1750U08 5908.7 886.3 30 184 146 40 139 342 70 114 189 9
EAJ5LC M45X4.5 EAJ5QFNM04545 5908.7 886.3 30 184 146 40 139 342 70 114 189 9
EAJ5LC 17/8"-8UN | EAJ5QFN1875U08 5908.7 886.3 30 184 146 40 139 342 70 114 189 9
EAJ5LC M48X5 EAJ5QFNM04850 5908.7 886.3 30 184 146 40 139 342 70 114 189 9
EAJ5LC 2"-8UN EAJ5QFN2000U08 5908.7 886.3 30 184 146 40 139 342 70 114 189 9
« Compact design EAJ5LC M52X5 EAJ5QFNM05250 5908.7 886.3 30 184 146 40 139 342 70 114 189 9
* Long piston stroke ) EAJ6LC M56X5.5 EAJ6QFNMO05655 8312.8 1246.9 30 201 161 49 164 367 82 138 206 13
: gbsigu?;‘i’;;?é Eggpfonnsfégpon EAJBLC 21/4-8UN | EAJBQFN2250U08|  8312.8 1246.9 30 201 161 49 164 367 82 138 206 13
« Visible piston stroke indication EAJ6LC M60X5.5 EAJ6QFNMO06055 8312.8 1246.9 30 201 161 49 164 367 82 138 206 13
+ ‘No spill’ over stroke elimination EAJ6LC 21/2"-8UN [ EAJ6QFN2500U08 8312.8 1246.9 30 201 161 49 164 367 82 138 206 13
* Quick fastening or solid reaction nut EAJSLC M64X6 EAJGQFNM06460 8312.8 1246.9 30 201 161 49 164 367 82 138 206 13
* Tommy Bar included with Load Cell EAJ7LC M68X6 EAJ7QFNMO06860 12369 18554 30 230 178 75 192 400 95 154 235 19
EAJ7LC 23/4"-8UN  [EAJ7QFN2750U08 12369 1855.4 30 230 178 75 192 400 95 154 235 19
EAJ7LC M72X6 EAJ7QFNMO07260 12369 1855.4 30 230 178 75 192 400 95 154 235 19
EAJ7LC M76X6 EAJ7QFNMO07660 12369 1855.4 30 230 178 75 192 400 95 154 235 19
EAJ7LC 3"-8UN EAJ7QFN3000U08 12369 1855.4 30 230 178 75 192 400 95 154 235 19
EAJSLC M80X6 EAJ8QFNMO08060 15473 2320.9 30 247 193 68 216 412 109 182 252 24.5
EAJSLC 31/4”-8UN | EAJBQFN3250U08 15473 2320.9 30 247 193 68 216 412 109 182 252 24.5
EAJBLC M85X6 EAJ8QFNM08560 15473 2320.9 30 247 193 68 216 412 109 182 252 24.5
EAJSLC 31/2"-8UN [ EAJBQFN3500U08 15473 2320.9 30 247 193 68 216 412 109 182 252 24.5
EAJSLC M90X6 EAJ8QFNMO09060 15473 2320.9 30 247 193 68 216 412 109 182 252 24.5
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TG Series, Hydraulic Nut Tensioners

1 xDmin

Bolt Range:3/4"-4" M20-M100
Load Capacity:228-2643KN
Stroke:10-15mm

Max Operation Pressure: 1500bar

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

061/pacE

* Lightweight and compact structure suits
opera_tions in small spaces. Load Cell Model | Adaptor Kit Model Thread Size/Inch Thread Size/mm | Adaptor Kit Model Bolt Load/KN Stroke/mm Ram Area/in2 | Ram Area/mm2 A/mm B/mm C/mm D/mm E/mm F/mm G/mm Weight/Kg
° Spemal steel body and advanced surface Number Number/Imperial Number/Metric
treatment with perfect rust and corrosion
resistance.
- Strong versatility and high adaptability. TG1 TG1-0750 U10 3/4”-10UNC M20X2.5 TG1-M2025 227.81 10 2.354 1518.76 73.5 21 67 71 45 62 49.5 2
* Synchronous application is available. TG1 TG1-0875 U09 7/8"-9UNC M22X2.5 TG1-M2225 227.81 10 2.354 1518.76 73.5 24 64 71 45 63 53 1.9
* Interchangeable, spring reset. TG1 TG1-1000 U08 17-8UN M24X3 TG1-M2430 227.81 10 2.354 1518.76 73.5 24 69 78 45 69 58.5 1.9
» Default maximum working pressure of
1500bar fits high-pressure manual pump, TG1 TG1-1125 U08 1.1/8"-8UN M27X3 TG1-M2730 227.81 10 2.354 1518.76 735 24 66 79 45 74 63.5 1.9
high-pressure pneumatic pump, and high- TG2 TG2-1125 U08 1.1/8”-8UN M27X3 TG2-M2730 443 15 4.578 2953.69 102 27 85 92 54 82 67.6 4.8
pressure electric pump. TG2 M30X3.5 TG2-M3035 443 15 4.578 2953.69 102 32 85 93 54 85 69 4.9
TG2 TG2-1250 U0O8 1.1/4”-8UN M33X3.5 TG2-M3335 443 15 4.578 2953.69 102 31 84 95 54 85 72 4.6
TG2 TG2-1375 U08 1.3/8”-8UN M36X4 TG2-M3640 443 15 4.578 2953.69 102 34 84 98 54 91 78 4.6
TG2 TG2-1500 UO8 1.1/2"-8UN M39X4 TG2-M3940 443 15 4.578 2953.69 102 36 82 100 54 90 80 4.7
TG3 TG3-1500 UO8 1.1/2”-8UN M39X4 TG3-M3940 810.85 15 8.379 5405.7 133 36.5 98 109 56 97 83.5 9.5
TG3 TG3-1625 U08 1.5/8”-8UN M42X4.5 TG3-M4245 810.85 15 8.379 5405.7 133 37.5 93 107 56 110 92.5 9
TG3 TG3-1750 UO8 1.3/4"-8UN M45X4.5 TG3-M4545 810.85 15 8.379 5405.7 133 40.5 98.5 116 56 115 98 9.3
TG3 TG3-1875 U08 1.3/8”-8UN M48X5 TG3-M4850 810.85 15 8.379 5405.7 133 42.5 95 116 56 116 101 9
TG3 TG3-2000 UO8 2”-8UN M52X5 TG3-M5250 810.85 15 8.379 5405.7 133 50 93.5 117 56 120 106 8.6
TG4 TG4-1875 U08 1.7/8”-8UN M48X5 TG4-M4850 1273.16 15 13.159 8489.96 163 43.5 106 118 57 130 108 16.1
TG4 TG4-2000 UO8 2"-8UN M52X5 TG4-M5250 1273.16 15 13.159 8489.96 163 46 102.5 117 57 124 108 15.7
TG4 TG4-2250 U0O8 2.1/4"-8UN M56X5.5 TG4-M5655 1273.16 15 13.159 8489.96 163 55 103 123 57 134 118.5 15.8
TG4 M60X5.5 TG4-M6055 1273.16 15 13.159 8489.96 163 54 121.5 145.5 57 150 127 18.3
TG4 TG4-2500 UO8 2.1/2"-8UN M64X6 TG4-M6460 1273.16 15 13.159 8489.96 163 58 102.5 130 57 147 130.5 15.1
TG5 TG5-2500 UO8 2.1/2"-8UN M64X6 TG5-M6460 1828.99 15 18.905 12196.45 193 64 107.5 133 60 147 130.5 22.7
TG5 M68X6 TG5-M6860 1828.99 15 18.905 12196.45 193 80 111 141 60 160 138 23.6
TG5 TG5-2750 UO8 2.3/4"-8UN M72X6 TG5-M7260 1828.99 15 18.905 12196.45 193 72 115 147 60 161 143 24.7
TGS TG5-3000 UO8 3”-8UN M76X6 TG5-M7660 1828.99 15 18.905 12196.45 193 77 108 146 60 170 153 22.2
TG5 TG6-3000 UO8 3”-8UN M76X6 TG6-M7660 1828.99 15 18.905 12196.45 193 77 120 153 60 170 153 38.5
TG6 M80X6 TG6-M8060 2643.43 15 27.323 17627.48 233 78 117 154 64 178 155.5 38.3
TG6 TG6-3250 UO8 3.1/47-8UN M85X6 TG6-M8560 2643.43 15 27.323 17627.48 233 78 114 154 64 182 165.5 38.1
TG6 TG6-3500 UO8 3.1/2"-8UN M90X6 TG6-M9060 2643.43 15 27.323 17627.48 233 86 114 160 64 191 174.5 37
TG6 TG6-3750 UO8 3.3/4"-8UN M95X6 TG6-M9560 2643.43 15 27.323 17627.48 233 99 116 168 64 210 183.5 37
TG6 TG6-4000 UO8 4”-8UN M100X6 TG6-M10060 2643.43 15 27.323 17627.48 233 105 116 174 64 220 200 36.4
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TS Se ries, H yd rau I Ic Stu d Te nsioners . glrgehctiv;:a;gtgcteIaﬁgd(;oan:lza:é:;:::cet; rseuffualtt:z ct)l!:eeartant?nntsvm:';eal!::(?tarzesst.and corrosion resistance.
» Strong versatility and high adaptability.
* Synchronous application is available.
* Interchangeable, spring reset.
* Default maximum working pressure of 1500bar fits high-pressure manual pump, high-pressure pneumatic pump, and
high-pressure electric pump.
Bolt Range: M20-M100 3/4"-4" ‘
Load Capacity:180-3110KN 80% Think Safety
Stroke:15mm
Max Operation Pressure: 1500bar Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!
hzﬁh?:" e} ::?r:';::/ﬁ:x:;?l Thread Size/Inch Thread Size/mm ﬁ:ﬂ;z:/ﬂgrﬁdel Bolt Load/KN Stroke/mm Ram Area/in2 |Ram Area/mm2 A/mm B/mm C/mm D/mm E/mm F/mm G/mm H/mm Weight/Kg
TS1 TS1-0750 U10 3/4”-10UNC M20X2.5 TS1-M2025 180.25 15 1.86 1201.93 72 21.5 90 99.5 68.5 61.75 49 36 2.62
TS1 TS1-0875U09 7/8"-9UNC M22X2.5 TS1-M2225 180.25 15 1.86 1201.93 72 24.75 89.25 100.75 68.5 72 57.5 36 2.68
TS2 TS2-0750 U10 3/4”-10UNC M20X2.5 TS2-M2025 236.06 15 2.44 1573.55 80.5 21 90 99.5 98.5 59.75 49 38.8 3.24
H cC TS2 TS2-0875 U09 7/8”-9UNC M22X2.5 TS2-M2225 236.06 15 2.44 1573.55 80.5 25 59.25 100.75 98.5 70 56.5 38.8 3.32
TS2 TS2-1000 U0O8 1”-8UN M24X3 TS2-M2430 236.06 15 2.44 1573.55 80.5 28 90 104 98.5 80.5 64.25 38.8 3.41
TS3 TS3-0875 U09 7/8"-9UNC M22X2.5 TS3-M2225 380.38 15 3.93 2536.12 99 24.75 93 104.5 71.5 76 59.5 47.9 5.21
AF TS3 TS3-1000 U0O8 17-8UN M24X3 TS3-M2430 380.38 15 3.93 2536.12 99 27.5 93 107 71.5 80.5 64.25 47.9 5.25
b TS3 TS3-1125 U08 1.18"-8UN M27X3 TS3-M2730 380.38 15 3.93 2536.12 99 28 96 113.5 71.5 90.75 72 47.9 5.53
TS3 M30X3.5 TS3-M3035 380.38 15 3.93 2536.12 99 35 94 114 71.5 85 69 47.9 5.54
‘ B TS3 TS3-1250 U0O8 1.1/4”-8UN M33X3.5 TS3-M3335 380.38 15 3.93 2536.12 99 34.5 95 114.5 71.5 89.88 75 47.9 5.56
B TS4 TS4-1125 U08 1.18"-8UN M27X3 TS4-M2730 564.95 15 5.84 408 116.5 33 118.5 135.5 97 90.75 75 56.5 8.76
TS4 M30X3.5 TS4-M3035 564.95 15 5.84 408 116.5 35 121 136 97 85 72 56.5 8.71
TS4 TS4-1250 UO8 1.1/4”-8UN M33X3.5 TS4-M3335 564.95 15 5.84 408 116.5 35 122 140 97 89.88 77 56.5 9.02
TS4 TS4-1375U08 1.3/8”-8UN M36X4 TS4-M3640 564.95 15 5.84 408 116.5 42 121 142 97 95.14 83 56.5 9.08
TS4 TS4-1500 U0O8 1.1/2"-8UN M39X4 TS4-M3940 564.95 15 5.84 408 116.5 39 121 145 97 93.41 85 56.5 9.08
Tensioners Selection Rule TS5 TS5-1375 U08 1.3/8”-8UN M42X4.5 TS5-M3640 763.94 15 7.89 5092.89 134.75 42 131.5 152.5 107.5 95.14 83 63.38 12.71
* Please select the stretching head TS5 TS5-1500 U8 1.1/2"-8UN M45X4.5 | TS5-M3940 763.94 15 7.89 5002.89 | 134.75 45 131.5 155.5 107.5 100.53 88 63.38 12.93
matching the stretching cylinder. For
example, to order a complete tensioner TS5 TS5-1625 U08 1.5/8"-8UN M42X4.5 TS5-M4245 763.94 15 7.89 5092.89 134.75 45 136 159 107.5 111.54 96 63.38 13.09
fora 3/4" -10UNC threaded bolt order : TS5 TS5-1750 U08 1.3/4”-8UN M45X4.5 TS5-M4545 763.94 15 7.89 5092.89 134.75 46 136 162 107.5 119.72 103 63.38 13.42
* Load Ce”:_TS1 TS6 TS6-1625 U08 1.5/8"-8UN M42X4.5 TS6-M4245 951.41 15 9.83 6342.57 149.25 48 135.75 158.75 107.5 111.54 96 72.53 15.67
; ﬁ‘i/i‘l’]tglrs'gt&ﬁ:;o;fgtgh1Sy“nder o fita TS6 TS6-1750 U08 1.3/4’-8UN M45X4.5 | TS6-M4545 951.41 15 9.83 | 634257 | 14925 | 48 136 162 1075 | 11972 | 103 72.53 16.07
variety of bolt specifications, please TS6 TS6-1875 U08 1.7/8"-8UN M48X5 TS6-M4850 951.41 15 9.83 6342.57 149.25 46.5 137.5 166.5 107.5 113.52 103 72.53 16.01
select a variety of stretch heads TS6 TS6-2000 U08 27-8UN M52X5 TS6-M5250 951.41 15 9.83 6342.57 149.25 53.5 135 168.5 107.5 120.47 110 72.53 16
according to the parameter list. TS7 TS7-1875 U08 1.7/8"-8UN M48X5 TS7-M4850 1458.89 15 15.08 | 972579 | 179.5 55 14125 | 170.24 109.5 121.45 107 87.5 243
TS7 TS7-2000 U0O8 2"-8UN M52X5 TS7-M 1458.89 15 15.08 9725.79 179.5 55 142.5 176 109.5 128.42 114 87.5 24.85
TS7 TS7-2250 U08 2.1/4”-8UN M56X5.5 TS7-M 1458.89 15 15.08 9725.79 179.5 59 148.25 180.75 109.5 132.61 119 87.5 24.89
TS7 M60X5.5 TS7-M 1458.89 15 15.08 9725.79 179.5 60 145.5 182 109.5 144.8 127 87.5 24.26
TS7 TS7-2500 U0O8 2.1/2"-8UN M64X6 TS7-M 1458.89 15 15.08 9725.79 179.5 67 141.5 182 109.5 144.8 130 87.5 24.81
TS8 TS8-2250 U08 2.1/4”-8UN M56X5.5 TS8-M5655 1989.25 15 20.56 13261.91 206.75 65 151.25 184.75 110.5 134.6 119 103.4 33.68
TS8 M60X5.5 TS8-M6055 1989.25 15 20.56 13261.91 206.75 60 145.5 183 110.5 170 137 103.4 34.6
TS8 TS8-2500 U08 2.1/2”-8UN M64X6 TS8-M6460 1989.25 15 20.56 13261.91 206.75 66 152.5 194 110.5 144.8 130 103.4 34.64
TS8 M68X5.5 TS8-M6855 1989.25 15 20.56 13261.91 206.75 70 151 196.5 110.5 160 141 103.4 32.83
TS8 TS8-2750 U08 2.3/4”-8UN M72X6 TS8-M7260 1989.25 15 20.56 13261.91 206.75 76 147.75 197.25 110.5 158.23 146 103.4 35.08
TS8 TS8-3000 U0O8 3"-8UN M76X6 TS8-M7660 1989.25 15 20.56 13261.91 206.75 80.5 146.75 198.75 110.5 169.93 151 103.4 34.73
TS9 TS9-2750 U0O8 2.3/4”-8UN M72X6 TS9-M7260 2753.32 15 28.45 18355.45 239 80 154.75 204.25 112.5 170.18 149 119.5 48.6
TS9 TS9-3000 UO8 37-8UN M76X6 TS9-M7660 2753.32 15 28.45 18355.45 239 81 160.75 211.75 112.5 169.93 151 119.5 48.86
TS9 M80X6 TS9-M8060 2753.32 15 28.45 18355.45 239 78 158.5 213.5 112.5 190 164 119.5 47.7
TS9 TS9-3250 U0O8 3.1/4”-8UN M85X6 TS9-M8560 2753.32 15 28.45 18355.45 239 88 159 219 112.5 181.37 160 119.5 50.82
TS9 TS9-3500 U0O8 3.1/2"-8UN M90X6 TS9-M9060 2753.32 15 28.45 18355.45 239 94 158.5 2235 112.5 187.37 172 119.5 51.08
TS10 TS10-3250 UO8 3.1/4”-8UN M85X6 TS10-M8560 3109.94 15 32.14 20732.86 257.5 87 165 223 112.5 181.37 163 128.8 59.28
TS10 TS10-3500 UO8 3.1/2"-8UN M90X6 TS10-M9060 3109.94 15 32.14 20732.86 257.5 95.5 166.5 229.5 112.5 187.38 171 128.8 60.07
TS10 TS10-3750 UO8 3.3/4”-8UN M95X6 TS10-M9560 3109.94 15 32.14 20732.86 257.5 100 157.75 225.75 112.5 209.44 185 128.8 58.69
TS10 TS10-4000 UO8 4”-8UN M100X6 TS10-M10060 3109.94 15 32.14 20732.86 257.5 105 152 223.5 112.5 215.64 194 128.8 56.9
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TW Series, Wind Turbine Hydraulic Tensioners Air Driven Hydraulic Bolt Tensioner Pump

Bolt Range:M30-M64 Load Capacity:465-2221KN Stroke:8-10mm Max Operation Pressure: 1500bar Oil Capacity:3.5-6L Flow Rate At Rated Pressure:0.3-0.57L/min Max Operation Pressure: 1500-2800bar

 Lightweight and compact structure suits operations in small

spaces. « Ahigh-pressure air-driven pump allows the applications of anti-explosion.

» Special steel body and advanced surface treatment with » Advanced high-efficiency pump performs with easy handling, Low noise, high running reliability, and low maintenance cost
perfect rust and corrosion resistance. * The Built-in smart sensor offers an automatic power-off at the desired pressure

» Strong versatility and high adaptability. * Ahand-operated shank can be a manual drive or a pneumatic drive

» Synchronous application is available. * Inputting air source pressure of 4-8 bar

* Interchangeable, spring reset. « Aprecise pressure reducer provides the exact air pressure

» Default maximum working pressure of 1500bar fits high- » Either a Manual valve or pneumatic valve is an available option for pressure control
pressure manual pump, high-pressure pneumatic pump, and * Independent outputs of multi branches provide Simultaneous operation of multiple tensioners

high-pressure electric pump.

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Number  |Bolt Diameter/| Min Stud Max Stud Max Stroke/mm| Maximum Maximum Hydraulic Hydraulic A/mm B/mm D/mm Weight/Kg
Metric Protrusion/mm | Protrusion/ Load/KN Load/Ibs Pressure Pressure
Area/mm2 Area/in2
TW4B M30 59 69 8 465.38 104622 | 3447.21 5.343 72 205 64 6.16
TW5B M33 64 73 10 575.8 129444 | 4266.09 6.611 79 217.5 71 7.24
TweB M36 n 81 10 678.26 152478 | 5024.05 | 7.787 845 229.5 144 8.75 Model Max Working Flow Rate Usable Oil Input Adapter | Output Dimension Weight/Kg
TW8B M39 76 86 10 810.58 182225 | 6004.2 9.307 92 263 83 11.12 Pressure(har) (L/min) Capacity(L) Adapter
TW9B M42 83 93 10 929.67 208999 | 6886.37 10.674 97 262.5 95 12.75
TW10B M45 88 98 10 1079.48 242682 | 7996.12 12.394 155 2755 94.5 15.86 RAT-150 1500 0.3 3.5 1/2"BSP G1/4” 340X320X380 16
TW12B M48 94 104 10 1221.57 274620 | 9048.57 14.025 111 286.5 100.5 17.84 RAT-150B 1500 0.57 6 1/2"BSP G1/4 380X360X380 24
TW16B M56 110 120 10 1686.19 379070 | 12490.29 19.359 132 317 115 26.5 RAT-200 2250 0.35 6 1/2"BSP G1/4” 380X360X380 24
TW22B M54 124 134 10 2221 499300 | 16461.3 25.515 150 352 124 35 RAT-280 2800 0.3 6 1/2"BSP G1/4 380X360X380 24
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RIVERLAKE

Electric Bolt Tensioner Pump

Oil Capacity:3-5L Flow Rate At Rated Pressure:0.08-0.15L/min Max Operation Pressure: 1500-3500bar

- RBP/RBE Series pumps are double-stage piston pump designs without
boosters.

* Brushless motor, low noise, low maintenance.

« With an adjustable relief valve, adjust the system pressure accurately.

» No-leak design, keeping pressure while cut-off power.

» Aluminum reservoir and frame, compact design, low weight, and easy to
carry.

« Install with CEJN Quick Couplers

Think Safety

BOLTING TOOLS

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Max Working Low Pressure High Pressure | 0il Capacity(L) 0il Port Coupling Weight/Kg
Pressure(bar) Flow Rate Flow Rate Thread
(L/min) (L/min)
RBE-1500 1500 1.5 0.15 3 G 1/4” CEJN:116 16
RBP-1500 1500 1.5 0.15 5 G 1/4” CEJN:116 18
RBE-2000 2000 1.5 0.12 3 G 1/4” CEJN:125 16
RBP-2000 2000 1.5 0.12 5 G 1/4” CEJN:125 18
RBE-2500 2500 1.5 0.1 3 G 1/4” CEJN:125 16
RBP-2500 2500 1.5 0.1 5 G 1/4” CEJN:125 18
RBE-3500 3500 1.5 0.08 3 M16X1.5 CEJN:135 16
RBP-3500 3500 1.5 0.08 5 M16X1.5 CEJN:135 18
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RIVERLAKE

BOLTING TOOLS

RTE150, 150Mpa Electric Bolt Tensioner Pump

Oil Capacity:5L Flow Rate At Rated Pressure:0.35-0.37L/min Max Operation Pressure: 1500bar

* RTE series higher pressure electric pump is a direct drive pump, with the
lowest cost and smooth pressure and flow, compared with the normal
booster pump

* Pumps’ structure is radial piston pump type, with higher working
pressure and compact structure

» The pump head with radial loading type can insure the bearing
breakdown when it is operating with higher pressure. Also, keep the
smooth operating of the pump head better and keep the noise of the
pump lower and the pressure of the pump is smooth

» Pump with a combined seal structure can keep the leakage rate get
down

» Higher pressure piston sets with indirect type oil input, the high-

pressure piston sets begin to work when the low piston sets work. it

should reduce the impact and prolong the working life of the electronic

motors

Dimension L/mm 490
Dimension W/ mm 310
Dimension H/mm 500

* Pump with flood valve and unloading valve, also the pressure should be

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Max Working Low Pressure High Pressure Power(KW) 0il Input Power Weight/Kg
Pressure(bar) Flow Rate Flow Rate Capacity(L)
(L/min) (L/min)
RTE-150B 1500 1.4 0.37 1.1 5 1HP 110-240V 50HZ 37
RTE-150E 1500 1.65 0.35 1.1 5 1HP 110-130V 60HZ 37
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RIVERLAKE

BOLTING TOOLS

Ultra High-Pressure Hydraulic Hand Pump

Oil Capacity:1440-1600cm3 Max Operation Pressure: 1500-2800bar

* Made of aluminum titanium alloy, lightweight, high pressure, corrosion,
and impact resistance to various hash environments.

» Two speed operation, built-in high and low-pressure automatic switch
valve.Providing greater flow at low pressure to save operation time and
increase the work efficiency

« Internal safety valve design, protection for overload

» The pressure regulating valve can adjust the working pressure

« Compact design, easy to carry

* Installed with pressure gauge and adapter

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Usable 0il First Stage Second Max handle 0il oil Weight/Kg Dimension Dimension Dimension
Capacity/cm3 Pressure/bar Stage Force/Kg Displacement Displacement A/mm B/mm C/mm
Pressure/har Per Stroke Per Stroke
1st Stage 2nd Stage
(cm3) (cm3)
P-1500 1600 18 1500 20 32 1.2 10.8 225.2 47.2 65.7
P-1601 1440 15 1600 38 32 2.5 6.3 577 120 170
P-2100 1600 18 2100 20 32 1.2 10.8 225.2 47.2 65.7
P-2800 1600 18 2800 20 32 0.8 10.8 225.2 47.2 65.7
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RIVERLAKE

BOLTING TOOLS

Battery Powered Torque Wrench

Square Drive:0.75-1.5" Torque Range:200-8000Nm Speed:1.1-6.5Rpm

+ 0.96-inch IPS LCD display

» Using a brushless motor, longer service life

* Digital adjustment and display of torque and working status parameters of the wrench

* Any value of torque can be set within the torque range, supporting 1Nm adjustment

» Different torque adjustment modes available, torque digital adjustment or torque adjustment from 1 to 99 stages
* Programmable preset 10 common output torques or stages

» Support larger capacity air-cooled lithium battery 5.2, 8.1AH/10.0AH

* Equipped with a standard reaction arm, the reaction arm can be customized

» Support the installation of a hoisting system, making it safer to operate at heights

» Supportlocal log, support USB read log

» Anti-reaction-arm-locking features, automatic unloading function, and the unloading angle can be customized
* Using a multi-stage planetary gearbox, high reliability, and high stability

» Wrench overheating temperature monitoring function

» Battery level monitoring, compensation

» Torque overload limit function

* Accuracy +4%

« IlUser (operator, administrator) hierarchical function management

» The buzzer promptis suitable for the factory environment

» Background torque calibration function, software torque compensation function

» Supports metric and imperial units

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

it | | | o | St | o | vy | G| D | S| oo
RSW7 0.75 200 700 6.5 80 4 279 69 69 198
RSW14 0.750r 1 338 1350 5.7 80 4 284 69 69 198
RSW20 1 525 2000 3 80 4.9 292 76 76 201
RSW40 1or1.5 1000 4000 2.2 80 5.9 306 82 82 205
RSW60 1.5 1500 6000 1.5 80 8.6 343 93 93 209
RSW80 1.5 2000 8000 1.1 80 9.9 353 102 102 214
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Pneumatic Torque Wrench HT1,HT2,HT5,HT6 Series, Torque Multipliers

Squre Drive:0.75-1.5" orque Range:240-8000Nm Speed:2.2-18Rpm

» The extremely excellent power-to-weight ratio, and wider torque range, suitable for multiple stations » Avariety of reaction styles are available for maximum versatility.

» Using a multi-stage gearbox, unparalleled reliability, constant speed, and stable output » Electronic torque transducers can be fitted for precise torque monitoring.

» Gun-shaped design, ergonomic and lighter * True torque multiplication is guaranteed better than +/-4%.

» Torque output in forwarding and reverse directions are the same » High ratios allow the use of a small torque wrench, multipliers can be used where access is limited.
» Low noise, non-shock output torque » Anti Wind-Up Ratchet available on models of 25:1 ratio and above.

= Accuracy +5% (requires a correct supply of air pressure and air volume)

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Torque Torque Torque Ratio Input Output Dimension Dimension Min Max Body Reaction
Range(Nm) Range(Ibf.ft) Square Drive | Square Drive A(mm) B(mm) Dimension Dimension Weight(Kg) Arm
Model Square Min. Max. Speed(Rpm) Noise(dB) Weight(Kg) Dimension Dimension Dimension Dimension C(mm) C(mm) Weight(Kg)
Drive(Inch) Torque(Nm) Torque(Nm) A(mm) B(mm) C(mm) D(mm)

HT1 1700 1250 5:1 1/2” 3/4” 108 106 83 217 3 2.2
RFW8 0.75 240 700 18 80 4.7 265 69 69 223 HT2/5 1700 1250 5:1 3/4” 17 108 126 83 217 3 2.2
RFW14 0.750r 1 405 1350 12 80 4.7 265 69 69 223 HT2/25 1700 1250 25:1 1/2” 17 119 141.5 83 264 5.6 2.2
RFW20 1 600 2000 10 80 6.6 273 76 85 223 HT5/5 3400 2500 5:1 3/4” 17 108 142.1 86 264 4.7 2.5
RFW40 1or1.5 1350 4000 4 85 10.2 270 88 102 223 HT5/25 3400 2500 25:1 1/2” 17 119 167.6 86 264 7.5 2.5
RFW60 1.5 1800 6000 2.5 85 1.7 289 93 102 265 HT6 3400 2500 5:1 3/4” 11/2” 119 144.7 86 264 4.7 2.5
RFW80 1.5 2400 8000 2.2 85 13.2 300 102 102 265 HT6/25 3400 2500 251 1/2” 11/2” 119 172 86 264 7.5 2.5
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HT3 Series, Torque Multipliers HT4 Series, Torque Multipliers

» Torque magnification 5:1 » High gear ratio, only need to use a small torque wrench to operate

» Repeatability accuracy better than +4% » Repeatability accuracy better than +4%

» Comes with two reaction arms » Anti-rebound safety device (AWUR), is safer and more convenient to operate
- Rugged construction, easy maintenance, and long service life » Rugged construction, easy maintenance, and long service life

» Angle protractor for easy viewing of tightening torque and angle

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Torque Torque Torque Ratio Input Output Dimension Dimension Dimension Body Reaction
Model Torque Torque Torque Ratio Input Square | Output Square | Dimension Dimension Dimension Dimension Body Reaction Range(Nm) Range(Ibf.ft) Square Drive Square A(mm) B(mm) C(mm) Weight(Kg) Arm
Range(Nm) Range(Ibf.ft) Drive Drive A(mm) B(mm) C(mm) D(mm) Weight(Kg) Arm Drive Weight(Kg)
Weight(Kg)
HT4-3000 3000 2200 15.5:1 1/2” 17 108 156 450 6.1 1.9
HT3-1300 1300 960 5:1 1/2 3/4 108 126 210 180 3.8 1.3 HT4-4500 4500 3300 26:1 1727 1 108 173 450 7 1.9
HT3-2700 2700 2000 5:1 3/4” 17 108 128 210 186 3.8 1.3
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HT30,HT40,HT60 Series, Torque Multipliers HT-52 Series, Manual Torque Multipliers
» Reduced diameter allows better access, particularly on pipe flanges. » The body size is moderate, the operation is convenient and safe
» Reaction taken from the high-strength spline. * Repeatability accuracy better than 4%
« Reaction feet can slide on the spline to allow for sockets of various lengths. » With anti-rebound device
« Anti Wind-Up Ratchet is available on all models (except 5:1 ratios), allowing safer and more practical operation. * Rugged construction, easy maintenance, and long service life

» Ht45 has an integral angle protractor for easy torque and angle tightening.

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Torque Torque Torque Ratio | Input Square | Output Dimension Dimension Dimension M_in . M_ax : Bud_y Reaction
Range(Nm) | Range(lbf.ft) Drive Square Drive [ A(mm) B(mm) C(mm) g:r:]:l)slon g;m:)smn Weight(Kg) alr:;gm(Kg) Model Torque Torque Torque Ratio Input Output Dimension Dimension Dimension Dimension Body Reaction
Range(Nm) Range(Ibf.ft) Square Drive Square A(mm) B(mm) C(mm) D(mm) Weight(Kg Arm
Drive Weight(Kg)

HT30/5 3000 2200 5:1 3/4” 17 108 192 140 2242 252.4 5 2
HT30/15 3000 2200 15:1 1/2” 1” 108 210.9 140 243.2 271.4 7 2 HT-52/22.1 1000 740 22:1 3/8” 3/4” 52 139 131 175 1.4 0.85
HT30/25 3000 2200 25:1 1/2” 17 108 210.9 140 243.2 241.4 7 2 HT-52/22.2 1000 740 22:1 1/2” 3/4” 52 139 131 175 1.4 0.85
HT45/26 4500 3300 26:1 1/2” 17 108 228 174 * 322 8.7 4 HT-52/22.3 1000 740 22:1 3/8” 3/4” 52 150.1 131 186.3 1.6 0.85
HT60/25 6000 4400 25:1 1/2” 11/2” 119 256 174 311.5 337 10.6 4 HT-52/22.4 1000 740 22:1 1/2” 3/4” 52 150.1 131 186.3 1.6 0.85
HT60/125 6000 4400 125:1 1/2” 11/2” 119 284.7 174 340.5 366 121 4 HT-52/4.5 1000 740 4.5:1 1/2” 3/4” 52 115 131 150.3 1.02 0.85
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RIVERLAKE

HT-72 Series, Manual Torque Multipliers

» The body size is moderate, the operation is convenient and safe

» Repeatability accuracy better than +4%

» With anti-rebound device

» Rugged construction, easy maintenance, and long service life
 Lightweight aluminum reaction arm

« Can be used with a torque sensor and display to display torque value

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Torque Torque Torque Ratio | Input Square | Output Dimension Dimension Dimension Dimension Body Reaction
Range(Nm) | Range(lbf.ft) Drive Square Drive | A(mm) B(mm) C(mm) D(mm) Weight(Kg) | Arm
Weight(Kg)

HT-72/5.1 1000 740 5:1 1/2” 3/4” 72 144 165 188 2.4 0.66
HT-72/5.2 1500 1100 5:1 1/2” 1” 72 144 165 188 2.4 0.66
HT-72/5.3 2000 1450 5:1 3/4” 17 72 144 165 188 2.4 0.66
HT-72/25.1 1000 740 25:1 1/2” 3/4” 72 165 165 188 2.7 0.66
HT-72/25.2 2000 1450 25:1 1/2” 17 72 165 165 188 2.7 0.66
HT-72/25.3 1000 740 25:1 1/2” 3/4” 72 174 165 218 3 0.66
HT-72/25.4 2000 1450 25:1 1/2” 1” 72 174 165 218 3 0.66

077/pAcE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

BOLTING TOOLS

RIVERLAKE

TMS Series, Torque Multipliers

« Itis suitable for the construction site of nut disassembly and assembly in a narrow space, light, and convenient for manual operation.
» The planetary gear structure produces large torque output, and the reaction support arm can be adjusted arbitrarily in 360°.
 Interchangeable sockets of different specifications are suitable for a variety of large-diameter bolts and nuts.

» The smallest tool diameter produces the largest torque output.

» The reaction feet can be customized according to the actual working conditions of the user

» Use with RIVERLAKE torque wrench to get higher torque accuracy

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Torque Bolt Range Nut Range Torque Ratio Input Output Weight/Kg
Range(Nm) Square Square
Drive Drive

TMS15 1500 M20-M30 S30-S46 5:1 1/2” 17 2.6
TMS20 2000 M22-M36 S32-S55 16:1 1/2” 17 3.9
TMS35 3500 M30-M45 S46-S70 18:1 1/2” 17 55
TMS42 4200 M33-M48 S50-S75 20:1 1/2” 11/2” 6

TMS55 5500 M36-M52 S$55-S80 22:1 1/2” 11/27 7.5
TMS75 7500 M42-M60 S65-S90 26:1 1/2” 11/2” 10
TMS100 10000 M52-M72 S80-S105 60:1 1/2” 11/2” 17
TMS150 15000 M60-M80 S90-S115 75:1 1/2” 2’ 25
TMS-200 20000 M72-M95 S105-S135 90:1 1/2” 2’ 31
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RIVERLAKE FLANGE MAINTENANCE TOOLS RIVERLAKE FLANGE MAINTENANCE TOOLS

FS Series, Hydraulic Flange Spreader Fs108, 8 Ton Integral Hydraulic Flange Spreader

Capacity:5-10ton Spread:70-216mm Maximum Operating Pressure:700bar Tip Clearance: 3mm Spread:90-220mm Max Spread Force:8 ton Maximum Operating Pressure:700bar
» Lightweight, ergonomic design for easy operation * Built-in hand pump,no extra hand pump and hose needed

» Adjustable jaw widths from 70mm to 216mm for a wide range of » Simple and quick to use

applications
 Single-acting spring return RC hydraulic cylinder for fast operation

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings! these ratings!
Model Capacity/| Max Flange | Standard Stud Stroke/ | Oil Weight/Kg [Di ion| Di ion | Di ion | Di ion | Di ion | Di ion | Di ion | Dimension | Dimension

Ton Thickness/ | Wedge/mm | Size/mm | mm Cpacity/ A/mm B/mm C/mm D/mm E/mm F/mm H/mm I/mm J/mm

UL cm3 Model Max Spreading | Tip Clearance/ Max Working .
e Force/Ton e Spread/mm Spreader Type O Weight/Kg

FS56 5 2X57 2-28 19-28 38 24.6 11.5 76 209 70 32 196 88 25 206 19
FS109 10 2X92 3-28 | 31-41| 54 | 787 | 181 | 108 | 279 104 50 152 114 38 273 31 FS108 3 3 90.22 Hydraulic 700 55
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RIVERLAKE

FLANGE MAINTENANCE TOOLS

FSH-14 ,Hydraulic Flange Spreaders

Tip Clearance: 6mm Maximum Spread:81mm Max Spread Force:14 ton Maximum Operating Pressure:700bar

» The hydraulic flange spreader is available as a set(pump, tool, gauge, gauge adapter. couplers, and hose) for your ordering
convenience.

- Suitable for maintenance, overhaul, testing, and valve replacement applications.

 Integrated wedge design:friction-free, smooth, and parallel wedge movement eliminates flange damage and prevents spreading
arm failure

» Unique interlocking wedge design: no first step bending and risk of slipping out of joint

* Require very small access of only a 6mm gap

» Stepped spreader arm design: each step can spread under full load

* 42CrMnMo Material

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

RIVERLAKE

FLANGE MAINTENANCE TOOLS

FSM-8,Mechanical Flange Spreaders

Tip Clearance: 6mm Maximum Spread:81mm Max Spread Force:8 ton

 Integrated wedge concept: friction-free, smooth, parallel wedge movement eliminates flange damage and spreading arm failure
» Unique interlocking wedge design: no first step bending and risk of slipping out of joint

» Requires a very small access gap of only 6mm

» Stepped spreader arm design: each step can spread under full load

» Few moving parts mean durability and low maintenance

» Safety block SB1 and ratchet spanner SW22 included

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Max Spreading | Tip Clearance/ Max Spread/ Spreader Type | Oil Capacity/ | Weight/Kg
Number Force/Ton mm mm cm
FSH14 14 6 81 Hydraulic 78 71

081/pacE
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Model Max Spreading | Tip Clearance/ Max Spread/ Spreader Type Weight/Kg
Number Force/Ton mm mm
FSM8 8 6 81 Mechanical 6.5
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RIVERLAKE FLANGE MAINTENANCE TOOLS RIVERLAKE FLANGE MAINTENANCE TOOLS

Lw16, 16 Ton Hydraulic Vertical Lifting Wedge Mechanical Secure-Grip Flange Spreader
Max Lifting Force:16 Ton Tip Clearance:10mm Max Spread:21mm Maximum Operating Pressure:700bar Capacity:4-25 Ton Maximum Spread:75-120mm Maximum Operating Pressure:700bar
* Minimized access gap for greater accessibility on applications with limited insertion space * Unique expanding collet technology
« Secure, stable lifting and lowering motion with no slippage « Little or no access gap required
« Assingle-acting spring return cylinder allows for automatic, mechanical retraction » Secure bolt-hole locking mechanism.
* Includes safety block Sb2 * Time-saving, simple operation
* It can be used in multiple setups. * Measurable, controlled flange spreading force

« Virtually universal, the Secure-Grip Flange Spreader range covers ANSI, DIN, SPO, ASME, APl and BS flanges.

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Capacity(Ton) | Max Spread | Tip Clearance Type Usable On Flanges Specified To Accept The 0il Capacity | Max Spread
(mm) (mm) Following Bolt Sizes (cm3) (mm)
SG4TMSTD 4 75 0 Mechanical| M16,M20,5/8”,3/4” * 12.8
SG6TMSTD 6 80 0 Mechanical| M24,M27,7/8”,1” * 16
SG11TMSTD 11 90 0 Mechanical| M30,M33,M36,1 1/8”,1 1/4”,1 3/8” * 20
Model Max Lifting Tip Clearance/ Max Spread/ Spreader Type 0il Capacity/ Weight/Kg SG13TESTD 13 15 0 Hydraulic | M39(1 1/2"),N42(1 5/8"),M45(1 3/4") 300 40.5
Number Force/Ton mm mm cm SG15TESTD 15 100 0 Hydraulic | M48(1 7/8”),M52(2”),M56(2 1/4”) 400 45
SG18TESTD 18 100 0 Hydraulic | M60(2 3/8"),M64(2 1/2"),M70(2 3/4") 400 45
LW16 16 10 21 Hydraulic 78 9 SG25TESTD 25 120 0 Hydraulic | M76(3”),M80(3 1/4”),M84(3 3/8”),M90(3 1/2"),M95(3 3/4”),M100(4”) 500 50
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RIVERLAKE

FLANGE MAINTENANCE TOOLS

MG7TMSTD, 7 Ton, Mini-Gap Flange Spreader

Tip Clearance: 2mm Maximum Spread:27mm Max Spread Force:7 ton Maximum Operating Pressure:700ba

» Foruse on smaller, lower pressure flange joints if the flange joint you are working on has an access gap of 2.0mm (0.08"). The tool
will provide 7 ton of spreading force. Itis recommended that tools are used in pairs giving: 14 tons of spreading force.

« Areversible leg design gives a greater range of applications

» Unique double-angled wedge produces great spreading force without reducing the spreading distance
* Robust lightweight tool

» Locks on to flange joint

*1xMG7TM Tool

« 2 x Spreading Bar

» Gross Set Weight: 11,5 kg

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Max Spreading | Tip Clearance/ Max Spread/ Spreader Type Weight/Kg
Number Force/Ton mm mm
MG7TMSTD 7 2 27 Mechanical 1.5
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RIVERLAKE

FLANGE MAINTENANCE TOOLS

SFS Series,Integral Hydraulic Flange Spreader

Capacity:12-15 Ton Stroke:53mm Cap:3-32mm Maximum Operating Pressure:700bar

» Unlike most types of flanged separators, the SFS series flanged separators do not use a two-piece jaw type separation claw
structure, but a unique 4-position double-step design, which greatly reduces separation claw slippage during opera

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Capacity(Ton) | Stroke(mm) Min Cap(mm) | Max Gap(mm) Weight(Kg)
SFS12H 12 53 3 32 5.9
SFS15 15 53 3 32 6.5
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FLANGE MAINTENANCE TOOLS

RIVERLAKE

SW14.5TI, 14.5 Ton Integral Hydraulic Flange Spreader

Tip Clearance: 6mm Maximum Spread:81mm
Max Spread Force:14.5ton Maximum Operating Pressure:700bar

» Tool Kit Inclusions:

+ 1 XSW14.5TI Wedgehead

+ 1 X 700bar Integral Hydraulic Pump/Jack

« 1 X Safety Block;1 X Pair of Stepped Blocks
« 1 X Carry Strap; 1 X Carry Case.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Capacity/Ton Maximum Tip Clearance/ | Jaw Width/mm | 0il Capacity/ Power Weight/Kg
Spread/mm mm cm3
SW14.5TE 14.5 81 6 * * Integral Hydraulic Type 10

087/pPrGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

RIVERLAKE

SWIi2025TE, 24 Ton Hydraulic Flange Spreader

Tip Clearance: 6mm Maximum Spread:103.5mm Max Spread Force:24 ton
Maximum Operating Pressure:700bar

» Practical, portable, and lightweight

» Revolving handle to aid horizontal or vertical spreading
* Removable handle for improved access

» No finger pinch-point

* Increased step-depth on upper steps

» Safety lanyard — 1,0 m length

» Forged key components for strength and reliability

» Rapid disassembly and assembly

* Narrow jaw teeth —improved tool wear.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Capacity(Ton) Maximum Tip Clearance | Jaw Width/ 0il Capacity/ Power Weight/Kg
Spread/mm /mm mm cm3
SWi2025TE 24 103,5 6 60 250 Split Hydraulic Power 15

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE RIVERLAKE

SWI2025TI, 24 Ton Integral Hydraulic Flange Spreader FA1TMSTD, 1 Ton, Mechanical Flange Alignment Tool

Tip Clearance: 6mm Maximum Spread:103.5mm

Max Spread Force:24 ton Maximum Operating Pressure:700bar Sapac o

Min. Bolt Size:16mm Flange Thickness:14-82mm

« Tool Kit Inclusions:

+ 1 x SWI2025TI Flange Spreader Wedgehead
*+1x10,000psi (700bar) Integral Hydraulic Pump/Cylinder
« 1 x Set of Safety Blocks

« 1 x Pair of Stepped Blocks

*1xLanyard

* 1 x Hex Key

« 1 x Carry-Strap

* 1 x Instruction Manual

* 1 x Carry Case

» The FA1TM Mechanical Flange Alignment Tool is a simple solution to smaller diameter lower pressure flange joint misalignment.
* The FATTMSTD Setincludes:

*1x FA1TM Tool

* 1 x Mini Ratchet Strap

* 1 x Instruction Manual

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings! these ratings!

Model Capacity/Ton Maximum Tip Clearance/ | Jaw Width/mm | 0il Capacity/ Power Weight/Kg Model I:)I;!::‘ar:i:;(lnn) glilzl:el(;'::) 's‘ll'l’;(:"l":) :::::E:ess(mm) :::::Ig:ess Type Weight/Kg
Spread/mm mm cm3 (inch)
SWI20/25TI 24 103.5 6 60 * Integral Hydraulic Type |~ 18.1 FA1TMSTD 1 16 0.63 14-82 | 0.55-329 | Mechanical 2

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE

FLANGE MAINTENANCE TOOLS

FA4TMSTD, 4 Ton, Mechanical Flange Alignment Tool

Capacity: 4 Ton Min. Bolt Size:24mm Flange Thickness:30-133mm

* The FA4TM Mechanical Linear & Rotational Alignment Tool is a simple solution to medium-diameter, medium-pressure flange joint
misalignment.

* The FA4TMSTD Setincludes:

* 1 xFA4TM Tool

* 1 x68N-m (50ft-Ib) Torque Wrench

* 1x22mm Socket

» 1 x Ratchet Strap

* 1 x Instruction Manual

* 1 x Carry-Case

Think Safety

091/pacE

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Alignment Min. Bolt Size Min. Bolt Size | Flange Flange Type Weight/Kg
Capacity(Ton) | (mm) (inch) Thickness(mm) Thickness
(inch)

FA4TMSTD 4 24 0.95 30-133 1.18-5.23 | Mechanical 8.6

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

FLANGE MAINTENANCE TOOLS

RIVERLAKE

FA9TESTD, 10 Ton, Hydraulic Flange Alignment Tool

Capacity: 10 Ton Min. Bolt Size:31.5mm Flange Thickness:93-228mm

» The FA9TE Hydraulic Linear & Rotational Flange Alignment Tool is a simple solution to large-diameter high-pressure flange joint
misalignment.

*» The FA9TESTD Setincludes:

* 1 x FA9TE Tool including Hydraulic Cylinder

* 1 x Instruction Manual

*1x Carry-Case

* 1 x Ratchet & Strap

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Alignment Min. Bolt Min. Bolt Flange Flange Type Weight/Kg
Capacity(Ton) Size(mm) Size(inch) Thickness(mm) Thickness
(inch)
FAQTESTD 10 31.5 1.24 93-228 3.66-9 Split Hydraulic 16.5

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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FA9TMSTD, 10 Ton, Integral Hydraulic Flange Alignment Tool FC10TESTD, 10 ton, Flange Closing Tool
Capacity: 10 Ton Min. Bolt Size:31.5mm Flange Thickness:93-228mm Capacity:10 Ton Max Closing Distance:600mm Min. Bolt Size:22mm
» The FA9TM Hydraulic Linear & Rotational Flange Alignment Tool is a simple solution to large-diameter high-pressure flange joint *This tool is used to assist with flange maintenance and installation of pipe flange assemblies.
misalignment. *FC10TE Hydraulic Flange Pulling Tool is used to close any flange with a bolt hole size of 22mm (7/8 inch) and above. Itis
* Built-in Integral hydraulic pump,no need for extra hand pump and hoses. recommended to use in pairs to produce a maximum pulling force of 20T.
* The FA9TMSTD Setincludes: * The closing distance of the tool can reach 600mm

*1xFA9TM Tool

* 1 x Instruction Manual
» 1 x Carry-Case

* 1 x Ratchet & Strap

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Alignment Min. Min. Flange Flange Type Weight/Kg . . . .
Capacity(Ton) | Bolt Size(mm) | Bolt Size(inch) | Thickness(mm) | Thickness MEtELRE N ax c!"s!;‘:n RS ;"I'Z'L/:I';']' Spreader Type | Weight/Kg
(inch) pacity/Ton | Distance/mm
FA9TMSTD 10 31.5 1.24 93-228 3.66-9 Integral Hydraulic 16.5 FC10TESTD 10 600 22 Hydraulic 23.5
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NC Series, Hydraulic Nut Splitter NS Series, Hydraulic Nut Splitter
Capacity:5-90 Ton Bolt Rnage:M6-M48 10-75mm Max Working Pressure:700bar Capacity:103-193 Ton Bolt Range:M45-M90 Max Working Pressure:700bar
« Compact and ergonomic design, easy to use » Specially designed to suit ANSI B16.5/BS1560 Standard flanges
* Unitangled head design  Single-acting spring return
- Single-acting spring return hydraulic cylinder - Tri-blade design provides three cutting surfaces on a single blade
» The heavy-duty blades can be sharpened again * Interchangeable heads design provides Max nut range flexibility
» Nut splitter includes blade, screw, wrench, etc. » The preset scale allows controlled blade extension, which avoids damage to bolt threads
« Can be used in applications: truck repair, pipe maintenance, tank cleaning, petrochemical, steel construction, mining, etc. » Grip tape and handle included for more secure maneuverability

* Nickel-plated cylinder body for excellent corrosion protection and improved durability in
harsh environments
* Internal pressure relief valve for overload protection

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Capacity/Ton 0il Capacity/ Bolt Range Hexagon Replacement Weight/Kg
o T HEBCE Model Capacity/Ton | Oil Capacity/ | Bolt Range Hexagon | Replacement A/mm B/mm C/mm D/mm E/mm F/mm G/mm | Weight/Kg
cm3 Nut/mm Blade No.

NC-1319 5 15 M6-M12 10~19 NCB-1319 1.2
NC-1924 10 20 M12-M16 19~24 NCB-1924 2 NS-7080 103 377 M45-M52 | 70-80 NSB-70 132 28 180 8 81 186 412 37
NC-2432 15 60 M16-M22 24~32 NCB-2432 3 NS-7085 103 377 M45-M56 | 70-85 NSB-70 145 30 180 8 81 196 422 37
NC-3241 20 80 M22-M27 32~41 NCB-3241 4.4 NS-7095 103 377 M45-M64 | 70-95 NSB-70 160 32 180 8 81 201 432 38.5
NC-4150 35 155 M27-M33 41~50 NCB-4150 8.2 NS-70105 103 377 M45-M72 | 70-105 NSB-70 174 35 180 9 81 209 443 39.5
NC-5060 50 240 M33-M39 50~60 NCB-5060 11.8 NS-110115 193 819 M76-M80 | 110-115 | NSB-110 189 36 234 3.7 111 234 472 69
NC-6075 90 492 M39-M48 60~75 NCB-6075 34.1 NS-110130 193 819 M76-M90 | 110-130 | NSB-110 219 41 234 2.5 111 242 493 71.5
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FLANGE MAINTENANCE TOOLS

RIVERLAKE

NSC Series,Integral Hydraulic Nut Splitters

Capacity: 12-15 Ton Bolt Range:M12-M22 Max Working Pressure:700bar

* Powered by a built-in hydraulic hand pump, the NSC-Series is a ready-to-use tool — no need for a hose, separate hand pump, or
couplings. Useful for subsea applications and working at heights.

* Quick and easy cutting tip replacement

» Drop-tested revolving anchor point and safety lanyard

» Revolving composite handle for vibration and shock isolation

« Nut Splitters include a set of hexagon keys and the following spare parts:

« —cutting tip

« —tip retention screw

« —spare alignment screw

- Standard Safety Lanyard with each nut splitter. Includes steel cable with carabiners.

» The maximum allowable hardness to splitis ASTM A194 Gr 2H. Not to be used on square nuts or stainless steel.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

Model Max Cutting | 0il Capacity/| Bolt Range | Hexagon Replacement | Weight/Kg | Dimension | Dimension | Dimension | Dimension [ Dimension| Dimension [Dimension| Dimension| Dimension
Force/Ton |cm3 Nut Range/ [ Blade No. A/mm B/mm C/mm D/mm H/mm N/mm S/mm T/mm W/mm
mm
NSC1927 12 * M12-M18| 19-27 [NSH1927CTK| 5.8 353 * 152 81 18 11.5 245 26.5 53.5
NSC2432 15 * M16-M22| 24-32 [NSH2432CTK| 6.3 370 * 152 81 25 9 26.6 32 57.5
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FLANGE MAINTENANCE TOOLS

RIVERLAKE

NSH Series, Split Type Hydraulic Nut Splitters

Capacity: 12-50 Ton Bolt Range:M12-M48 Max Working Pressure:700bar

* Quick and easy cutting tip replacement

» Drop-tested revolving anchor point and safety lanyard

» Revolving composite handle for vibration and shock isolation

» Nut Splitters include a set of hexagon keys and the following spare parts:

» —cutting tip

» —tip retention screw

* —spare alignment screw

- Standard Safety Lanyard with each nut splitter. Includes steel cable with carabiners.

« 3/8NPT-18 female half coupler is standard

* The maximum allowable hardness to splitis ASTM A194 Gr 2H. Not to be used on square nuts or stainless steel.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Max Cutting | Oil Capacity/| BoltRange | Hexagon Replacement | Weight/Kg | Di ion | Di ion | Di ion | Di ion | Di ion | Di ion | Di ion | Di
Force/Ton |cm3 Nut Range/ Blade No. A/mm B/mm C/mm D/mm H/mm $/mm T/mm W/mm
mm
NSH1927 12 46 M12-M18 | 19-27 |NSH1927CTK| 3.5 258 213 152 81 11.5 245 26.5 53.5
NSH2432 15 46 M16-M22 | 24-32 |NSH2432CTK| 4 265 220 152 81 9 26.5 32 57.5
NSH3646 20 80 M24-M30 | 36-46 |NSH3646CTK| 6.9 290 239 169 93 16 39 44 83.5
NSH5065 36 230 M33-M42| 50-65 |NSH5065CTK| 10.9 377 322 210 185 23 49.5 52 108
NSH6575 50 328 M42-M48 [ 65-75 |NSH6575CTK| 24.5 396 345 220 202 27 61 65 135
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RIVERLAKE

HYDRAULIC AND MECHANICAL PULLERS

BHP Series, Mater Puller Set

» All master puller sets include a grip puller, a cross-bearing puller, a bearing cup puller, and a bearing puller attachment, which can
be ordered separately.

» Supplied with a fully hydraulic set including pump, hose, cylinder, gauge, gauge adaptor, and wooden case.

» High-quality, forged steel components provide superior reliability and service.

» Sets include speed crank and adjusting screw for fast contact to work before hydraulics are applied

» These hydraulic pullers eliminate time-consuming and unsafe hammering, heating, or prying. Damage to parts is minimized
through the use of controlled hydraulic power.

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Capacity Power Source Hydraulic Saddle Hydraulic | Pressure | Gauge Grip Puller Cross Bearing Bearing | Wooden | Weight
(Ton) Cylinder Hose Gauge Adapter Bearing Cup Puller Box (Kg)
Puller Puller
BHP-1752 14 P-392 Hydraulic Hand Pump |[RCH-1211] = HC-7206| GF120B| GA3 |BHP-1762|BHP-1772(BHP-180| BHP-181|CM-6 37

BHP-2751G 20 P-392 Hydraulic Hand Pump [RCH-202 | HP-2015 [HC-7206| GF813B | GA3 |BHP-252 |BHP-262 |BHP-280|BHP-282|CW-350| 90
BHP-3751G 30 P-392 Hydraulic Hand Pump [RCH-302 | HP-3015 [HC-7206| GF813B| GA3 |BHP-352 |BHP-362 |BHP-380|BHP-382(CW-350| 172
BHP-5751G 50 P-80 Hydraulic Hand Pump [RCH-603 | HP-5016 [HC-7206| GF813B| GA3 |BHP-552 |BHP-562 |BHP-580|BHP-582(CW-750| 298

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

RIVERLAKE

HYDRAULIC AND MECHANICAL PULLERS

LGHS Series,Hydraulic Lock-Grip Puller Seet

* LGH-Series Pullers provide the same safety and ease of use as their mechanical counterparts, with the pulling force applied by a
standard 10,150 psi hydraulic cylinder.

* Quickly and easily mount on a wide range of applications

» Turning the puller handle locks the jaws onto the application, allowing the desired object to be pulled free when the spindle is
turned.

» Hydraulically applied pulling force increases pulling capacity, reducing operator fatigue

» Lock-on jaws offer a secure grip for safe and easy operation

» Synchronous jaw movement enables the entire pulling job to be performed by a single operator

* LGH-Series Pullers MUST be used with a point protector if the shaft end does not contain a drilled center hole. One point
protectoris included with every puller.

» Always wear safety goggles and gloves while using pullers

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

. Max. Min. Max. Number | Dimension | Dimension N
Model Capacity(Ton) | Power Source Spread(mm) | Spread(mm) | Reach(mm) | ofJaws | A (mm) ¢ (mm) Weight(Kg)
LGHS310H 10 Hand Pump 300 84 215 3 215 192 13
LGHS314H 14 Hand Pump 380 125 260 3 260 186 18
LGHS324H 24 Hand Pump 480 165 336 3 336 325 47
LGHS364H 64 Hand Pump 660 230 408 3 408 473 139

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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RIVERLAKE HYDRAULIC AND MECHANICAL PULLERS RIVERLAKE HYDRAULIC AND MECHANICAL PULLERS

Integral Hydraulic Cobra Puller Integral Safety Cage Hydraulic Puller
« Jaw and jaw frame are made of high-strength forged alloy steel, cobra-shaped jaw, lifetime warranty * Aunique” Safety Cage” system, can firmly fix the workpiece with good skid resistance and safety
» Self-centering, anti—eccentric load, ensures that the screw rod is always in the center of force and extends the service life
* There are 10, 12, 20, and 30 tons of different output tonnage to choose from » Slim tapered jaws make it easier to work in narrow space
» Slim tapered jaws make it easier to work in narrow space
* Unique internal pressure relief valve design to protect the life of the hydraulic cylinder * Built-in hydraulic hand pump.no need for extra pump and hose set up

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
L: Long Jaws; B: Long and short jaws; C: lifetime warranty jaws.
Model Capacity Reach(mm) Spread(mm) Stroke(mm) Weight(Kg)
(Ton)
UK-10inC 10 195 30-250/310 82-130 7.5
UK-10inCL 10 250 30-280/340 82-180 10
UK-10inCB 10 195/250 30-280/340 82-180 1 Model Number of | Capacity(Ton) | Min. Max. Max.
UK-12inC 12 240 30-300/370 82-160 9.7 Jaws Spread(mm) | Spread(mm) | Reach(mm)
UK-12inCL 12 280 30-330/400 82-240 11.5
UK-12inCB 12 240/280 30-330/400 82-240 13 EPI-208 2 10 19 304 203
UK-20inC 20 275 50-360/430 82-180 14 EPI-210 2 15 25 381 245
UK-20inCL 20 330 50-380/450 82-280 16 EPI-213 2 25 63 457 304
UK-20inCB 20 275/330 50-380/450 82-280 23 EPI-216 2 50 76 635 355
UK-25inC 25 315 50-410/480 110-220 22 EPI-108 3 10 19 304 203
UK-25inCL 25 380 50-440/540 110-330 26 EPI-110 3 15 25 381 245
UK-25inCB 25 315/380 50-440/540 110-330 34 EPI-113 3 25 63 457 304
UK-30inC 30 405 100-540/610 110-260 35 EPI-116 3 50 76 635 355
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Safety Cage Hydraulic Puller Split Type Hydraulic Grip Puller Set
» ‘Safety Cage’ jaw retention system » Precise hydraulic control allows fast, efficient, and safely pulling
» High force hydraulic system for effortless pulling of large components » Three-jaw linkage, automatic centering, convenient and quick to use
» Slim tapered jaws for better gripping in tight spots » Pulling claws are forged from high-strength alloy steel for durability
» Available in 2 and 3 jaw designn » Complete hydraulic puller kit including jaws, hand pump, cylinder, high-pressure hose

» This series of tonnage from 10 tons to 60 tons

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Number of Capacity(Ton) Hydraulic Stroke(mm) Min. Max. Max Weight(Kg)
Jaws Cylinder Spread(mm) | Spread(mm) | Reach(mm)
EPH-208 2 10 RC-106 152 19 304 203 10
EPH-210 2 15 RC-1510 254 25 381 245 22 : .
Model Capacity Max. Max. Weight(Kg)

EPH-213 2 25 RC-2514 362 63 457 304 44 (Ton) Reach(mm) | Spread(mm)

EPH-216 2 50 RC-5013 336 76 635 355 87

EPH-108 3 10 RC-106 152 19 304 203 1 BHP152 10 206 350 12

EPH-110 3 15 RC-1510 254 25 381 245 23 BHP251G 20 320 480 34

EPH-113 3 25 RC-2514 362 63 457 304 48 BHP351G 30 407 580 60

EPH-116 3 50 RC-5013 336 76 635 355 91 BHP551G | 60 707 920 90
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RIVERLAKE HYDRAULIC AND MECHANICAL PULLERS RIVERLAKE HYDRAULIC AND MECHANICAL PULLERS

TMHP 10E, 10 Ton Integral Hydraulic Bearing Puller Safety Cage Mechanical Puller
» Universal kit with three different lengths of mechanical arms for a wide range of applications - ‘Safety Cage’ jaw retention system
« Self-locking arm minimizes the risk of the puller slipping off the shaft while working » Roll threaded shafts for less effort when applying high torque
* Internal safety valve minimizes the risk of overloading the puller » More efficient pulling, as one man can do the job where manual pullers often require two operators
» Standard hydraulic mandrel extension for quick adjustment of draw length = Slim tapered jaws for better gripping in tight spots

» Available in 2 and 3 jaw design
Kitincludes:

* 1 x mechanical Arm Assembly Bracket
*3 x short claws, 110mm

*3 x claws, 160mm

*3 x long claws, 200mm

*1x 10T Hydraulic Puller

*3 x extension rods 50,100,150mm

» 1 x nosepiece with a center point for the hydraulic spindle
0,
AM Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

these ratings!

i
A Think Safety Model Capacity | Numberof | Max Min. Max. Center Weight(Kg)

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of (Ton) Jaws Reach(mm) | Spread(mm) | Spread(mm) g‘i';‘(mm)

these ratings!
EP-204 2 2 101 12 127 14 1.4
EP-104 5 3 101 12 127 14 1.8
EP-206 6 2 152 12 178 16 3.2
EP-106 10 3 152 12 178 16 3.6
EP-208 12 2 203 19 304 20 54
EP-108 17 3 203 19 304 20 6.4
EP-210 14 2 245 25 381 20 5.9
EP-110 20 3 245 25 381 20 7.3
EP-213 25 2 304 63 457 29 17.2

Model Capacity(Ton) Reach(mm) Spread(mm) Stroke(mm) | Weight(Kg)
EP-113 30 3 304 63 457 29 20
EP-216 35 2 355 76 635 31 25.8
TMHP 10E 10 110/160/200 | 75-170/80-250/110-280 80 14.5 EP-116 40 3 355 76 635 31 30.8
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RIVERLAKE HYDRAULIC AND MECHANICAL PULLERS RIVERLAKE HYDRAULIC AND MECHANICAL PULLERS

AMP Series,Trolley Mounted Hydraulic Puller LM Series,Universal Hydraulic Pullers
» The hydraulic trolley-mounted pullers are hydraulically operated to achieve the vertical height adjustment of the puller, the » The 100 hydraulic trolley-mounted pullers are hydraulically operated to achieve the vertical height adjustment of the puller, the
extension of the jaws, and the pull-out of the workpiece. extension of the jaws, and the pull-out of the workpiece.
» The pulleris self-centering, the arm slides inward or outward simultaneously, easy to maneuver and adjust in height. » Wireless remote control for puller lifting/lowering,jaw opening/closing,cylinder extension/retraction,electric pump working/off
» The jaw is made of forged high-strength steel alloy. The tighter the force, the harder the jaw grip. » The pulleris self-centering, the arm slides inward or outward simultaneously, easy to maneuver and adjust in height.
» The integral safety release valve prevents overloading and ensures that you will never exceed the max working capacity. » The complete stroke is 270mm,3 adapters(extensions) included.
» One person can do the job efficiently and save time. » The jaw is made of forged high-strength steel alloy. The tighter the force, the harder the jaw grip.
» High-quality 360-degree rotation wheels for easy transportation » The integral safety release valve prevents overloading and ensures that you will never exceed the max working capacity.

» One person can do the job efficiently and save time.
» An additional hand pump is equipped for precise puller height adjustment
» High-quality 360-degree rotation wheels for easy transportation

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Capacity(Ton) Min. Max. Max. Min. Stroke(mm) Weight(Kg)
Spread(mm) Spread(mm) Reach(mm) Reach(mm)

AMP100 100 200 1000 450 375 200 720 Model ::Taop:)clly Stroke/mm | Spread/mm | Reach/mm | Weight/Ton

AMP200 200 300 1500 680 550 250 1300

AMP300 300 400 1800 980 750 300 1820 LM1003W 100 270 300-1500 | 952-1220 1.1

AMP500 500 500 2000 1050 920 350 2100 LM2003W 200 300 330-1650 | 965-1150 1.35

AMP600 600 500 2000 1250 1000 350 2500 LM3003W 300 300 380-2000 | 980-1250 1.7
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HYDRAULIC AND MECHANICAL PULLERS

RIVERLAKE

PH Series,Safety Cage Hydraulic Puller

* Our PH series hydraulic puller systems provide maximum pulling force in applications requiring high-force removal of large gears,
pulleys, wheels, sleeves, and other press fit parts. 100 Ton pullers are available in 3-jaw, 2-jaw, or 2/3-jaw combination systems.
» 10,000 PSl electric two-stage pump
* Remote jog switch with 3 meters cord
* 100-ton cylinder, 10,000 PSI with spring return(10.25-inch stroke)
» Hydraulic-actuated lift cart extends puller from ground to a height of 1.52 m
» Jaws are hydraulically controlled with cylinders
» Multiple pushing adaptors for 100 ton pullers:
(1) 4-in. diameter x 9-in. (102 x 229 mm)
(2) 4-in. diameter x 19-in. (102 x 483 mm)
(3) 4-in. diameter x 29-in. (102 x 737 mm)
» 200-ton cylinder, 10,000 PSI, and double acting 13.25 (337 mm) stroke
* Multiple pushing adaptors for 200 ton pullers:
(1) 4-in. diameter x 9-in. (102 x 229 mm)
(2) 4-in. diameter x 19-in. (102 x 483 mm)
(3)4-in. diameter x 29-in. (102 x 737 mm)
(4) 4-in. diameter x 29-in. (102 x 990 mm)

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Number of Capacity(Ton) Min. Max. Max. Center Height Weight(Kg)
Jaws Spread(mm) Spread(mm Reach(mm) Adjustment
(mm)
PH-123T 2/3 100 191 1778 1219 676-1690 908
PH-100T 3 100 191 1778 1219 676-1690 855
PH-102T 2 100 191 1778 1219 676-1690 772
PH-200T 2 200 203 1334 1219 800-2134 1560
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PH Series,Trolley Mounted Safety Cage Hydraulic Puller

- ‘Safety Cage’ jaw retention system

» High force hydraulic system for effortless pulling of large components
» Slim tapered jaws for better gripping in tight spots

» 10,000 PSl electric two-stage pump

* Remote jog switch with 3 meters cord

» Jaws are hydraulically controlled with cylinders

» Multiple pushing adaptors

Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings!

Model Capacity Min. Max. Reach(mm) | Height(mm) | Weight(Kg)
(Ton) Spread(mm) | Spread(mm)

PH113 25 63 457 304 480-1420 138

PH116 50 76 635 355 480-1420 198

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.

HYDRAULIC AND MECHANICAL PULLERS
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Ph1002, 2 Jaws,100 Ton Hydraulic Puller SM Series,Automatic Hydraulic Puller
* The puller is self-centering, the arm slides inward or outward simultaneously, easy to maneuver and adjust in height. * Double-acting hydraulic design
» Can be equipped with an electric lifting motor. » Use for dismounting large shafts and perforating workpieces
* The complete stroke is 250mm,3 adapters(extensions) included. * Fully automatic hydraulic up and down, pull and grip
* The jaw is made of forged high-strength steel alloy. The tighter the force, the harder the jaw grip. « Easy operation, high efficiency

* The integral safety release valve prevents overloading and ensures that you will never exceed the max working capacity.
* One person can do the job efficiently and save time.

* Remote control 220V/AC or 380V/AC electric power pack

* ABB motor and HAWE solenoid valve

Think Safety Think Safety

Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of
these ratings! these ratings!
Model Capacity Min. Max. Min. Max. Stroke(mm) | Weight(Kg)
(Ton) Spread(mm) | Spread(mm) | Reach(mm) | Reach(mm)
SM503 50 100 1220 178 380 337 620
M504 50 64 1150 559 650 337 660
Model Capacity(Ton) | Number of Jaws |Min. Reach(mm) | Max. Min. Max. Center Height Weight(Kg) SMS0
Reach(mm) | Spread(mm) [ Spread(mm) Adjustment SM103 100 120 1400 425 580 320 680
() SM203 200 285 1500 520 680 320 1040
PH-1002 100 2 860 1060 381 1219 305-915 550 SM303 300 300 1800 550 700 320 1500
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H Frame Hydraulic Workshop Press

0,

Think Safety

* HYDRAULIC PRESSQuality welded frame for maximum strength and long life . ) . ) .

- Effortless adjustment of the vertical daylight (10-ton models are manual) Manufacturer's rating of load and stroke are maximurn safe limits. Good practice encourages using only 80% of

* Roller head design is standard to allow movement and locking of the cylinder from side to side(10-ton, 25-ton, and 30-ton are manual) these ratings!
* All models in the Quick Selection Chart have been matched to a pump, cylinder, hoses, and gauge, offering the complete package

Model Capacity/ Pump Hydraulic Cylinder Tool Feed Punching A(Max.) A(Min.) B (A D E F G H J K L M N Weight/Kg
Ton Cylinder Stroke/mm Speed Speed
Model (mm/sec) (mm/sec)

IPE-1215 10 IPE-220 RC-1010 254 28 3.8 1016 62 * 1187 127 473 632 * * 755 108 189 889 1320 135
IPH-1240 10 P-392 RC-1010 254 7.8 1.7 1016 62 * 1187 127 473 632 * * 755 108 189 889 1320 71
IPH-1234 10 P-84 RR-1010 254 1" 1.7 1016 62 * 1187 127 473 632 * * 755 108 189 889 1320 85
IPE-2505 25 IPE-220 RC-256 152 16 1.6 1384 177 * 1447 301 736 1028 101 336 762 133 271 673 1930 274
IPE-2510 25 IPE-220 RC-2514 355 23 3.6 1384 177 * 1447 301 736 1028 101 336 762 133 271 673 1930 313
IPH-2531 25 P-80 RC-2514 355 4.9 0.7 1384 177 * 1447 301 736 1028 101 336 762 133 271 673 1930 281
IPE-3060 30 IPE-220 RR-3014 355 18 2.8 1384 177 * 1447 301 736 1028 101 336 762 133 271 673 1930 325
IPH-3080 30 P-84 RR-3014 355 3.6 0.7 1384 177 * 1447 301 736 1028 101 336 762 133 271 673 1930 301
IPE-5010 50 IPE-220 RC-5013 330 20 1.9 1233 179 476 1371 263 730 1085 127 222 914 184 333 781 1930 495
IPH-5030 50 P-462 RC-506 152 19 0.7 1233 179 476 1371 263 730 1085 127 222 914 184 333 781 1930 439
IPH-5031 50 P-80 RC-506 152 2.3 0.3 1233 179 476 1371 263 730 1085 127 222 914 184 333 781 1930 420
IPE-5005 50 IPE-220 RC-506 1562 7.7 0.8 1233 179 476 1371 263 730 1085 127 222 914 184 333 781 1930 421
IPE-5060 50 IPE-220 RR-5013 330 20 1.9 1233 179 476 1371 263 730 1085 127 222 914 184 333 781 1930 499
IPH-5080 50 P-464 RR-5013 330 19 0.7 1233 179 476 1371 263 730 1085 127 222 914 184 333 781 1930 455
IPE-10010 100 IPE-220 RC-10010 254 14 1 1079 177 508 1295 296 889 1295 171 222 914 222 395 841 1930 776
IPH-10030 100 P-462 RC-10010 254 10 0.4 1079 177 508 1295 296 889 1295 171 222 914 222 395 841 1930 751
IPE-10060 100 IPE-220 RR-10013 330 " 1 1079 177 508 1295 296 889 1295 171 222 914 222 395 841 1930 816
IPH-10080 100 P-464 RR-1006 1562 10 0.4 1079 177 508 1295 296 889 1295 171 222 914 222 395 841 1930 755
IPE-15065 150 IPE-220 RR-15013 330 9 1.4 1231 317 711 1384 254 1219 1706 231 333 1117 333 555 1212 2286 1794
IPE-20056 200 IPE-220 RR-20013 330 6.7 1 1231 317 711 1384 254 1219 1706 231 333 117 333 555 1212 2286 1794

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD. TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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Hydraulic Hose Gauge Adapters
Dimension
Thread D Thread E Gauge Thread C
A(mm)  B(mm)  F(mm)
3/8“-18NPT 3/8“-18NPT 1/2"NPT 155 35 32
Model Material ID(mm) | Working Blast End 1 End 2 Length(m)
Pressure(Psi) Pressure(Psi)
H9203 Rubber 6 10000 30000 | 3/8NPT Male [3/8NPT Male 0.9
H9206 Rubber 6 10000 30000 | 3/8NPT Male |3/8NPT Male 1.8
H9210 Rubber 6 10000 30000 | 3/8NPT Male |3/8NPT Male 3 Dimension
H9220 Rubber 6 10000 30000 | 3/8NPT Male |3/8NPT Male 6 Thread D Thread E Gauge Thread C
H7203 Thermo-Plastic| 6 10000 40000 | 3/8NPT Male |3/8NPT Male 0.9 A(mm)  B(mm)  F(mm)
H7206 Thermo-Plastic| 6 10000 40000 | 3/8NPT Male |3/8NPT Male 1.8 3/8°-18NPT 3/8“-18NPT 1/4"NPT 133 48 32
HC7206 |Thermo-Plastic| 6 10000 40000 | 3/8NPT Male |With BC-201B 1.8
H7210 Thermo-Plastic| 6 10000 40000 | 3/8NPT Male |3/8NPT Male 3
HC7210  |Thermo-Plastic| 6 10000 40000 | 3/8NPT Male |With BC-201B| 3
H9303 Thermo-Plastic| 10 10000 20000 | 3/8NPT Male |3/8NPT Male 0.9
H9306 Thermo-Plastic| 10 10000 20000 | 3/8NPT Male |3/8NPT Male 1.8
H9310 Thermo-Plastic| 10 10000 20000 | 3/8NPT Male |3/8NPT Male 3
H9320 Thermo-Plastic| 10 10000 20000 | 3/8NPT Male |3/8NPT Male 6
H7106 Thermo-Plastic| 4 20000 60000 | G-1/4" Male |[G-1/4" Male 1.8
H7110 Thermo-Plastic| 4 20000 60000 | G-1/4" Male |[G-1/4" Male 3
Dimension
Pressure Gau ge Thread D Thread E Gauge Thread C
A(mm) B(mm) F(mm)
FEATURES AND BENEFITS 3/8“-18NPT 3/8“-18NPT 1/4"NPT 134 35 32
* Fast and easy to install.
» Made of corrosion resistantstainless steel.
» Asesimatic - not affected bymotion.
+ Calibrated with dual scale reading for Mpa and PSI. S
« Class one gauges, accuracy,+/- 1%. ﬁ/\ T R
' QL 7
Pressure Rnage = J - = ‘\‘©/
Model Thread Suftacs T
I Dia(mm) <
Mpa Psi
G2536L | 0-100 0-15000 | 1/4ANPT Male | 63
G4039L | 0-100 | 0-15000 | 1/2NPTMale| 100 Tiread D — Soute Thread G Dimension
" rea rea auge Ihrea
G4016 0-160 0-23000 | G-1/4" Male 100 Amm)  B(mm)  F(mm)
G4025 0-250 0-36000 | G-1/4" Male 100
3/8“-18NPT 3/8“-18NPT 1/4"NPT 65 20 28
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Fittings
Pichture Model Description Drawing
FZ-1614 Coupling from 3/8-18 NPT female to 3/8-18 NPT female
2-NPT3/8
FZ-1619 Hexagon nipple from 3/8-18 NPT male to 3/8-18 NPT male **
19
FZ-1617 Hexagon nipple from 3/8-18 NPT male to 3/8-18 NPT male ’*
19
= B
EZ14 Hexagon nipple from 1/4-BSP male to 1/4-BSP male = N
= 43 19
&
FZ-1608 Hexagon nipple from 1/4-18 NPT male to 1/4-18 NPT male
FZ16 Hexagon nipple from 1/4-18 NPT male to 3/8-18 NPT male
FZ-1605 1/4-18 NPT female - 1/4-18 NPT female
NPT3/8
'p]
E791 Elbow from 1/4-18 NPT male to 3/8-18 NPT female ] 178 @) |3
NPT1/4 A 45‘ 25 o5
NPT3/8
%«ﬁ .
FZ-1616 Elbow from 3/8-18 NPT male to 3/8-18 NPT female f 47 o 69 N
NPT3/8 ; 45 |-22 o5
NPT3/8
FZ23 Elbow from 1/4-18 NPT female to 3/8-18 NPT female & \) &
NeTI/4/ 35 25
3-NPT3/8
Tee from 3/8-18 NPT female to 3/8-18 NPT N
FZ-1612 i T /CD\ &
female and 3/8 NPT female N
45 25
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Manifold
Description ModelNumber Dimensions(mm)
178mm
7 -port Manifold, short A-64
3/8"- 76 50 3/8"- 203 _ 83
18NPTF (7; 18NPTF (7
(X)\ 63 1 ‘ (Lsg (X)\ 63 1 ‘ (Lm
369mm o] BFEr | o] Bam
0.38NPTF 32 38 [38[38]32 32 102]102]102] 32
7-port Manifold A-65 178 569
o . A-64 A-65
longallowsdirect mounting of
controlvalves to the manifold.
-
21
@
6-port Manifold, hexagonPlugs @
furnished for all ports3/8"-18 NPT.F A-66 58 )z
<>}
1/4"-20UNC
3/8"-18NPTF (6x)

AM-21
Control ManifoldsFor control of two
or foursingle-acting cylinderssimul
taneously.AM-21 with 5 ports /g"
NPTF.AM-41 with 7 ports 3/g"NPTF.

AM-41

AM-2
Control ManifoldsFor control of two
or foursingle-acting cylinderssimul
taneously.AM-2 with 5 ports 3%"
NPTFAM-4 with 7 ports 3/"NPTF.

AM-2 AM-4
AM-4

TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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Couplers
Model Max. Working Type Image Thread Female Male
Pressre(Psi)
C604 10,000 High Flow 3/8-18NPT C604A C604B
AB30 10,000 High Flow 1/4-18NPT AB30A A630B
AB04 10,000 High Flow 3/8-18NPT ABO4A AB04B
AB05 20,000 High Flow G-1/4" ABO5A AB05B
119/pPAGE TAIZHOU CHUANHU HYDRAULIC MACHINERY CO.,LTD.
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